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Overview

The TM-S630M is a PPGA-Celeron & CuMine FC-PGA based All-In-One mainboard that utilizes SiS 630S chipset provides a AGP 4x slot for highly graphic display optionally. Aside from supporting a S3 Savage 4 AGPx4 Graphics Accelerator on board, this mainboard integrated ATA/66/100 Bus Master IDE, PCI 3D Sound and a V.90 Fax/Modem DAA Module. 

In addition to above features, this mainboard onboard a full set of ATX I/O ports such as CPU fan monitoring, System voltage monitoring, Over current protection, Modem Wake Up, Keyboard Power On, PS/2 Mouse Power On and 2 USB ports. Two extra USB ports can be available through the connection of extended USB module to the mainboard. 
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Introduction
Specifications

	System Chipset
	SiS 630S Chipset

	CPU

	Intel PPGA-Celeron processors, support 266-766 (Ex. Clk 66 MHz); CuMine FC-PGA 450-800 (Ex. Clk 100 MHz); CuMine FC-PGA 533-1.13GHz  (Ex.Clk 133 MHz) CPU.

	Memory 
	Expandable to 512MB (2 banks) with two 168-pin DIMM socket support 3.3 V SDRAM 66/100/133.

	IDE 


	Primary and Secondary PCI IDE channels.

Support PIO, Multiword DMA, Bus Mastering and Ultra DMA 66/100 modes.

	Graphic On Board
	AGP 128 bit 2D/3D 100 MHz AGP Graphics complies with AGP V2.0., 

	
	Shared memory architecture allows a 64MB max. frame butter.

Supports high resolutions up to 1920x1200 16M colors, up to 2048x2048 Texture size and Virtual screen up to 4096x4096.

Supports hardware DVD Accelerator.

	Sound On Board 
	3D PCI Sound Pro, meets PC98 Spec.        16-bit CODEC for full-duplex playback and record.    

HRTF professional Audio supports both Direct Sound 3D and Aureal’s 3D compatible interface plus support for 4-channel speakers out.   Software Wave-Table Synthesizer and Digital Audio Interface(SDPIF) In/Out with 24-bit, 48 KHz sample rate and measured 120db Audio quality. Built-in 32 ohm earphone buffer and 3D surround sound.  Provides MPU-401 Game/MIDI port and legacy Sound Blaster 16 support.          Stereo Mixer supports analog mixing from CD-Audio and Line In or digital mixing from voice, FM/Wave-Table and digital CD-Audio.       Driver support for MS-DOS, Microsoft Windows 95/98/2000/NT 4.0.

	Fax/Modem On Board
	56K Fax/Modem, supports V.90 standard for Internet communication.

Supports Auto Fallback and MNP5, V.42bis data compression. 

	I/O
	PC99 Color Connectors, 2 x PS/2 Mouse and Mouse Ports, 2xUSB, 1x VGA port.

1x Serial Port with 16550-compatible fast UART.

1x Parallel with ECP and EPP.

1x Infrared port, 2 x USB external connectors. 

	Power Management
	ATX Power Supply, Suspend, Shutdown, Wake Up On LAN, Wake On Modem, Wake On Alarm, Interrupt Wake Up from Keyboard/Mouse. Keyboard Power On/Off. 

	System Monitor 
	Supports CPU Temperature Voltage and Fan Speed monitor. 

	Expansion slots
	3 x PCI 32-bit port, 1x AGP(x4)

	Voltage
	Auto

	Dimension
	4-layer PCB, size (24.5mm x 21mm), Micro-ATX.

	Bundled Software
	*Super VB : Provides anti-virus protection.

*Super Voice : For data, FAX and voice

 communication.

*Gamut 2000: Provides professional audio 

 features.

*Media Ring Talk : Provides PC to PC, or PC to 

 phone internet communication.

*Corel WordPerfect Suite 8 : A office application 

 suite under Windows.

*3 DEEP : Provides for adjust color, contrast and 

 brightness of monitor.

	Package Content 
	( Mainboard

( Manual, CD Diskette & FAX/Modem module

( 1x FDD, 1xDMA66/100 Cables


Setup Guide
                  A.Layout Diagram    
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· USB2 : USB Connector
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· SIR1 : Infrered Port (IR)
1 – VCC

2 – NC

3 – IRRx

4 – GND

5 - IRTx

B. Jumper Settings 

When put a jumper cap on two pins to short, we name it ON.  When remove jumper cap from two pins or just put on one pin, we name it OFF. 

· JP1 : Clear CMOS Memory

	JP1

	Pin 2-3 On
	     Normal Operation

	Pin 1-2 On
	Clear CMOS Memory


· JP2 : Keyboard Power On Set Up

When enable Keyboard Power On Set Up, you are able to Power On/Off via hot keys setting. However, the power supply must provide minimum 750mA on the +5VSB (+5V Standby) for working normally.

	JP2

	Pin 1-2  On
	 Enable Keyboard Power On

	Pin 2-3  On
	 Disable Keyboard Power On


EscoCAM – An Integrated Module  
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It’s so valuable that you don't have to pay thrice to buy three fashionable devices of PC Camera, Debugging and IrDA ware now because we have integrated them into our EscoCAM in the shape of a lovely whale to escort your system. The whale is the king of the sea and the symbol of all-mighty power. With PC camera, Debug, CPU heat monitor and IrDA device built into the EscoCAM, we offers you the unbeatable solution to upgrade the value of your PC system.

1. PC Camera: 

As video and audio email is gaining popularity, PC cameras are making inroads into PC systems and it will increasingly become a standard PC peripheral. In view of this strong market demand, we has timely launched its state-of-the-art PC cameras. Besides, our PC Camera is allowed to adjust the Focus of Camera via Keyboard

or mouse instead of wheel.  It’s a patent design in PC Camera.  Hope you enjoy

this new technology. 

2. External Debug : 

When initializing system, LCD will check the peripherals of CPU, Chipset, DRAM, BIOS, Keyboard, CMOS, VGA card, Devices, FDD, HDD and Cache…Once peripherals were not been properly installed or defective, the LCD display will show out the detective place. After system successfully booted up, Time & Date, CPU Temperature, CPU V-Core Voltage, CPU Fan Speed will take turn to show out on the LCD display.

Advantages of Debug Device For User:

In comply with fast development of IT and e-Commerce, the time of people

to stay together with PC is beyond what we can image.  Eventually, the 

high density use of PC is unavoidable to cause high defect rate.  Especially,

when warranty is over, user is not in a position to bargain the upraising repair cost. The worse is that users are always overcharged when they have don’t have any sense about defect status.  However, once PC system is equipped with basic debugging devices, user is able to easily understand how far the hardware problem going; thereby drastically minimize the time and cost from RMA.  

3. Monitor CPU Temp. And FAN Working Status: 

Audio, video and multi-tasking functions call for faster and faster CPUs to improve system efficiency.  However, faster CPUs will generate more heat which must be dissipated in a timely manner. Therefore, a more efficient fans to dissipate heat is as important as watch-out of fan working situation. In this Internet era, people prolonged use of their computers is easily to cause overheat and damage to the CPU. It is therefore necessary to have a device to constantly monitor the CPU temperature, CPU fan speed and V-Core voltage, and timely remind user. 

4. IrDA For Data Transmission : 

As more and more computers, notebook, mobile phone and PDA are installed 

with the IrDA device for wireless transmission, we add in this extra value in the

EscoCAM.

The Connection of EscoCAM
I. For TM-VAK7 Mainboard :

  If you use TM-VAK7P, the most updated mainboard, it’s already built-in all the

  circuit of EscoCAM so that user don’t need a extra daughter card to connect it.

  The connection drawing as follows:
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II. For All Others Mainboards:

  If the mainboard you used is not TM-VAK7, you need A PCI daughter card to

  be inserted and make connection as follows:
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III. Or, if you just want use the function of PC Camera, the connection

   drawing as follows: 
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BIOS Update Note

Do not update the BIOS if no abnormalities occur. However, if BIOS update is needed, consult your dealer first. Prior to updating your BIOS, you are recommended to save the original BIOS values.

1. Download the AMI BIOS Flash Utility file (AMIFL818.exe)

2. Download the BIOS file used by your mainboard(e.g., xxx.BIN)

3. Reboot your system (but do not run Himem.sys and Emm386.exe) 

  to execute the new BIOS program.

4. Execute these commands: AMIFL818 xxx.BIN
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