
IMPORTANT UPDATE INFORMATION
The IDT Winchip CPU is new to the market and the jumper settings are not
included in the user's manual, please refer to the followings fo jumper settings:

CPU JP1~6, JP9~10 JP14~JP18 CPU JP1~6, JP9~10 JP14~JP18
60MHz x 3 Vcore = 3.5V 66MHz x 3 Vcore = 3.5V

IDT 1 2 1 2 IDT 1 2 1 2
C6-180 ○ ○  JP1 ○ ○  JP14 C6-200 ● ● JP1 ○ ○  JP14

○ ○  JP2 ○ ○  JP15 ○ ○ JP2 ○ ○  JP15
○ ○  JP3 ○ ○  JP16 ○ ○ JP3 ○ ○  JP16
● ●  JP4 ○ ○  JP17 ● ● JP4 ○ ○  JP17
○ ○  JP5 ● ●  JP18 ○ ○ JP5 ● ●  JP18
● ●  JP6 ● ● JP6
○ ○  JP9 ○ ○ JP9
○ ○  JP10 ○ ○ JP10

CPU JP1~6, JP9~10 JP14~JP18 CPU JP1~6, JP9~10 JP14~JP18
75MHz x 3 Vcore = 3.5V 60MHz x 4 Vcore = 3.5V

IDT 1 2 1 2 IDT 1 2 1 2
C6-225 ○ ○  JP1 ○ ○  JP14 C6-240 ○ ○ JP1 ○ ○  JP14

○ ○  JP2 ○ ○  JP15 ○ ○ JP2 ○ ○  JP15
● ●  JP3 ○ ○  JP16 ○ ○ JP3 ○ ○  JP16
● ●  JP4 ○ ○  JP17 ○ ○ JP4 ○ ○  JP17
○ ○  JP5 ● ●  JP18 ● ● JP5 ● ●  JP18
● ●  JP6 ○ ○ JP6
● ●  JP9 ○ ○ JP9
● ●  JP10 ○ ○ JP10

CPU JP1~6, JP9~10 JP14~JP18 CPU JP1~6, JP9~10 JP14~JP18
66MHz x 3 Vcore = 3.5V 66MHz x 3.5 Vcore = 3.5V

IDT 1 2 1 2 IDT 1 2 1 2
WinChip2 ● ● JP1 ○ ○ JP14 WinChip ● ●  JP1 ○ ○  JP14

2 ○ ○ JP2 ○ ○ JP15 2 ○ ○  JP2 ○ ○  JP15
○ ○ JP3 ○ ○ JP16 ○ ○  JP3 ○ ○  JP16

-200 ● ● JP4 ○ ○ JP17 -233 ● ●  JP4 ○ ○  JP17
○ ○ JP5 ● ● JP18 ● ●  JP5 ● ●  JP18
● ● JP6 ● ●  JP6
○ ○ JP9 ○ ○  JP9
○ ○ JP10 ○ ○  JP10

CPU JP1~6, JP9~10 JP14~JP18 CPU JP1~6, JP9~10 JP14~JP18
100MHz x 2.33 Vcore = 3.5V 100MHz x 2.5 Vcore = 3.5V

IDT 1 2 1 2 IDT 1 2 1 2
WinChip ● ● JP1 ○ ○  JP14 WinChip ● ●  JP1 ○ ○  JP14

2 ● ● JP2 ○ ○  JP15 2 ● ●  JP2 ○ ○  JP15
● ● JP3 ○ ○  JP16 ● ●  JP3 ○ ○  JP16

-266 ● ● JP4 ○ ○  JP17 -300 ○ ○  JP4 ○ ○  JP17
○ ○ JP5 ● ●  JP18 ○ ○  JP5 ● ●  JP18
○ ○ JP6 ● ●  JP6
● ● JP9 ● ●  JP9
○ ○ JP10 ○ ○  JP10

CPU JP1~6, JP9~10 JP14~JP18 CPU JP1~6, JP9~10 JP14~JP18
66MHz x 3.5 Vcore = 2.8V 66MHz x 4 Vcore = 2.8V

IDT 1 2 1 2 IDT 1 2 1 2
WinChip ● ●  JP1 ● ●  JP14 WinChip ● ●  JP1 ● ●  JP14

3 ○ ○  JP2 ● ●  JP15 3 ○ ○  JP2 ● ●  JP15
○ ○  JP3 ● ●  JP16 ○ ○  JP3 ● ●  JP16

-266 ● ●  JP4 ○ ○  JP17 300 ○ ○  JP4 ○ ○  JP17
● ●  JP5 ● ●  JP18 ● ●  JP5 ● ●  JP18
● ●  JP6 ○ ○  JP6
○ ○  JP9 ○ ○  JP9
○ ○  JP10 ○ ○  JP10

CPU JP1~6, JP9~10 JP14~JP18 CPU JP1~6, JP9~10 JP14~JP18
100MHz x 2.66 Vcore = 2.8V 95MHz x 3 Vcore = 2.8V

IDT 1 2 1 2 IDT 1 2 1 2
WinChip ● ●  JP1 ● ●  JP14 WinChip ○ ○  JP1 ● ●  JP14

3 ● ●  JP2 ● ●  JP15 3 ● ●  JP2 ● ●  JP15
● ●  JP3 ● ●  JP16 ● ●  JP3 ● ●  JP16

-333 ● ●  JP4 ○ ○  JP17 -350 ● ●  JP4 ○ ○  JP17
● ●  JP5 ● ●  JP18 ○ ○  JP5 ● ●  JP18
○ ○  JP6 ● ●  JP6
● ●  JP9 ● ●  JP9
○ ○  JP10 ○ ○  JP10
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