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                      ROM PCI/ISA BIOS (2A59CE1N) 

                         CMOS SETUP UTILITY 
                        AWARD SOFTWARE, INC. 

 STANDARD CMOS SETUP  PASSWORD SETTING 

 BIOS FEATURES SETUP  IDE HDD AUTO DETECTION 

 CHIPSET FEATURES SETUP  SAVE & EXIT SETUP 

 POWER MANAGEMENT SETUP  EXIT WITHOUT SAVING 

 PCI CONFIGURATION SETUP  

 LOAD BIOS DEFAULTS  

 LOAD SETUP DEFAULTS  

Esc : Quit ↑ ↓ → ←   : Select Item 

F10 : Save & Exit Setup (Shift)F2  : Change Color 

 
Time, Date, Hard Disk Type ... 
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On-screen instructions at the bottom of each screen explain how to use 
the program. 
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                         ROM PCI/ISA BIOS (2A59CE1N) 
                           STANDARD CMOS SETUP 
                           AWARD SOFTWARE, INC 

 Data (mm:dd:yy) : Sat, Jly  10 1995 

 Time (hh:mm:ss) :  1 : 58 :  5 

 

 HARD DISKS         TYPE   SIZE   CYLS HEAD PRECOMP LANDZ SECTOR  MODE   

 − 
 Primary Master  :  Auto      0      0    0       0     0      0  AUTO 

 Primary Slave   :  Auto      0      0    0       0     0      0  AUTO 

 Secondary Master:  Auto      0      0    0       0     0      0  AUTO 

 Secondary Slave :  Auto      0      0    0       0     0      0  AUTO 

 

  

 Drive A         : 1.44M, 3.5 in.  

 Drive B         : None Base Memory:   640K 

  Extended Memory:  7168K 

 Video           : EGA/VGA Other Memory:   384K 

 Halt On         : All Errors  

 Total Memory: 8192K 

Esc : Quit             ↑ ↓ → ←  : Select Item     PU/PD/+/- : Modify 

F1  : Help             (Shift)F2 : Change Color 
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                           ROM PCI/ISA BIOS (2A59CE1N) 
                             BIOS FEATURES SETUP 
                             AWARD SOFTWARE, INC. 

Virus Warning              : Disabled Video BIOS  Shadow        : Enabled 

CPU Internal Cache         : Enabled C8000-CBFFF Shadow        : Disabled 

External Cache             : Enabled CC000-CFFFF Shadow        : Disabled 

Quick Power On Self Test   : Disabled D0000-D3FFF Shadow        : Disabled 

Boot Sequence              : A,C,CDROM D4000-D7FFF Shadow        : Disabled 

Swap Floppy Drive          : Disabled D8000-DBFFF Shadow        : Disabled 

Boot Up Floppy Seek        : Enabled DC000-DFFFF Shadow        : Disabled 

Boot Up NumLock Status     : On  

Boot Up System Speed       : High  

Gate A20 Option            : Fast  

Memory Parity Check        : Disabled  

Typematic Rate Setting     : Disabled  

Typematic Rate (Chars/Sec) : 6  

Typematic Delay (Msec)     : 250  

Security Option            : Setup  

PCI/VGA Palette Snoop      : Disabled ESC : Quit        ↑↓→←: Select Item 

 F1  : Help        PU/PD/+/- : Modify 

 F5  : Old Values  (Shift)F2 : Color 

 F6  : Load BIOS Defaults 

 F7  : Load Setup Defaults 
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                         áROM PCI/ISA BIOS (2A59CE1N) 

                           CHIPSET FEATURES SETUP 
                            AWARD SOFTWARE, INC. 

DRAM Timing              : 70 ns IDE Hard Disk Master Mode: Disabled 

 Onboard FDD Controller   : Enabled 

System BIOS Cacheable    : Disabled Onboard Serial Port 1    : COM1/3F8 

Video  BIOS Cacheable    : Disabled Onboard Serial Port 2    : COM2/2F8 

8 Bit I/0 Recovery Time  : 1 Infra Red (IR) Function  : Disabled 

16 Bit I/O Recovery Time : 1 Onboard Parallel Port    : 378H/IRQ7 

 Parallel Mode            : SPP 

IDE HDD Block Mode       : Enabled  

IDE Primary Master PIO   : Auto IR Transfer Mode         : Half-Dup 

IDE Primary Slave PIO    : Auto  

IDE Secondary Master PIO : Auto  

IDE Secondary Slave PIO  : Auto  

On-Chip Primary   PCI IDE: Enabled  

On-Chip Secondary PCI IDE: Enabled  

PCI Slot IDE 2nd Channel : Enabled ESC : Quit        ↑↓→←: Select Item 

 F1  : Help        PU/PD/+/- : Modify 

 F5  : Old Values  (Shift)F2 : Color 

 F6  : Load BIOS Defaults 

 F7  : Load Setup Defaults 
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The default of Parallel Port Mode is SPP.  If users choose the ECP+EPP or 
ECP option, ���������	
����� will be shown under�������
��������. 
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����� will not be shown on the Chipset Features Setup screen 
untill users choose the ECP+EPP or ECP option for the setting of Parallel Port 
Mode. 
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                          ROM PCI/ISA BIOS (2A59CE1N) 
                           POWER MANAGEMENT SETUP 
                            AWARD SOFTWARE, INC. 

Power Saving Mode    : Disabled IRQ3  (COM2)          : ON 

APM                  : Yes IRQ4  (COM1)          : ON 

Video Off Method     : DPMS IRQ5  (LPT2)          : ON 

 IRQ6  (Floppy Disk)   : ON 

Doze Mode            : Disabled IRQ7  (LPT 1)         : ON 

Stdby Mode           : Disabled IRQ8  (RTC Alarm)     : OFF 

Suspend Mode         : Disabled IRQ9  (IRQ2 Redir)    : OFF 

HDD Power Down       : Disabled IRQ10 (Reserved)      : OFF 

 IRQ11 (Reserved)      : OFF 

IRQ3  (Wake-Up Event): ON IRQ12 (PS/2 Mouse)    : ON 

IRQ4  (Wake-Up Event): ON IRQ13 (Coprocessor)   : ON 

IRQ8  (Wake-Up Event): OFF IRQ14 (Hard Disk)     : ON 

IRQ12 (Wake-Up Event): ON IRQ15 (Reserved)      : ON 

  

Power Down Activities ESC : Quit        ↑↓→←: Select Item 

COM   Ports Accessed : ON F1  : Help        PU/PD/+/- : Modify 

LPT   Ports Accessed : ON F5  : Old Values  (Shift)F2 : Color 

Drive Ports Accessed : ON F6  : Load BIOS Defaults 

 F7  : Load Setup Defaults 
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                          ROM PCI/ISA BIOS (2A59CE1N) 
                           PCI & ONBOARD I/O SETUP 
                            AWARD SOFTWARE, INC. 

PnP BIOS Auto-Config: Enabled  

  

Slot 1 Using INT#   : Auto  

Slot 2 Using INT#   : Auto  

Slot 3 Using INT#   : Auto  

Slot 4 Using INT#   : Auto  

  

  

  

  

  

PCI IRQ Actived By  : Edge  

PCI IDE IRQ Map To  : PCI-AUTO  

 Primary   IDE INT# : A  

 Secondary IDE INT# : B ESC : Quit        ↑↓→←: Select Item 

 F1  : Help        PU/PD/+/- : Modify 

 F5  : Old Values  (Shift)F2 : Color 

 F6  : Load BIOS Defaults 

 F7  : Load Setup Defaults 
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If user sets this option to “Disabled”, the “1st Available IRQ” ,“2nd 
Available IRQ”, “3rd Available IRQ” and “4th Available IRQ” options 
below will not be shown on the screen. 
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The “1st Available IRQ” ,“2nd Available IRQ”, “3rd Available IRQ” and 
“4th Available IRQ” options above will not be shown on the screen untill 
users set Disabled for the PnP BIOS Auto-Config setting. 

�"$�$������������:
�,����� ������#0����H��������������������������+����
'�+��7&�����������+�����������  ����������������&+�����H��������������+���

!��)�������������������������6������� �������������

• ������������ � • ��7���

�"$�$���$1%���*����,����������������!�����%&���H����������������� �����#0��
�����������
������������+����!�������������D�

• ��3	!������������ � • 3�!�

• ��3	�&��
� • ��3	�&����

• ��3	�&��/� • ��3	�&����

 
If user sets this options to “ISA”, both the “Primary IDE INT#” and 
“Secondary IDE#” options below will not be shown on the screen. 
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This option may not be able to configure all the values within the 
SETUP program according to the installed equipments (i.e., floppy 
drives A: & B:, hard disk drives C: & D:). 

���
�������� �!
�"���


&��#�������������������������������+�������������������������� ������!�����!����

������� �!�����������������������������!���������� ���������������������
&��#�

���� ���2���+�"������!�� ���������������������������������
&��#���������"�

�!������������� ����������������	
�������������������

��
������������	�

����#�������
��������������������������������"�������"���������!���������������

���������������	
��������������������������������"������$&���(��������#�������


��������������������� ���� �����������������������������������

����������������!����� ����@������������������������� �������4�����������

����� �����������������!���������-�����������!�������������������������!�������

���������������"����������$/�(�������������� ���)����������������������

���������

 

Configure the Security Option within the BIOS Features Setup 
corresponding to the setting in this utility. 
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a. The LBA and Large modes will only appear on the screen when the 
installed hard disk drive is specified to support the LBA mode. 

b. In the case when a hard disk drive's cylinder specification exceeds 
1024, and does not support the LBA functions, only the Large mode 
will be displayed on the screen. 

c. With a hard disk drive supporting cylinders below 1024, only the 
Normal mode will appear on the screen.  The Normal mode will also 
be shown on the screen under conditions a & b above. 

d. Hard disk drives with less than 528MB total capacity must be set to 
Normal mode when combined with either old BIOS versions or the 
Award BIOS. 

 

LBA and Large modes are new specifications which may not be fully 
supported by all operating systems.  An example of which is the current 
version of UNIX System (R3.2.4) which is still unable to support the 
LBA function.  Therefore, determine the specifications of your hard disk 
drive and operating system before selecting the drive's mode. 
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                          ROM PCI/ISA BIOS (2A59CE1N) 
                           CMOS SETUP UTILITY 
                           AWARD SOFTWARE, INC. 

 

 

 

 HARD DISKS         TYPE   SIZE   CYLS HEAD PRECOMP LANDZ SECTOR  MODE 

 − 
 Primary Master  : 

 Primary Slave   : 

 Secondary Master: 

 Secondary Slave : 

            Select Primary Master   Option (N=Skip) : N  

 OPTIONS       SIZE   CYLS HEAD PRECOMP LANDZ SECTOR  MODE  

    2(Y)       1277    619   64       0  2476     63   LBA   

    1          1278   2477   16   65535  2476     63 NORMAL  

    3          1277   1238   32   65535  2476     63 LARGE  

  Note: Some OSes (like SCO-UNIX) must use "NORMAL" for installation 

Esc : Skip 
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You may also use the <F10> key to save the new settings. 
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