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Auto-Detect Hard Disks
BIOS

Boot Sector Virus Protection
(Enabled)

Advanced Setup

AMIBIOS EASY SETUP UTILITIES Ver. 1.17
(C)1998 American Megatrends, Inc. All Rights Reseruved
Advanced

Advanced CHOS Setup 444 Setup Help Mr

AMI BIOS Advanced Setup
Advanced Setup
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Advanced CMOS Setup

AMIBIOS EASY SETUP UTILITIES Ver. 1.17
(C)1998 American Megatrends, Inc. All Rights Reseruved
Advanced
444 ADUANCED CMOS SETUP M 444 Setup Help M

Quick Boot

Enter

AMIBIOS EASY SETUP UTILITIES Ver. 1.17
(C)1998 American Megatrends, Inc. All Rights Reseruved
Advanced

444 ADUANCED CMOS SETUP MhH 444 Setup Help M

DCBA, 16k Shadow

Tl
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Quick Boot
Enabled
1IMB Memory Test Advanced Setup

: Disabled ( ), Enabled
1st Boot Device

: Disabled, IDE-0, IDE-1, IDE-2, IDE-3, FLOPPY (
), FLOPTICAL, CDROM, SCSI, NETWORK

2nd Boot Device

: Disabled, IDE-O ( ), FLOPTICAL
3rd Boot Device

: Disabled, FLOPTICAL, CDROM ( )

4th Boot Device

: Disabled ( ), FLOPTICAL

Try Other Boot Devices
(Yes)

No

tYes( ), No
Initialize 120 Device

Yes 120 120
120 INT13
tYes( ), No
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Floppy Access Control

: Read-Write (

Hard Disk Access Control

: Read-Write (

S.M.A.R.T. for Hard Disks
“S.M.A.R.T"

ReportingTechnology” (
(Enabled)

( )
: Disabled (

BootUp Num-Lock
Off

10N (

Floppy Drive Swap
(Enabled)

: Disabled (

Floppy Drive Seek
(Enabled)

: Disabled, Enabled (

PS/2 Mouse Support
(Enabled)
: Enabled (

BIOS INT40H
), Read-Only
BIOS INT40H
), Read-Only
“Self-Monitoring,  Analysis
)
), Enabled
Num Lock
A: B
), Enabled
A:

AMI BIOS PS/2
), Disabled

and
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Primary Display

: Absent ( ), VGA/EGA, CGA40x25,
CGA80x25, Mono

Password Check

Always
Setup AMI BIOS
: Setup ( ), Always
Boot To OS/2 > 64MB
IBM OS/2
(Yes)
s Yes, No( )

CPU MicroCode Updation
(Enabled) CPU MicroCode

: Disabled, Enabled ( )
L1/L2 Cache
L1 L2
: Enabled ( ), Disabled
Cache Bus ECC
ECC
: Disabled, Enabled ( )

10
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System BIOS Cacheable
(Enable)

FO000h

: Disabled, Enabled (

C000,32K Shadow; C800,16K
D000,16K Shadow; D400,16K Shadow;

DCO00,16K Shadow

ROM

ROM

[Disabled]
ROM

[Enabled] CO000h - DCOOh
(RAM)
[Cached] ROM
(RAM)
RAM

: Disabled (
(€000, 32K Shadow
)

ROM RAM

FO000h 2

BIOS ROM

)

Shadow; CCO00,16K Shadow;
D800,16K Shadow;

ROM

ROM
ROM

), Enabled, Cached

C400, 16K Shadow

11
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Advanced Chipset Setup

AMIBIOS EASY SETUP UTILITIES Ver. 1.17
(C)1998 American Megatrends, Inc. All Rights Reseruved
Advanced

444 ADUANCED CHIPSET SETUP Mhp- 444 Setup Help M

Bank B-1 DRAM Timing

Enter

AMIBIOS EASY SETUP UTILITIES Ver. 1.17
(C)1998 American Megatrends, Inc. All Rights Reseruved
Advanced

444 ADUANCED CHIPSET SETUP Mhp- 444 Setup Help M

USE Function

Enter

12
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Bank 0/1 DRAM Timing; Bank 2/3 DRAM Timing;
Bank 4/5 DRAM Timing; Bank 6/7 DRAM Timing;
DRAM

: Normal ( ), Fast, Turbo
SDRAM CAS Lattency
DIMM CAS Latency
: 2 Clocks, 3 Clocks ( )
SDRAM RAS Precharge Timing
SDRAM RAS#
: 2 Clocks( ), 3 Clocks
DRAM Integrity Mode
ECC DRAM
ECC(ECC ) EC-
only ( ) non-ECC
: Non-ECC ( ), EC-only, ECC

Memory Hole
(Enabled)  CPU 15 16MB

15MB ISA 15
16MB (Disabled)
CPU 15 16MB
15MB DRAM
: Disabled ( ), 512KB-640KB, 15MB-16MB
AGP Aperture Size
AGP
14, 8,16, 32,64 ( ), 128, 256MB

13
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Search for MDA Resources

MDA

Yes MDA
No MDA

tYes( ), No

Read Around Write
(Enabled)

: Disabled ( ), Enabled
Speculative Read

: Enabled ( ), Disabled
Peer Concurrency

PCI

: Enabled ( ), Disabled

Delayed Transaction
(Enable) PCI
PCI
PCI PCI

: Disabled ( ), Enabled

Clock Generator for DIMM/PCI
Enabled
PCI
: Enabled ( ), Disabled

CPU

PCI

DIMM  PCI
DIMM

14
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Clock Generator for Spread Spect

Enabled Spread Spectrum
EMI
: Disabled ( ), Enabled
CPU/PCI Clcok Selection (Mhz)
CPU ( )
: Auto ( ), 50.00/25.00, 75.00/32.00,

83.00/41.05, 68.5/34.25, 55.00/27.50, 75.00/37.50, 60.00/30.00,
66.80/33.40

Read Caching

: Disabled ( ), Enabled
CPU To PCI Write Buffer
(Enabled)
VT82C596 CPU
: Enabled ( ), Disabled
PCI Dynamic Bursting
(Enabled) PCI 1KB
PCI PCI
PCI
: Enabled ( ), Disabled

PCI Master 0 W/S Write
(Enabled) PCI DRAM
(zero-wait state-cycle)

- Enabled ( ), Disabled

15
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PCI Delay Transaction

(Enable) PCI
PCI
PCI PCI PCI
: Enabled ( ), Default
AGP Master 1 W/S Write
(Enabled) AGP DRAM
: Enabled ( ), Disabled
AGP Master 1 W/S Read
Enabled AGP DRAM
: Disabled ( ), Enabled
VGA Frame Buffer USWC
(Enabl ed) USWC (Uncacheable, Speculatable,
Write-Combined)
ISA VGA
Disabled
: Disabled ( ), Enabled
USB Function
(USB)
: Disabled ( ), Enabled
USB Keyboard/Mouse Support
USB Enabled
Enabled USB
POST

16
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: Disabled (

), Enabled

17
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Power Management Setup

AMIBIOS EASY SETUP UTILITIES Ver. 1.17
(C)1998 American Megatrends, Inc. All Rights Reseruved
Advanced
444 POLER MANAGEMENT SETUP Mh) 444 Setup Help M

Power Management-APM

Enter

AMIBIOS EASY SETUP UTILITIES Ver. 1.17
(C)1998 American Megatrends, Inc. All Rights Reserved
Advanced

444 POMER MANAGEMENT SETUP Mh» 444 Setup Help M

RTC Alarm Resume From Soft Off

Enter

18
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Power Management/APM

Enable APM(Advanced Power
Management)
: Enabled, Disabled ( )

Green PC Monitor Power State

PC
: Suspend ( ), Off, Blank, Standby

Video Power Down Mode

: Disabled, Standby, Suspend ( )

Hard Disk Power Down Mode

: Disabled ( ), Standby, Suspend

Hard Disk Time Out (Minute)

Hard Disk
Power Down Mode
: Disabled ( ),1Min( ), .., 15Min (1
)
Standby Time Out (Minute)
PC (Full-On)
: Disabled, 1 Min (), 2 Min( ), ... 15Min (1

)

19



VB-601-V

Suspend Time Out (Minute)
PC

: Disabled, 1 Min, , 4 Min( ), ..., 15 Min.(1
)

Throttle Slow Clock Ratio

: 0-12.5 %, 12.5 - 25 %, 25-37.5 %, 37.5-50 % (
), 50-62.5 %, 62.5 - 75%, 75-87.5 %

Modem Use IRQ
IRQ# IRQ#
s NA ( ),3,4,5,7,9 10, 11

Display Acitivity, Device 6 (Serial port 1), Device 7 (Serial port

2), Device 8 (Parallel port), Device 5 (Floppy disk), Device 0

(Primary master IDE), Devcie 1 (Primary slave IDE), Device 2

(Secondary master IDE), Device 3 (Secondary slave IDE)
Monitor

:Ignore  Display Activity, Device 8, Device 1, Device 3
, Monitor  Device®6, 7, 5, 0, 2

Power Button Function

Power Button ON/OFF Power
Button
Suspend Power Button
4
. On/Off, Suspend ( )

20
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Ring Resume From Soft Off

: Disabled, Enabled ( )
LAN Resume From Soft Off
LAN (WOL
)
: Disabled, Enabled ( )
RTC Alarm Resume From Soft Off
(Enabled)
: Disabled ( ), Enabled
RTC Alarm Data
RTC Alarm Resume From Soft Off (Enabled)
:EveryDay, 1, 2, 3, ..., 15( ), ..., 31 day
RTC Alarm Hour
RTC Alarm Resume From Soft Off (Enabled)
00,1, 2, ..., 12( ), ..., 23 hours
RTC Alarm Minute
RTC Alarm Resume From Soft Off (Enabled)
00,1, 2,...,30( ), ..., 59 minutes
RTC Alarm Second
RTC Alarm Resume From Soft Off (Enabled)
00,1, 2,...,30( ), ..., 59 minutes

21
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PCI/Plug and Play
Setup

AMIBIOS EASY SETUP UTILITIES Ver. 1.17
(C)1998 American Megatrends, Inc. All Rights Reseruved
Advanced
444 PCI-PLUG AND PLAY SETUP MHH- 444 Setup Help M

Plug and Play Aware 0.3

Enter

AMIBIOS EASY SETUP UTILITIES Ver. 1.17
(C)1998 American Megatrends, Inc. All Rights Reseruved
Advanced

444 PCI-PLUG AND PLAY SETUF kM) 444 Setup Help M
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Plug and Play Aware O/S

oS (PnP)
Yes AMI BIOS
PnP ISA Windows
95 PnP PnP
(O PnP OS(DOS, 0S/2, Windows
3x ) No PnP
PC
: No( ), Yes
PCI Latency Timer (PCI Clocks)
PCI PCI
PCI
132,64 ( ), 96, 128, 160, 192, 224, 248
Primary Graphics Adapter
AGP VGA PClI VGA
: PCI, AGP ( )
OffBoard PCI IDE Card
PCI IDE
PCI
IDE IDE
: Auto ( ), Slotl, Slot2, Slot3, Sot5, Slot
OffBoard PCI IDE Primary IRQ
PCI IDE IRQ
: Disabled ( ), INTA, INTB, INTC, INTD,

Hardwired

23
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OffBoard PCI IDE Secondary IRQ
PCI IDE IRQ

. Disabled ( ), INTA, INTB, INTC, INTD,
Hardwired

DMA Channel 0, 1, 3, 5, 6, 7
DMA
PP ( ), ISA/EISA

IRQ3, 4, 5, 7, 9, 10, 11, 14, 15
IRQ3 IRQ15 ISA(EISA)
( ) PCI
( )
AMI BIOS PCI/PnP IRQ
PnP PCI ( )
PnP ISA
( ) IRQ PnP
PCI (
) IRQ
IRQ ISA/EISA PnP
IRQ
IRQ ESCD NVRAM
ISA/EISA IRQ IRQ

110( FDD IDE ) PCI/PnP

: PCI/PnP( ), ISAJEISA

24
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Peripheral Setup

AMIBIOS EASY SETUP UTILITIES Ver. 1.17
(C)1998 American Megatrends, Inc. All Rights Reseruved
Advanced
444 PERIPHERAL SETUP MMp 444 Setup Help M

OnBoard FDC

Enter

AMIBIOS EASY SETUP UTILITIES Ver. 1.17
(C)1998 American Megatrends, Inc. All Rights Reseruved
Advanced

444 PERIPHERAL SETUP Mb)- 444 Setup Help M

OnBoard IDE

Enter Tl
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Onboard FDC

: Auto ( ), Enabled, Disabled
Onboard Serial PortA
1 1
11O
: Auto, Disabled, 3F8h/COM1 ( ), 2F8h/COM2,
3E8h/COM3, 2E8h/COM4
Onboard Serial PortB
2 2
I/0
: Auto, Disabled, 3F8h/COM1, 2F8h/COM2 ( ),
3E8h/COM3, 2E8h/COM4
Serial PortB Mode
COM2 IR
Normal
: Normal ( ), I'/DA, ASK IR
IR Duplex Mode
Serial PortB Mode IrDA
: Full Duplex, Half Duplex ( )
IrDA Protocol
Serial PortB Mode IrDA ASK IR
IrDA
: 1.6 micro second, 3/16 ( )

26
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IR Port Support
IR
: Disabled ( ), Enabled

Onboard Parallel Port

/0
£ 378 ( ), 278h, 3BCh, Auto, Disabled

Parallel Port Mode
: Normal ( ), Bi-Dir, EPP, ECP
EPP Version
EPP
1 1.9¢( ), 1.7
Parallel Port IRQ
IRQ
.5, 7( )
Parallel Port DMA Channel
DMA
01, 3( )

OnBoard IDE
PCI IDE

: Disabled, Primary, Secondary, Both ( )

27
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Hardware Monitor Setup

AMIBIOS EASY SETUP UTILITIES Ver. 1.17
(C)1998 American Megatrends, Inc. All Rights Reseruved
Advanced

444 HARDWARE MONITOR SETUF MMM 444 Setup Help M

Chassis Intrusion

Chassis Intrusion

 Disabled ( ), Enabled, Reset

28



BIOS

Security Setup

AMIBIOS EASY SETUP UTILITIES Ver. 1.17
(C)1998 American Megatrends, Inc. All Rights Reseruved
Security

Set Supervisor Password 444 Setup Help Mr

Supervisor Passwords/User Passwords: Enter

Enter

AMI BIOS Main Menu
Clear Password: CcPW

CPwW CPwW
Setup

29
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Exit Setup

AMIBIOS EASY SETUP UTILITIES Ver. 1.17
(C)1998 American Megatrends, Inc. All Rights Reseruved
Exit

Exit Saving Changes 444 Setup Help Mr

Enter

Exit Saving Changes
CMOS

Exit Discarding Changes
CMOS
Load Optimal Settings

Load Fail Safe Settings

Load Original Values
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