
 IDE & AT-BUS CD-ROM

Peripheral Device
Disk Controller
O.S.
Status
Remark/Special Setting



Environment



 LG CRD8240
 On board IDE
 WIN95
Pass
 24x speed

 (IDE interface)

 NT V4.0



 NEC LTN301
 On board IDE
 WIN95
Pass
 32x speed

 (IDE interface)

 NT V4.0



 SAMSUNG  SCR2430
 On board IDE
 WIN95
Pass
 24x speed

 (IDE interface)

 NT V4.0



 Panasonic 583B
 On board
 WIN95
Pass
 8X speed


 
 NT V4.0



 IDE Hard Disks

Peripheral Device
Disk Controller
PIO
O.S.
Status
Remark/Special Setting



Mode
Environment



 Conner CFS 420A (420MB)
 On board IDE
3
 WINDOWS95R2
Pass


 Conner CFA 540A
 AHA-2940
3
 Windows 95
Pass


 (540MB,support LBA)






 Conner CFA 1080A
 On board IDE
3
 
Pass


 (1GB,support LBA)






 Conner CFA 1275A
 Tekram DC-690C
3
 WIN NT V4.0
Pass


 (1.2GB,support LBA)






 Micropolis 4110A
 On board IDE
4
 PC-DOS
Pass


 (1GB,support LBA)


 (Japanese)



 Quantum LPS540AT
 AHA-2940
3
 
Pass


 (540MB)






 Quantum LPS540AT
 AHA-1530P
3
 WIN NT V4.0
Pass
 

 (540MB) Maverick






 (Support LBA mode)






 Quantum LPS730AT
 AHA-2940
3
 WIN NT V4.0
Pass
 

 (696MB) Lightning






 (Support LBA mode)






 Seagate ST3391A (325MB)
 Master 290
3
 WINDOWS95R2
Pass


 Seagate ST3491A (420MB)
 On board IDE
3
 
Pass


 Seagate ST32140A 
 On board IDE
3
 WIN NT V4.0
Pass


 support LBA)






 Seagate ST31220A
 On board IDE
4
 WINDOWS95R2
Pass


 (1.2GB, support LBA)






 Maxtor 7345AT
 On board IDE
1
 PC-DOS 6.3
Pass


 (340MB)






 Maxtor 7546AT
 On board IDE
3
 
Pass


 (540MB, support LBA






 WD Caviar 1210
 On board IDE
1
 WIN NT V4.0
Pass


 (210MB)






 WD Caviar 2420
 On board IDE
3
 WINDOWS95R2
Pass


 (420MB)






 WD Caviar 31000
 On board IDE
3
 WIN NT V4.0
Pass


 (1GB, support LBA)






 Seagate ST51270A
 On board IDE
4
 WINDOWS95R2
Pass


 Seagate ST3780A
 On board IDE
3
 WINDOWS95R2
Pass


 IBM DPEA-31050
 CSA 6400B(CMD)
3
 MS-DOS 
Pass


 (1GB, support LBA)


 (Japanese)
Pass


 Removable IDE Hard Disks

Peripheral Device
Disk Controller
O.S Evironment
Status
Remark/Special Setting

 SyQuest SQ3270A
 On board IDE
 MS-DOS 6.22
Pass
 Execute fdisk, format, xcopy, del

 Removable cartridge



 Run Qaplus V5.40

 Disk Drive





 TEAC SD-3250N
 On board IDE
 MS-DOS 6.22
Pass
 Execute fdisk, format, xcopy, del

 Removable cartridge



 Run scandisk

 Disk Drive





 QIC Tapes

Peripheral Device
Disk Controller
O.S Evironment
Status
Remark/Special Setting

 IOMega Tape 250
 On board IDE
 NT V4.0
Pass 
 Execute fdisk, format, xcopy, del

 (Floppy Interface)
 Floppy Extender Card


 Run Qaplus V4.80







 Colorado Jumbo 250
 On board IDE
 MS-DOS 6.22
Pass
 Execute fdisk, format, xcopy, del

 (Floppy Interface)



 Run Qaplus V4.80

2.3 Memory modules
         


                                  (168 Pin SDRAM DIMM module)

 16M Bytes
 SEC
 KM48S2020AT-G12


 TOSHIBA
 TC59S1608AFT-12A


 NEC
 D4516161G5-A12

 32M Bytes
 HYNDAI 
 HY57V168010ATC-10


 HITACHI
 HM5216805TT10

 64M Bytes
 LGS
 GM72V16421CT10K

 
 SEC
 KMM366S823MTC-G0





3.  Performance measurement

3.2 Winstone 97

 Hardware Configuration :

RAM :  Dimm 64Mb x1 (SDRAM)

Display Card : Media GX

HDD : Seagate ST51270A

BIOS : Setup Default


MEDIA GXm-180
MEDIA GXm-200
MEDIA GXM-233

Winstone 97

Business Score
22.58
24.22
27.74

Winston 97

HIGH-End Score
10.32
11.32
12.14

3.8
Hard Drive Performance test----IDE Hard Drive



Configuration:







CPU: CYRIX MEDIA GXm 200







Display Card: MEDIA GX (2MB RAM)







DRAM: 64 MB SDRAM DIMM (SHARE 2MB FOR VIDEO)






Disk Controller: AHA-2940



Test Software:
Coretest V2.92



MS-DOS config.sys 







DEVICE=A:\HIMEM.SYS







DOS=HIGH







FILES=30







BUFFERS=30







DEVICE=A:\ASPI8DOS.SYS /D (EZSCSI V3.11)



Test Method:

Boot from floppy drive, and run Coretest V2.92 clearly.

Hard Disk
Capacity
Data Transfer Rate



(Unit: KB/Sec)



         AHA-2940         

 Conner CFA540S
 540MB
           8742.5      

 Conner CFP1060S
1.1GB
           9055.4      

 Seagate ST32550N
2.0GB
           7646.3      

 Seagate ST12400N
2.0GB
           7596.8      

 Seagate ST32430N
2.0GB
           8447.2      

 Quantum LPS 540S
 540MB
           8505.8      

 Quantum Empire 1080S
1.1GB
           6926.5      

 Quantum Empire 2100S
2.1GB
           6859.0      

 IBM DSAS-3540
 540MB
           8728.8      

       *1.The default startup value (without driver) of maximum sync. transfer rate in AHA-2940 is

          10Mbps. This test is based on its own driver--DOSCAM

       *2.Quantum Empire series hard drive connected to AHA-2940 shouldn‘t set the sync. transfer

          rate more than 8Mbps.

4.2.1
Configuration 2: Microsoft Windows 95 R2 ( C. ) ( E. )

 Test Type:Win95 R2

 Configuration:

CPU
CYRIX MEDIA GXm200



FDD
1.44MB*1
HDD
Quantum MV 540S

Disk Controller
Adaptec 2940
Display Card
MEDIA GX






 Test Procedure:



               Running Multi-Tasking Program , files transfer to floppy & harddrive, playing poker game.





RESULT : PASS
Duration: Over 12 hours

4.2.2
Configuration 2: Microsoft Windows 95

 Test Type:Win95

 Configuration:

CPU
CYRIX MEDIA GXm200



FDD
1.44MB*1
HDD
Quantum MV 540S

Disk Controller
Adaptec 2940
Display Card
MEDIA GX






 Test Procedure:



               Running Multi-Tasking Program , files transfer to floppy & harddrive, playing poker game.





RESULT : PASS
Duration: Over 12 hours

4.3.2
Configuration 2: Microsoft Windows NT 4.0

 Test Type:Win NT 4.0 English Workstation

 Configuration:

CPU
CYRIX MEDIA GXm200



FDD
1.44MB*1
HDD
Quantum MV 540S

Disk Controller
Adaptec 2940
Display Card
S3 Virge PCI VGA






 Test Procedure:



               Running Multi-Tasking Program , files transfer to floppy & harddrive, playing poker game.





RESULT : PASS
Duration: Over 12 hours

4.4.2
Configuration 2: Windows NT 4.0 English

 Test Type:Win NT English Server

 Configuration:

CPU
CYRIX MEDIA GXm200



FDD
1.44MB*1
HDD
Quantum MV 540S

Disk Controller
Adaptec 2940
Display Card
MEDIA GX






 Test Procedure:



               Running Multi-Tasking Program , files transfer to floppy & harddrive, playing poker game.





RESULT : PASS
Duration: Over 24 hours

4.5.2
Configuration 2: CheckKit 4.0

 Test Type:CheckKit 4.0

 Configuration:

CPU
CYRIX MEDIA GXm200



FDD
1.44MB*1
HDD
Quantum MV 540S

Disk Controller
Adaptec 2940
Display Card
MEDIA GX






 Test Procedure:



Running Test Item





RESULT : PASS
Duration: Over 6 hours
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