FIELD KEPLACEABLE UNIT DOCUMENTATION
Satellite”

2610/2750 Series

BATTERY PACK_REMOVAL

Battery
assembly

Batery release
lever

1. Tunthe computer upside down as shown
i th bttoyrelensolover i th dredionof the

S e batery assembiy toverds you s ot

HDD REMOVAL

HOD stot cover

1. Turn the computer upside dowe,
2. Remove one M2.5u black serewsscuring HDD
cover an pul oit he cover.

OPTIONAL PCMCIA CARD REMOVAL

Eject huttan pCcard

1.Pull ot the eject button fthe PC card to be
2 Pressthe eject button and emove the PC card

HOTE: Beore removing any P CMCIA device, make.
Sire s "STOPPED" i the PC Card Manager.

HOD Bracket D

3. Side the HDD forverd to issannect fom PJ3 onthe.

Sysem bor
4.Litcut the HDD

TOSHIBA

Tough Enough for Today's World.
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KEYBOARD REMOVAL 5

O3 L KEYBOARD REMOVAL

Keyooard hokder
1.Open e display panel.
2 Remove

keyboard

M2t brass screw Keyhoard
el 3. Remove two M2xd brass serews securing he
 keyboard holder at the top ofthe. keyboar
e 4. Li o the keyboard and lay i face dow on the peim
B carel not o apply pressure o the keyboard
cabie,
KEYBOARD REMOVAL

MODEM REMOVAL

Keyhoard cable
5. Discannedt the

M2 bras screve
keyboard cable fom PJ14 onthe 1
m board nd remave ihe keyboard.

Pufon Modem
oo w0 Mo brass screws secuing the

2 m e rort side o modemboard and remove
om the system

3 blicamnect e modameable fom PITIA o the

TOSHIBA

Tough Enough for Today's Worid.
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EXPANSION MEMORY REMOVAL

Memory dips

M2.56 Hack sorevs

TOP COVER REMOVAL
2.5 black screws

30 degyee angle

TOP COVER REMOVAL

’4 <

SealM 24 black srew

12.556 brass screws

2 Tumthe computer gt siie up and open the cisplay panel
 Remoe o tapes secung e spealercales

H
R
g3t

2

:

rowand throe M2.546 brass scrows.
securing top cover.

21220 bk sorows
Mo
“spesi Hhock ccrows rombatty lo andback
of the computer

Sealh2:4 black screw

Madem
Jack

Dispiay assembly

6.Lit up the hack sid ofthe tap cover and display
assembly and pass the modem jack through the

Gpening nthe Lpper cover.
o top cover makesure

top cover

TOSHIBA

Tough Enough for Today's World.
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FDD REMOVAL

FOD fexkiz sable
1. Dissonnect the FDD flexible cable fom P.J7 on the 3. Remove four M543 black screws seciring the FDD
System board. tothe FOD case and seperste the FDD from s case.
2 Rémove the FOD. 4. Dissormnect the FOD flexible cable rom the FDD.

CD-ROMDVD ROM DRIVE REMOVAL

S e e COROMdve  Sige brace
CD-ROMIDVD-ROM

Gonnertar board

CD-ROMIDVD-ROM,

cannedtor brace.

M2 brass swrevs

pufo CODVD-ROMeive
1.Caretily it up the back side ofthe CD-ROMDVD-ROM 2 Remove tvo M2t brass screws securing the

drive and remove f Yom P10 on the system board CD-ROM/DVD-ROM connectr board
3. Separate the CD-ROMDVIROM connector board

4 Remove: e serews secuing the side
Do e R S S R e

TOSHIBA

Tough Enough for Today's World.



FIELD KEPLACEABLE UNIT DOCUMENTATION
Satellite”

2610/2750 Series

COOLING FAN REMOVAL RTC BATTERY REMOVAL

Fan éable PUB

1. Loasen fours 1 battery
o 2. Disconnedt the RTC battery cable from P12 on the

2 Remare thecoing o and dsconnecthe fon cable syste bo
o PJ6 on the sysem b 3.Lit ot the RTC battery.

SYSTEM BOARD REMOVAL 256 brass screve

Syten board

1 3
remove ‘system board and pover Supply board.
It

remave

TOSHIBA

Tough Enough for Today's World.
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SYSTEM BOARD REMOVAL

Power supply board System boand

5.Lit up the systemboard and power stpply board
o the font sde ancipullthem ot Ensure that the
efect buttons ofthe PC Card Sit 13 not caught on the

attom cover
6. Lit out the PC Card Slot cover.

SPEAKERS REMOVAL

Spegkers
s

MEMBRANE SWITCH REMOVAL
1PS swigh assembly

M2t brass swrevs

1
1P Swich aseem . spester
2.Litcutthe IPS switch assembly. 2 Remove the tapesecuring the spesker cabies and
it out he speakers.

TOSHIBA

Tough Enough for Today's World.
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DISPLAY MASK REMOVAL

Mask Soels

e two mask seals at the battom corners ofthe
epay ssoembly

Remove two 2546

T '3 \oehes mesiva e display mack
Caretullyinsert your ingers betweenthe display mask
e the LCD

FLINVERTER AND LCD REMOVAL

HY cable

cale

FLcable

LeD macte FLinverter board

1.Remoue alzpes and ono Mt bass srew
i FL nverter board,
2 Cavemﬂv 1o e FLinverterboard ard
L inwerter cable vom CH1 anct
the T cabletom i

#0m the top si latches, o the fivelatches on the right

LCD mode.

CD module o right to et

ofthe LCD oo

5 Disornec e LCD eable o he LD module and
remave e LCD medule fom the compr

TOSHIBA

Tough Enough for Today's World.



