FIELD REPLACEABLE UNIT DOCUMENTATION

Satellite”
5000 Series

GENERAL INFORMATION

Tools Required for Proper
Disassembly and Reassembly:

1. Phillips Screwdriver (Size 1)
2. 5mm Flat-head Screwdriver
3. Security Torx (Size 7)

4. Case Separator

5. ESD Wrist Strap

6. ESD mats

7. Tweezers

Before attempting any of the following procedures,
make sure that the main battery and AC adaptor is
not connected to the unit and the environment in
which you are working on is protected from
Electro-Static Discharge(ESD).
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HDD REMOVAL MEMORY MODULE REMOVAL

M3x4 Flat head screws

HDD bracket
M2.5x4 black flat head screws

5. Remove four M3x4 brass flat head screws securing the 1. Turn the computer upside down.

2. Remove two M2.5x4 black flat head screws
securing the memory cover.
3. Lift out the cover.

HDD bracket to the drive.

MEMORY MODULE REMOVAL MINI PCI CARD REMOVAL
Mini
PCI slot
cover
Memory
module
Memry clips M2.5x4 blck torx screws

1. Turn the computer upside down.
2. Remove two M2.5x4 black torx screws securing

the Mini PCI slot cover.

4. Gently press out on the memory clips and pull the
memory module out of the connector on a 45 degree

angle.
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MINI PCI CARD REMOVAL MODEM BOARD REMOVAL

Mini PCI
card

. v,
PCI clips Modem slot cover M2.5x4 black flat head screws
3. Gently press out the Mini PCI slot clips and pull the 1. Remove two M2.5x4 black flat head screws securing
Mini PCI card out of the connector on a 30 degree the modem slot cover.
angle. 2. Insert your finger nail or the case separator into the

notched side of the cover and lift up to release the
latch securing the modem slot cover.

MODEM BOARD REMOVAL KEYBOARD REMOVAL
'~‘
"_"Latch

Keyboard holder

M2x3 bIa Screws

MJ Harness
3. Disconnect the MJ harness from JP1 on the modem board 1. Open the display panel.
and PJ108 on the system board. 2. Remove the keyboard holder at the top of the
4. Remove two M2x3 black screws securing the keyboard.

modem board.
5. Lift up the modem board to disconnect it from the
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TOP COVER REMOVAL

Left/right
speaker Membrane
switch
PJ103
PJ120
PJ121/ Interface
cable
D PJ124
PJ203
PJ204 P J114
LCD/FL cable CD control/touchpad cable

1. Disconnect the power/internet/in-touch cover sensor
membrane switch from PJ103, the left and right speaker
cables from PJ120 and PJ121 on the system board.

3. Disconnect the LCD/FL cable from PJ203 and PJ204
on the video board.

4. Disconnect the interface cable and the CD control/
touch pad cable from PJ124 and PJ114 on the system
board.

CD-R/W//DVD-ROM DRIVE REMOVAL

CD-R/W/DVD-ROM connector

CD-R/W/DVD-ROM drive

M2x3 black screw
CD-R/W/DVD-ROMside bracket
CD-R/W/DVD-ROM bracket

2. Remove one M2x3 black screw securing the side bracket
and lift out the bracket.

3. Remove two M2x6 brass screws securing the CD-R/W/
DVD-ROM connector and the bracket.

4. Remove the connector and the bracket.

M2x6 brass screws

Speaker
(woofer)

CD-R/W/DVD-ROM DRIVE REMOVAL

PJ106 CD-R/W/DV-ROM drive

1. Slide the CD-R/W/DVD-ROM drive to the right to
disconnect it from PJ106 on the system board.

SPEAKER(WOOFER) REMOVAL

-

Glass tape PJ1106

1. Peel off the glass tape securing the woofer harness.

2. Disconnect the woofer harness from PJ1106 on the
sound board.

3. Lift out the speaker(woofer).

woofer harness
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