—p—

Overview

The new microATX mainboard supports afull range of the latest generation
Intel® processors. The leading edge Intel® chipset was designed to work with
Prescott CPUs (up to 4.4 GHZz) in the 775-pin package running at the FSB 533/
800 MHz (910GL only support FSB 533). Built using leading edge technol ogy,
the processors provide a significant improvement in performance over previ-
ous processors.Four DDR 333/400 SDRAM socket allows for up to 4 GB
memory capacity. Support for UltraDMA/100 protocol and its high-speed
interface further ensures that data transfer speeds are improved, especially for
the long sequential transfers required by audio/visual gpplications.

The board comes with aversatile range of 1/0 features such as2 COM port, 1
CRT port, 1 paralle port, 4 SATA ports (with RAID functions), two 1394 ports,
1 LAN, 1 PS/2 mouse and keyboard connector, 8 USB ports. The media con-
nectors support 7.1/5.1 audio channels. In addition, the board is equipped with
1 dual channel enhanced PCI bus master IDE connector. Extra expansion is
availablethrough PCl end PCI Expressslots PAM-915G/P/D1; PAM-910GL has
3 PCIs to alow enjoyment of the CPU’s benefits in internet applicatons,
video/3D graphics performance, and so forth.

Other key features are Remote On/Off, Auto Power Failure Recovery, inte-
grated temperature monitoring and system fan control. Also included are alst
Utilities CD with enhanced drivers and afew bundled software solutions.
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Grantsdale Dynasty Mainboard Manual

Package Checklist
If you discover any item below was damaged or lost, please contact your

vendor.
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Mainboard Floppy Drive IDE USB Cable
Cable Cable (optional)

tm Manual r i

/O Shielding Manual Drivers 1394 Bracket
with Cable
(optional)
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SATA Power Cable (top)
SATA Data Cable (bottom)
(optional)

NOTE: A 1st Utilities CD, which contains patch files, onboard video/
audio chip drivers, related online help and other useful information,
can be found in your mainboard package.

Please install it immediately after your Windows operating system
installation is complete. Place your 1st Utilities CD in the drive and
an operating menu will appear on your monitor. Please select Auto
Installation. It will automatically detect which software tools (patch
files, drivers) the mainboard needs. Press OK to go through the
whole installation procedure in a very straight forward and easy
way. It will also provide you with a custom installation feature to
select the patch files and software drivers you want for the onboard
chip’s use. The top menu of the 1st Utilities CD lists all the func-
tions that are allowed by this board.
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Overview

The P4AM-915G/P/GVD1/910GLD1 Mainboard
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PCIl Express c o
x16 Slot (optional) 56
3 PCI Slots

Integrate I/O
Connectors

775-Pin CPU
Socket

21394 Ports
(optional) 4 DDR 333/400
Sockets

4 Extra USBs Intel 915G/P/GV/910GL

4 SATA Ports
Intel ICH6/R
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Main Features

| CPU
Intel® Prescott-
2.8/3.0/13.2/3.4/3.6 GHz and up* (FSB800)
(* not tested yet)
2.66/2.80/2.93 GHz and up* (FSB533)
(* not tested yet)
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m Chipst
NorthBridge:  Intd® 915G/P/GV (FSB 800/533)
Intel® 910GL (FSB 533)
South Bridge:  Intel® ICH6/R

® Memory
4 Memory Sockets:
Support -
DDR 400/333MHz
total Memory Sizeupto 4GB

B Expansion Sot
PAM-915G/P/GVD1/910GLD1-3PCl Sots
-1 PCI Express Sot x16 (optional)

B |DE Connection

1 IDE Connector - PIO Mode, UltraDMA 66/100
Upto 2 Devices

® AudioFeatures
High-definition integrated 8 channels, AC97 2.3 compliant
LINE_IN,FRONT_OUT, MIC_IN Jack
CEN/CFE, SIDE, REAR Jack
Front Audio Pinheaders
Codec: 880 - 7.1 Audio Channels (option 1)
Codec: 655 - 5.1 Audio Channels (option 2)
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Overview

I/O Ports

1COM Port

1 CRT Port

1 Paralle Port

PS/2 Mouse and PS/2 Keyboard
4 SATA Ports

8 USB Ports

2 1394 Ports (optional)

LAN

PAM-915G/P/GVD1: RTL 8100C/8110S
PAM-910GLD1: RTL 8100C/8110S

MountingHoles
9Holes

Mainboard Size
9.6" x9.6"
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