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Chapter 2

Installation Procedures

The mainboard has several user-adjustable jumpers that allow you to configure the
system to suit your requirements. This chapter contains information on the various
jumper settings on your mainboard.

To set up your computer, you must complete the following steps:

Step 1 - Set system jumpers.

Step 2 - Install memory modules.

Step 3 - Install the Central Processing Unit (CPU).
Step 4 - Install expansion cards.

Installation
Procedures

N
S
[]

=3
=}
]

=

(&)

Step 5 - Connect ribbon cables, cabinet wires and power supply.
Step 6 - Set up BIOS software.
Step 7 - Install supporting softwaretools.

WARNING: Excessive torque may damage the mainboard. When
using an electric screwdriver on the mainboard, make sure that
the torque is set to the allowable range of 5.0 ~ 8.0kg/cm.

Mainboard components contain very delicate Integrated Circuit
(IC) chips. To prevent static electricity from harming any of the
sensitive components, you should follow the following precau-
tions whenever working on the computer:

1. Unplug the computer when working on the inside.

2. Hold components by the edges and try not to touch the IC
chips, leads or circuitry.

3. Wear an anti-static wrist strap.

4. Place components on a grounded anti-static pad or on the bag
that came with the component whenever the components are
separated from the system.
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1.) Set System Jumpers

Jumpers are used to select the operation modes for your system. Some jump-
ers on the board have three metal pinswith each pin representing a different
function. A 1 iswritten besides pin 1 on jumpers with three pins. To set a
jumper, ablack cap containing metal contactsis placed over the jJumper pin(s)
according to the required configuration. A jJumper is said to be shorted when
the black cap has been placed on one or two of its pins.

listed in this manual. Changing the jumper settings improperly may

® NOTE: Users are not encouraged to change to jumper settings not
adversely affect system performance.
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Clear CMOS

The CMOS RAM is powered by the onboard button cell battery.
To clear the RTC data:
(1) Turn off your computer;
(2 Open the system case and disconnect the ATX power cable;
(3) Placethe jumper cap onto the pinpair 2-3 for at least 6 seconds
to enable CMOS clearance;
(4) Placethe jumper cap onto the pinpair 1-2 to disable the effect of
CMOS clearance;
(5) Connect the ATX power cable and close the system case;
(6) Turn on your computer until CMOS checksum error appears;
(7) Hold down the Delete key asit boots;
(8 Enter the BIOS Setup to re-enter user preferences.
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The jumper helpsto prevent the boot block table areain the BIOSROM
from being overwritten by mistake.
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2.) Install Memory Modules

1. LocateDDR DIMM sockets
on the mainboard.

Z Joydeys

Ly
ga
o =
o
c =
= 0
[1]
m:

2. Install DDR DIMM straight down
into socket 1, using both hands,
then socket 2, and so forth.

3. Theclip on both ends of the
socket will closeto hold theDDR
DIMM in placewhenthe DDR
DIMM reaches the bottom of the
socket.

Press the clips outward with both hands to remove the DIMM.
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3.) Install the CPU

The mainboard has built-in Switching Voltage Regulator to support CPU V core
autodetection. That is, It hasthe ahility to detect and recognize the CPU health
condition from the BIOS Setup Screen.

|
The procedure below shows you JoQ u:' u
how to install your CPU, itsfan 0 0
and heatsink. Before you begin, . /\ c®
locate the CPU socket on the ! N S g
mainboard. 00 omD
e — BFE
| —— £ 9 2
i —

1. Swing thelever upward to 90 degrees.

2. Install the CPU and make sure of the pin 1
orientation by aligning the socket corner marking
with the socket corner closest to the lever tip.
Do not insert the CPU by force. Make sure the
processor is fully inserted into the socket on all
sides.

Affix the CPU by pressing the lever downward
and locking it beside the socket.

— !
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3. Placethe fan with heatsink on top of the CPU
and connect them of with the holes on the
retention module.

NOTE:

Be sure to install a fan with a heatsink
that is approved by the CPU manufac-
turer to avoid CPU damage. For detail
information, please refer to the CPU
manufacturer’s website.
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4. Fasten the fan set on the retention module.

Connect ATX Power

The 24-hole power plug is connected
to the ATX power 24-pin pinheaders.
(If you do not use PCI Expressdlot, a
20-hole power plug isfine.) The4-hole
12V power plug (bottom right) isin-
serted in the ATX_12V power
connector.

|
The plug from the power supply can 1
only beinserted in one orientation be- —
cause of the different hole sizes. Find (:)
the proper orientation and push down ATX PW
firmly, making sure that the pins are -
aligned.
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4). Install Expansion Cards

The PAM-915 G/P/D1 mainboard features one PCl Express x16 dot, and three
PCI bus expansion dots. The PAM-910 GL D1 mainboard features three PCI bus
expansion slots.

CAUTION:

1. Make sure to unplug the power supply when adding or remov
ing expansion cards or other system components. Failure to
do so may cause severe damage to both the mainboard and
expansion cards.

2. Always observe static electricity precautions.

3. Please read Handling Precautions at the start of this manual.
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1. Select an available PCI expansion dot.

2. Remove the corresponding slot cover from the computer chassis. Un-
screw the mounting screw that secures the ot cover and pull the ot cover
out from the computer chassis. Keep the slot cover mounting screw nearby.
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3. Push the card firmly into the slot.
Push down on one end of the expan-
sion card, then the other. Usethisrock-
ing motion until card is firmly seated
inside the expansion slot. Secure the
card withthe screw removedin Step 2.

Z Joydeys

Ly
ga
o =
o
c =
= 0
[1]
m:

5). Connect Devices

Floppy Diskette Drive Connector
This connector provides
the connection with your floppy =

0 g
disk drive. ] o
Insert the floppy ribbon cable (below) 0
onto the floppy connector.

The colored stripe (indicated by the

arrow, right) of the ribbon cable must
be on the same sideas Pin 1.
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I DE Device Connectors 5
Theone connector, IDEL (PRIMARY)
, isused for your IDE hard disk drives, DH

[

1
.

U]

CD drives, LS-120drives, or IDEZIP
drives.

R —E
Insert the floppy ribbon cable (below)

HD D
[u]
onto the floppy connector. J
i

L

The colored stripe (indicated by the
arrow, right) of the ribbon cable must
be on the same sideas Pin 1.
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Fan Connectors

Thetwo connectors, CPU_FAN and SYS FAN are linked to the CPU fan and
case fan, respectively. PWR_FAN can be used with the core chip cooling fan.
SYS FAN, PWR_FAN: PinlisGND, Pin2is+12V, Pin3isSignal.

CPU_FAN: PinlisGND, Pin2is+12V, Pin3 is Sense Signal, Pin4 is Control
Signal.

G|

]
CPU_FAN
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Power Connectors

The 24-pin male block connector is connected to the ATX power supply. (If
you do not use PCI Express dot, a20-hole power plug isfine.) The 4-pin male
block connector is for the ATX_12V power use. Both connectors are linked
with your ATX power supply. The plug from the power supply can only be
inserted in one orientation because of the different hole sizes. Find the proper
orientation and push down firmly making sure that the pins are aligned.

+12V
+12V

ATX_12V

S5}
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GND
+5V
+5V
+5V
NC
GND
GND
GND
PS_ON
GND
-12v
+3.3V

ATX_PWR

+3.3V
+12V
+12V
5V_SB
PWR_GOOD
GND
+5V
GND
+5V
GND
+3.3V
+3.3V

0

]

]
—

( —
ATX_PW.

Front Panel Block Connector

Thisblock connector includes the connectors for linking with the Power LED
(3-pin), HDD LED, power button, power/d eep/message waiting button, reset
button on the front pandl of the system case. Please identify polarities of plug
wiresfor the case speaker and LEDs. Please ask vendor about thisinformation
when you buy them and install the system by yourself. The plug wire polari-
ties of these buttons will not affect the function.
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(1) Reset Switch is connected to the reset button. Push this switch to reboot
the system instead of turning the power button off and on.

(2) HDD LED is connected to the IDE device indicator. This LED will blink
when the hard disk drives are activated.

(3) Power (Singleand Dual) /Sleep LED
Please refer to the tables below for the representations of LED states.
Thereisalso 3-Pin Power LED connector on board for those cases that have a

3-pin plug.
Single-Color (2, 3 Pins) Dual-Color
LED Meaning | State LED Meaning State
Off Off S4/S5 Off Off S4/S5
On Full On S0 Green | FullOn S0
Flash | Sleep S1/S3 Other Colors | Sleep S1/S3

(4) Power Button is connected with the power button. Pushing this switch
allows the system to be turned on and off rather than using the power supply
button.
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IR and Speaker Connector

(1) IR isapinheader that is used for linking with your ID deviceto allow
transmission of data to another system that also supports the IR feature.
This mainboard provides users with two types of IR pinheaders.

(2) Speaker is connected with the case
speaker. =

0oq
i 1 e
IR SPK 9
(Speaker) 0
SignaIH
M | i
GNDB

5 +5V
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ON
NG+
XLl

| —
1

NOTE: To use IR functions you must adjust the BIOS features intro-
duced in the section titled Integrated Peripherals, Chapter 3.

Chassis I ntrusion Connector A ——
This connector alows you to enable (or | ” 0 [ u:. HHUE
disable) system activation if and when the o 5

systemout casing isheing removed. A high |0

level signal to the connector will indicate |1 H @
to the system that the chassis has been a

opened. PinlisVce, Pin2isSignd, Pin3is [0 0
GND. ( e —
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SPDIF In/Out Connector

They are used for audio input and output with SPDIF spec. Pin definitions:
Pinlis5V, Pin2isSPDIF signa, Pin3isGND.

s SPDIF IN
" SPDIF OUT
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Serial ATA Connectors

The 4 SATA connectors provide you with connections to serial ATA devices
that conform to the Serial ATA specification. Serial ATA supportsall ATA and
ATAPI devices. The pictures below left show the two SATA cables (the top
oneisfor power; the bottom oneisfor data).

= nn———on

B PIN_| DEFINITION "o u:. HUUE
1 GND ;
2 TXP o
3 TXN ! H y
7 4 GND 0 S
5 RXN
6 RXP
7 GND []o0
SATA1_=SATA3
SATAO="SATA2

NOTE: Please read the Integrated Peripherals section of Chapter 3
for more details.

— !
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CD Audio-In Connectors
The connectors, CD_IN and AUX_IN, are for CD-ROM drive audio analog
input use. PinlisLeft, Pin2and 3is GND, Pind isRight.

AUX_IN  CD_IN
(optional)
[]o o &I E
0 ]
o
O 1 1
U esf—7 ——

@ NOTE: If your board uses Codec 880, AUX_IN will not be needed.

1394 Connectors (optional)

The 2 optional 1394 pinheaders on the board provide you with two connec-
tions to peripherals which have 1394 connectors through an optional bracket
with cable (see the figure below). The pin definitions of the 1394 pinheaders
arelisted below.

o PIN_| DEFINITION / rasa, 26 D
i } 1| 1A+ : ) ¥

e 2 TA- 1394_16
3| GNnD \ i
4| GNnD 010
5 TB+ D
6| 7B 0 O .
7| +t2v : :
8 | +12v I : !
9 Key N ! ‘
10 | GND s —

2-14
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PS/2 Keyboard and Mouse Connector

These two 6-pin female connectors (keyboard is purple and mouse is green)
are used for your PS/2 keyboard and PS/2 mouse.

@ @ Reserved Clock
— o W e 2
= @ ® @) Vee GND
[ e r)e o e = == @ @ o
ata

Reserved

ety PS/2
i = Keyboard

PS/2
Mouse
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RJ45 LAN Connector
The RM5 jack of the LAN port isused for the LAN cable plug.

@ @®

s T @ g A @
= =

O pEe 0-0_ ®

LAN

"=~ Plug
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Serial Port Connectors

COM1 isteal colored 9-pin D-sub male connector and COM2 isa9-pin male
connector, allowing you to connect with devices that use seria ports, such as
aserial mouse or an external modem.

® ®
o Y © ™ 3 @
/—\ == =
o0)s |® ®
150 LNl I—CHC
o 7]
o E,".g COoM1
858
cal 12345
2] Q000
67809
PIN | DEFINITION
1 DCD
2 SIN
3 sout
4 DTR
5 GND
6 DSR
7 RTS
8 CTS
9 RI
2-16
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CRT Connector

This connector is linked to your monitor. The R
pinheaders pin assignments are shown at right side.
15141312 11
PIN DEFINITION
v G - (S|P T ReD
@ @ 2 | GREEN
ooooo = | = 3 | BLUE
eCzme WY = B | ©® @ 4 | vce
5 GND
CRT 6 | GND £
7 GND t’: g 5
8 GND
9 | vce 25 K
10 | GND 280
11 | vce ca?
12 | DDC DATA Ofa
13 HSYNC
14 VSYNC
15 DDC CLK

Printer Connector
This burgundy-colored 25-pin D-Sub female connector is attached to your

printer.
o ® 13 1
+ TEESENED - gl A
- | - 25 14
e (W B B |© |©
PIN | DEFINITION
- 1 | STROBE
= 2-9 | DATAO-7
10 | ACK#
11 | BUSY
S 2|
13 | SELECT
Printer 14 | AUTO FEED#
15 | ERR#
16 | INIT#
17 | SLIN#
18-25 | GND
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Audio I/0 Jacks
This mainboard support 7.1 audio channels. The connections of 5.1 channel
and 7.1 channels are presented as below.

5.1 Channel

Recorder 6]

®| |@®| Line In
i s @) | Front Speaker Out

350 O smme @_o - Micln
3 !,. g— 5600 | === === |
32T
°'§° @ @ | Microphone
SEN %
o= Speakers

7.1 Channel

Center/Subwoofer ®| [®|Line In
» s Speaker Out
:Rearsgeakerom (G;) Front Speaker Out
D oz ® ®

59 |*W side Speaker Out Mic In

Front Audio Connector

The mainboard has afront panel audio, F AUDIO, connector. It allowsyou to
attach an audio device viathe front panel (instead of rear panel) by aribbon
cable. Its pin definitions are presented below.
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Universal Serial Bus Connectors

The mainboard has eight USB ports; four USB black jacksthat are integrated
on the edge of the board, and four other USB ports (pinheaders) on the board.
They alow usersto attach to USB devices ether from the rear or front panels.
Please note that your operating system must support USB 1.1/2.0 features.

@ o N e
= =
e (= =
USBs
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Thefigure below isthe pin
assignments of the USB4/5.

Those of USB6/7 are the same.
USB4/5
1

vce vce
USB4- USB5-
USB4+ USB5+

GND GND

NC

9




