MB440LX DP Server Platform
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Base Board Features


Pentium® II processor	Dual 266, 300 MHz CPU


		512K integrated ECC L2 cache


		Upgrade to future processor  when available 


I/O expansion slots	3 x 32-bit PCI bus master on primary


		3 x 32-bit PCI bus master behind bridge


		1 x 32 bit PCI or ISA (shared)


		2 ISA (16 bit) non-shared


Integrated I/O	National 87307


	2 serial ports	Asynch, RS-232C, 9 pin


	1 parallel port	Centronics and PS/2* compatible,25pin


	1 mouse port	PS/2 compatible


	1 keyboard port	PS/2 compatible


	IDE	1 PCI enhanced


		1 x Symbios SYM53C810 Narrow SCSI





Integrated ControllersIntegrated controllers Controllers on Embedded Ii960


	I/O 	i960( I/O processor


	SCSI	2 x Symbios SYM53C875 Ultra SCSI


		Max data transfer 40MB/sec per channel


	Graphics	Cirrus 54M40


	Maximum Resolutions	1024 x 768, 256 colors


		1280 x 1024, 16 colors


	Video memory	512K, upgradeable to 1MB


	Output port	15-pin analog


Memory Board Features (Option of EDO orand SDRAM module)


Memory architecture	72 bit, 4 SDRAM DIMM with ECC


		72 bit,  8 EDO DIMM with ECC


	Maximum RAM	512 MB SDRAM 


		512 MB EDO (1 GB upgrade with future 			processor)


	Processor Bus Speed	66 MHz


	Type	x72, SDRAM 3.3V ECC DIMM


		x 72, EDO 3.3V Buffered DIMM


	Error detection	Single bit correct, double bit detect


Embedded RAID features


	Firmware	AMI MegaRAID (with optional RPX module)


	RAID	0,1,3,5, JBOD, supports booting from RAID,


		Supports SAF-TE, DMI, SMART


	DRAM	2 banks interleave (8 MB to 64 MB)


		EDO 5V SIMM, 60 ns 36 bit parity


	Battery Backup	24 hHoursrs, connector for off board backup


Direct Memory Access


	Floppy drive interface	360 KB up to 2.88 MB


	System BIOS & utilities	Intel 28F004BV 512 K x 8 Flash





System


	Height	20.25” (51.4cm)


	Width	17.15” (43.6cm)


	Depth	20.13” (51.1cm)


	Weight	63 lb. (29kg), without peripherals





Peripheral Bays


	External	2 @ 5.25”; ½ height (1.6”)


		1 @ 5.25”; CD-ROM installed


		1 @ 3.5”;1/3 height (1.0”) floppy installed





Drive Bays


	External	5 @ 3.5”; height 1.0 upgradeable to 10 drives


	Type	SCA, Ultra SCSI, hot swap


	Fail Indication	Per drive





Peripherals	See approved peripherals list**





Electrical


AC voltage/frequency	115v/60 Hz; 230v/50 Hz (switch-selectable)


DC Power Supply	360 w - 1,2,3 supply configurations, Hot swap


	Single Power Ssupply Supports


	+5V	33.0A maximum continuous


	+5V standby	0.15A maximum continuous


	+12V	17.5A maximum continuous


	+3.3V	16.0A maximum continuous


	-5V	0.25A maximum continuous


	-12V	0.5A maximum continuous





		Power Fail Indication





Environment


Ambient Temperature


	Operating	+5oC to +35oC


	Non-operating	-40oC to +70o ambient


Relative Humidity


	Non-operating	95% @ 30oC non-condensing


Acoustics	45 dB (peripherals idle, at 1 meter)


Electro Static discharge	20KV per Intel eEnvironmental test specification





























Regulations


Meets or exceeds the following requirements


Safety


	North America	UL 1950, 3rd edition, UL and cUL


	Europe	TUV Certified to EN60950


		Ergonomics: ISO 9241, part 3 and ZH/618


		NEMKO Licensed to EN60950 plus Nordic


		Deviations and CB Scheme report to IEC 950





EMI/RFI


	U.S.	Certified to FCC CFR 47 Part 15, Class B


	Canada	IC, ICES-003 Class B compliant


	Europe	CE Mark-Complies with European Directives


		73/23/EEC and 89/336/EEC via standards


		EN60950, EN55022 and EN50082-1


	Japan	VCCI Registered, CISPR-22, Class B





Management


	Failure detection	Voltage variation, thermal, OS watchdog, fan


		fFailed, drive failed, power supply failed,  			processor  		status, ECC memory


	Logs	Non-volatile to prevent loss in event of a


		pPower disruption


Security	Chassis intrusion, Video blanking


		Password protection





Software Included


LanDesk Server Manager for Novell*4.X or Windows NT* 4.0Management console


	Operating system	Novell* 4.X


		Windows*  NT* 4.0


	Location	In-band


	Alerts	Audio & visual


	Event logs	Read & write


	Critical Management	Shut-down and reboot configurable, fault resilieant 		boot


Documentation	Electronic, paper manual available on request


User block	8KB BIOS block for OEM customization


Configuration Utilities	System configuration (SCU), BIOS set-up,


		Plug-n-play


Diagnostics	DOS-based


Drivers	SCSI, Video





Ordering Information


For more information or the number of your nearest Intel sales office,


Call 800-628-8686 (U.S./Canada) or +44 1793 403000 (Europe).
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