


MB440LX Configuration Guide








System SKUs:





Base System configuration (SMADN000BN00) : OEM Only


	This system configuration will support entry level requirements of the OEM and channel customers.  This configuration provides complete flexibility for customers to add Memory modules, Pentium II Processor and Disks of their choice.   Please refer to the qualified memory list for selection of memory DIMMs.    System configuration includes:


Base Board (BM440LX)


Dual Pentium II processor connectors 


Connector to supports EDO or SDRAM memory module


Embedded i960®RD IOP processor


6 PCI slots, 2 ISA slots, 1 PCI/ISA shared slot


Connector to supports embedded RAID with RPX module


Integrated Graphics - Cirrus 54M40


Integrated Symbios dual ultra and wide SCSI


Integrated Symbios Narrow SCSI


� XE "Chassis" �Base System chassis


One 360W power supply with cables (supports expansion to 3 P/S)


One vertical bay that contains a diskette drive


Three standard 5.25-in bays� XE "Peripheral bays:5.25-inch" � for removable media devices (a CD-ROM drive is in the top bay)


One bay mounted with hot swap SCSI backplane has space for five 1-inch high, 3.5-inch single connector attachment (SCA) SCSI hard disk drives


Nine I/O expansion slot covers


Two blowers that cool processor housing


Two cooling fans


One control panel


Retention Mechanism to support dual Pentium II processors


Software


SCSI driver


Video Driver


LDSM kit


System BIOS


Floppy drive interface


Country kit





Redundant System configuration (SMADN000RN00)


	This is redundant system configuration that allows customers to configure Processors, Memory and Disks of their choice.   This system incorporates many of the MB440LX’s redundant features.  This configuration includes


Base system configuration (SMADN000BN00 )


One 360W power supply (Total 2 P/S) (ABAL2360PS1A)


One powershare board (ABAL2PWRA)


One Fan kit (Total 3 Fans) (ABAL2COOLA)





Redundant System configuration (SMADU300RPS00)


	This is redundant system configuration that showcases MB440LX’s capabilities.  It will include single 300 MHz processor (upgradeable to dual processor), SDRAM memory module to support customer specified memory (from approved DIMM list), Embedded RAID with RPX module.


Base system configuration (SMADN000RN00 )


One 300 MHz Pentium II processor kit (BMADKIT300UP)


SDRAM memory module ( BMADMEM00S)


RPX board kit (BMADRPXA)


Embedded RAID Software and utilities


Processor termination card (FRU660391)











Base Board (BM440LX): OEM Only


Dual Pentium II processor connectors 


Connector to supports EDO or SDRAM memory module


Embedded i960RD IOP processor


6 PCI slots, 2 ISA slots, 1 PCI/ISA shared slot


Connector to supports embedded RAID with RPX module


Integrated Graphics - Cirrus 54M40


Integrated Symbios dual ultra and wide SCSI


Integrated Symbios Narrow SCSI





Uni Processor Upgrade kits (BMADKIT266UP , BMADKIT300UP)


Choice of 266 MHz or 300 MHz processor


Heatsink assembly





Second Processor Upgrade kits (BMADKIT266DP , BMADKIT300DP)


Choice of 266 MHz or 300 MHz processor


Heatsink assembly


Voltage regulator module





EDO Memory Module (BMADMEM00E)


Supports up to 8 DIMM site (total memory of 1GB)


Supports 3.3V 60ns DIMMs ( please see the qualified memory list)





SDRAM Memory Module (BMADMEM00S)


Supports up to 4 DIMM site (total memory of 512 MB)





RPX Module (BMADMEM00S)


	This provides low cost embedded RAID using AMI at launch.  It will support I2O RAID software as soon as its ready.


Supports 2 SIMM sites for local memory (8 MB - 64 MB capability)


RAID software utility


Battery backup (24 hours battery backup)








System Upgrade Options (Accessories):


	Following system upgrade options allow to further enhance the capabilities of the base system.  These options do not include memory and peripheral upgrades which are done by customers.  These focus on the Intel provided elements for upgrade of the system.





Power Supply Upgrade: (ABAL2360PS1A , ABAL2RPWRA)


	The MB440LX system is capable of having 3 powersupplies.  Second power supply can provide additional power based on the configuration or  act as an redundant power supply for base configuration.   You need power share upgrade kit only once to go to second power supply.  Third power supply can be added to the same powershare kit.


360 W power supply (ABAL2360PS1A)


Powershare share upgrade kit (ABAL2RPWRA)





SCSI Backplane upgrade: (ABAL22NDHDA)


Base configuration supports up to 5 HS drives.  SCSI backplane upgrade provides capability up to 10 HS drives.





Rack Adapter Kit: (ABALRACKADPT)


	Rack chassis are becoming popular.  The pedestal Balboa2 chassis can be mounted into rack with Rack adapter Kit





Embedded RAID: (RPX module; BMADRPXA)


	MB440LX provides low cost I2O and non-I2O RAID option.   This would eliminate need for additional RAID card such as Mylex or AMI.  This RAID solution uses on board dual ultra SCSI channels.  This kit comes with RPX board and required RAID software.   Customer need to add required amount of local SIMM memory. 





EXAMPLES:  (These do not include HDD, NOS or application loaded)





Entry level Server with single 266 MHz Pentium II with 64 MB SDRAM, embedded RAID


SMADN000BN00


BMADKIT266UP


BMADMEM00S


BMADRPXA


64 MB SDRAM DIMM (non-Intel provided)





Fully configured redundant server with dual 300 MHz Pentium® II processor with 512 MB SDRAM, embedded RAID


SMADU300RPS00


BMADKIT300DP


64 MB SDRAM DIMM (non-Intel provided)


