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SUMMARY

1.
Test Objective

    The goal of report is to record the BIOS test result of LX-440B. The test items include BIOS function test, compatibility test, and any possible problems that may have occurred during this test.

2.
Overall Result

Test Items
Test Procedure
Test Result

BIOS Function Test
The BIOS function Test includes both default and manual setting mode
Pass

Compatibility Test
Compatibility test for interconnecting hardware components 

(F.D.D./H.D.D./CD-ROM/ZIP)
Pass

Test Targets
Test Result

1. Add a new data of Cyrix MII CPU
Pass

2. To solve a problem which can not use a USB K/B (Model No. ACK-210).
Pass

3. Delete the “Disabled” item on the Power Management.
Pass

4. Modify the data of DMI and add message of Cyrix M II CPU on LDCM.
Pass

5. Modify the reset problem of W83977TF-A I/O.
Pass

PART A
BIOS FUNCTION TEST

1.
Key Components of Test Environment

  Motherboard : ATC-5050

CPU
Cyrix MII 300
VGA Card
S3 Trio64V2/DX-2MB

BIOS
1.0 03 LM
LAN Card
3Com 3C509B-C

RAM
NEC SDRAM D4516821G5-A12-7JF 32MB*1
K/B
Standard 102 Key

H.D.D.
SEAGATE 1.2GB ST31720
Mouse
ASKA PS2

F.D.D.
EPSON SMD-300
Monitor
ViewSonic 15GS Plug & Play+

CD-ROM
NEC 24X CDR-1800A
Power Supply
ENERMAX AT E2019-V 

2. Feature Test

2.1Main Menu of Award BIOS CMOS Setup Utility

Items
Result
Items
Result

1. STANDARD CMOS SETUP
Pass
8. INTEGRATED PERIPHERALS
Pass

2. BIOS FEATURES SETUP
Pass
9. SUPERVISOR PASSWORD
Pass

3. CHIPSET FEATURES SETUP
Pass
10. USER PASSWARD
Pass

4. POWER MANAGEMNET SETUP
Pass
11. IDE HDD AUTO DETECTION
Pass

5. PNP/PCI CONFIGURATION
Pass
12. HDD LOW LEVEL FORMAT
Pass

6. LOAD BIOS DEFAULT
Pass
13. SAVE & EXIT SETUP
Pass

7. LOAD SETUP DEFAULT
Pass
14. EXIT WITHOUT SAVING
Pass

Items
Test Environment 
Test Result


  Test Equipment 
   Test Procedure


M/B Signon Message
Cyrix M II 300 CPU
Power On
Pass

Update BIOS
Awdflash.exe
Awdflash.exe
Pass

Load BIOS Default

BIOS
Pass

Clear CMOS
Shorter
BIOS
Pass

ATX Power on
Power on Pins
BIOS
Pass


PS/2 Mouse

Pass


Password Keys

Pass


Resume by Alarm

Pass

ATX Power off
Power on Pins

Pass



EWIN95 OSR2
Pass

AT Power on
AT Power Switch

Pass

AT Power off
AT Power Switch

Pass

CPU Jumper Setting
Shorter / DIP Switch
BIOS
Pass

F.D.D. Bootable
1.44MB (3.5”)
DOS 6.22 / Format
Pass

IDE H.D.D. Bootable
IDE H.D.D. Seagate ST31720A 1.2GB
DOS 6.22 / Format
Pass

Reset
Reset pins
DOS 6.22
Pass


Ctrl+Alt+Del  keys
DOS 6.22
Pass



EWIN95 OSR2
Pass

ISA Slot
CREATIVE AWE 64(Sound Card)
DOS 6.22
Pass

PCI Slot
S3 Trio64 V2 / DX ( VGA Card )
DOS 6.22
Pass

ISA / PCI / AGP Slot

Occupied Test
ISA 1
Debug Card
EWIN95 OSR2


Pass


ISA 2
Creative AWE 64(Sound Card)

Pass


PCI 1
S3 Trio64 V2 / DX ( VGA Card )

Pass


PCI 2
3Com 3C509B-C ( LAN Card )

Pass


PCI 3
NCR 53C810(SCSI Card)

Pass

DRAM Slot
SIMM
Panasonic Japan MN4117405BSJ 16MB*2
BIOS
Pass


DIMM
NEC SDRAM 32MB D4516821G5-A12-7JF
BIOS
Pass

SIMM / DIMM Slot

Occupied Test
DIMM : NEC SDRAM 32MB D4516821G5-A12-7JF 32MB*2

SIMM: Panasonic Japan MN4117405BSJ 16MB*2

Toshiba TC5117405CS-60 8MB*2 
BIOS
Pass

PS/2
PS/2 Mouse
EWIN95 OSR2
Pass

USB
USB Keyboard
DOS 6.22
Pass

IrDA
PC to PC
Fx.exe
Pass

SMI
SMI Pins Shorter
DOS 6.22
Pass



Ewin95 R2
Pass

K/B Lock
Shorter
DOS 6.22
Pass

Hardware Monitor Control
LM75
EWIN95 OSR2 LDCM
Pass

ISA IRQ

Plug & Play
Creative AWE64(Sound card)
Ewin95 osr2
Pass


3-COM-3C509B-C(LAN card)



ISA IRQ
3-COM-3C509B-C (LAN card)
EWIN95 OSR2
Table 1

PCI IRQ
Digital 21143-PC(LAN card), 

NCR SYMBIOS 53C810A(SCSI card)

S3 Trio 64V2/DX(VGA card)
EWIN95 OSR2
Table 2

【Table 1 IRQ Function Test in ISA Slot】
IRQ
ISA Slot
ISA Card
Description
Test Result

3
1~3
3COM-3C509B-C
Connect to NT-Server and copy files
Pass

5
1~3
3COM-3C509B-C

Pass

7
1~3
3COM-3C509B-C

Pass

9
1~3
3COM-3C509B-C

Pass

10
1~3
3COM-3C509B-C

Pass

11
1~3
3COM-3C509B-C

Pass

12
1~3
3COM-3C509B-C

Pass

15
1~3
3COM-3C509B-C

Pass

【Table 2 IRQ Function Test in PCI Slot】
IRQ
PCI Slot
PCI Card
Description
Test Result

3
1~4
NCR SYMBIOS 53C810A (SCSI CARD)

3COM-3C590B-C(SCSI CARD)

S3 Trio64V2/DX(VGA CARD)
Connect to NT-Server and copy

 files
Pass

4
1~4


Pass

5
1~4


Pass

7
1~4


Pass

9
1~4


Pass

10
1~4


Pass

11
1~4


Pass

12
1~4


Pass

14
1~4


Pass

15
1~4


Pass

PART B
COMPATIBILITY TEST

1.Key Components of Test Environment

  Motherboard : ATC-5050

CPU
Cyrix MII 300
VGA Card
S3 Trio64V2/DX-2MB

BIOS
1.0 03 LM
Sound Card
Creative AWE64

RAM
NEC SDRAM D4516821G5-A12-7JF 32MB*1
K/B
Standard 102 Key

H.D.D.
SEAGATE 1.2GB ST31720
Mouse
NAUTIUS ADO-101

F.D.D.
EPSON SMD-300
Monitor
ViewSonic 15GS

CD-ROM
NEC 24X CDR-1800A
Power Supply
ENERMAX AT E2019-V 

Items
Test Environment 
Test Result


  Test Equipment 
  Test Procedure


FDD
5.25” 1.2MB

3.5” 1.44MB
DOS 6.22
Pass

IDE
H.D.D.

CD-ROM
DOS 6.22

CD-ROM Driver
Pass


H.D.D.

CD-ROM 

ZIP
DOS 6.22

CD-ROM Driver

ZIP Driver
Table 3

SCSI
ADAPTEC AIC-7880P
Ewin95 R2
Pass


NCR SYMBIOS 53C810A



2.North Bridge

Devices Information

Items
Manufacturer
Model
SPEC / DRIVER
Test Result

CPU
Cyrix
MII 300
300MHz
Pass

DRAM
LGS
GM72V16821CT10K 9744G
32MB*1
Pass

3.South Bridge

Devices Information

Items
Manufacturer
Model
SPEC / DRIVER
Test Result

VGA Card
A-trend
S3 Trio64V2/DX
2.00.18
Pass

H.D.D
Seagate
ST31720
1.2GB
Pass

CD-ROM
NEC
CDR-1800A
24X
Pass

CD-ROM
ACER
C645A
4X
Pass

ZIP
IOMEGA 
ZIP 100 ATAPI
100MB
Pass

4.Super I/O

Devices Information

In/Output Device
Manufacturer
Model
Test Procedure
Test Result

Floppy
EPSON 1.44”MB 
SMD-300
Boot up & Rewrite

Dos 6.22
Pass

Keyboard
GENUINE 
K288
Plug & Operation

Dos 6.22
Pass

Mouse 
NAUTIUS
ADO-101
Plug & Operation

Ewin95 OSR2.1
Pass

【Table 3 Compatibility Test for Interconnecting Hardware Components】
IDE 1 Master
IDE 1 Slave
IDE 2 Master
IDE 2 Slave
Test Result

ZIP-100
N/A
H.D.D.
CD-ROM
Pass

ZIP-100
CD-ROM
H.D.D.
N/A
Pass

ZIP-100
H.D.D.
CD-ROM
N/A
Pass

H.D.D.
ZIP-100
CD-ROM
N/A
Pass

H.D.D.
CD-ROM
ZIP-100
N/A
Pass

CD-ROM
ZIP-100
H.D.D.
N/A
Pass

N/A: Not available







� EMBED Word.Picture.8  ���








PAGE  
1 of 6  

  June 5
th 1998    
            ATC-5050 BIOS 


_956384422.doc
[image: image1.png]M rrenD

Insistence on Perfection







_956650519.doc
[image: image1.png]M rrenD

Insistence on Perfection







