Appendix A A-5
DRAM SRAM JP25 WB/WT Remark
x8 x8/x9 Not Installed WB/WT No parity check; prefer
set to WB for higher
performance.
x9 x9 Short 2-3 WB/WT Parity check; prefer set
) to WB for higher
performance.
x9 Not Installed Short 1-2 Not Applicable External Cache Mode
should setto 'Disabled’.
x9 x8 Not Installed WB/WT Parity NOT check;
prefer set to WB for
higher performance.
x9 x8 Short 1-2 WT Parity checked; Must
be in WT. Lower
performance but
better data checking.
Note:  All other combinations are not recommended. .
x8 DRAM = SIMM Modules with no parity bit
x9 DRAM = SIMM Modules with parity bit
x8 SRAM = 32k x8 SRAM
x9 SRAM = 32k x9 SRAM
WB/WT = Write-Back/Write-Through Selection on
Advanced CMOS Setup.
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Installations 6-13

Remove the cover on your system unit.

Locate the sockets for the additional memorj} modules.
They are on the right side of the system board, see Appendix
B for details.

Module Socket

Insert the modules in the sockets at an angle as shown.
Ensure they are inserted all the way into the socket, then
stand the module upright until it snaps into place.

The BIOS on the system board will automatically detect
the number and type of DRAM you have installed. No
jumper / switch setting is necessary for installing additional
memory modules.

If you have any other internal options that need to be
installed, install them now. '

If you have no other installations, then install the cover
and go to Chapter 3 to run the 'Setup' program.
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