9edr
¢edr

Ledr

JP31 - CMOS Clear

/

[—]

Memory Configuration

Table 1 and 2 show the possible memory combinations. The motherboard will support

both Fast Page DRAM or EDO DRAM SiMMs and SDRAM DIMMs

Notice:

Don’t mix the Fast Page DRAM and EDO DRAM within the same memory
bank. If Fast Page DRAM and EDO DRAM SIMMs are installed in separate

banks,each bank will be optimized for maximum performance.

Table 1 (SIMM Configurations)

JP31 CMOs
1-2 Normal operation
2-3 Clear

JP32, JP36 - Reserved Jumpers
Reserved jumpers are pre-installed in factory. They should NOT be aitered by the users.

DIMM Voltage Select
JP25, JP26 , JP27 DIMM Voltage
Open 3.3V. (DIMM 1, DIMM 2)
Closed 5V (DIMM 1, DIMM 2)

SIMM1 SIMM2 SIMM3 SIMM4 Total
{Bank 0) {Bank 0) (Bank 1) (Bank 1)

Empty Empty 4MB 4MB 8MB
Empty Empty 8MB 8MvB 16MB
Empty Empty 16MB 16MB 32MB
Empty Empty 32MB 32MB 64MB
Empty Empty 64MB 64MB 128MB
4MB 4MB Empty Empty 8MB
4MB 4MB 4MB 4avB 16MB
4MB 4MB 8MB 8MB 24VB
4MB 4MB 16MB 16MB 40MB
4vB 4MB 32MB 32mMB 72MB
4MB 4MB 64MB 64MB 136MB
8MB 8MB Empty Empty 16MB
8MB 8MB 4MB 4MB 24MB
8MB 8MB 8MB 8MB 32MB
8MB 8MB 16MB 16MB 43MB
8MB 8MB 32MB 32MB 80MB
8MB 8MB 64MB 64MB 144MB
16MB 16MB Empty Empty 32M8
16MB 16MB 4aMB 4MB 40MB
16MB 16MB 8MB 8MB 43MB
16MB 16MB 16MB 16MB 64MB
16MB 16MB 32MB 32MB 96MB
16MB 16MB 64MB 64MB 160MB
32MB 32MB Empty Empty 64MB
32MB 32MB 4MB 4MB 72MB
32MB 32mMB 8MB 8MmB 80MB
32MB 32MB 16MB 16MB 96MB
32MB 32MB 32MB 32mB 128MB
32MB 32MB 64MB 64MB 192MB
64MB 64MB Empty Empty 128MB
64MB 64MB 4MB 4MB 136MB
64MB 64MB 8MB 8MB 144MB
64MB 64MB 16MB 16MB 160MB
64MB 64MB 32MB 32MB 192MB
64MB 64MB 64MB 64MB 256MB
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