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BIOS Einstellungen für UC4915-C Mainboard in Verbindung mit AMD 486DX-40 Prozessor
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		   AMIBIOS SETUP PROGRAM - ADVANCED CMOS SETUP


		       © 1993 American Megatrends Inc., All Rights reserved


��


	Above 1MB Memory Test		: Disabled


	Hard Disk Type 47 RAM Area		: 0:300


	Cyrix CoProzessor			: Absent


	Floppy Drive Seek At Boot		: Enabled


	External Cache Memory		: Disabled


	Internal Cache Memory		: Enabled


	Password Checking Option		: Setup
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		AMIBIOS SETUP PROGRAM - ADVANCED CHIPSET SETUP


		       © 1993 American Megatrends Inc., All Rights reserved


��


	AUTO Config Funtion		: Disabled		F Segment Shadow RAM		: Enabled


	            Cache Read Option		: 3-2-2-2		E Segment Shadow RAM		: Enabled


	            Cache Write Option		: 2 W.S.		C000-C3FF Shadow RAM		: Disabled


	            DRAM Type			: PageMode	C400-C7FF Shadow RAM		: Enabled


	            DRAM Wait State(s)		:  2 W.S.		Parallel Port Select			: 378H


	            Keyboard Clock Select		: CPUCLK/5	Primary Serial Port Select		: 278H


	            AT Clock Select		: CPUCLK/5	Second Serial Port Select		: 3E8H


	            IO Recovery Time		: 7/3 BLCK	Hard Disk Select 			: Enabled


	            Hold PD Bus			: 2�SONDZEICHEN 126 \f "Symbol" \s 8��3 T		Floppy Disk Select			: Enabled


	Refresh Cycle			: Fast		Game Port Select			: Enabled


	CoProzessor Ready			: Delay 1T		16 BIT DMA WAIT STATES		: 1 W.S.


	Non-Cachable Block1 Enable		: Disabled		8 BIT DMA WAIT STATES		: 1 W.S.


	Non-Cachable Block-1 Size		: 4MB


	Non-Cachable Block-1 Base		: 0KB


	Non-Cachable Block2 Enable		: Disabled


	Non-Cachable Block-2 Size		: 16MB


	Non-Cachable Block-2 Base		: 0KB


	Memory Remapping			: Enabled
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				           ECS AMI BIOS UMC491C 





BIOS Einstellungen für UC4915-C Mainboard in Verbindung mit AMD/Intel 486DX2-66 Prozessor
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		   AMIBIOS SETUP PROGRAM - ADVANCED CMOS SETUP


		       © 1993 American Megatrends Inc., All Rights reserved


��


	Above 1MB Memory Test		: Disabled


	Hard Disk Type 47 RAM Area		: 0:300


	Cyrix CoProzessor			: Absent


	Floppy Drive Seek At Boot		: Enabled


	External Cache Memory		: Disabled


	Internal Cache Memory		: Enabled


	Password Checking Option		: Setup
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		BIOS Einstellungen im “ADVANCED CMOS SETUP”
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		AMIBIOS SETUP PROGRAM - ADVANCED CHIPSET SETUP


		       © 1993 American Megatrends Inc., All Rights reserved


��


	AUTO Config Funtion		: Disabled		F Segment Shadow RAM		: Enabled


	            Cache Read Option		: 3-1-1-1		E Segment Shadow RAM		: Enabled


	            Cache Write Option		: 2 W.S.		C000-C3FF Shadow RAM		: Disabled


	            DRAM Type			: PageMode	C400-C7FF Shadow RAM		: Enabled


	            DRAM Wait State(s)		:  2 W.S.		Parallel Port Select			: 378H


	            Keyboard Clock Select		: CPUCLK/5	Primary Serial Port Select		: 278H


	            AT Clock Select		: CPUCLK/5	Second Serial Port Select		: 3E8H


	            IO Recovery Time		: 7/3 BLCK	Hard Disk Select 			: Enabled


	            Hold PD Bus			: 2�SONDZEICHEN 126 \f "Symbol" \s 8��3 T		Floppy Disk Select			: Enabled


	Refresh Cycle			: Fast		Game Port Select			: Enabled


	CoProzessor Ready			: Delay 1T		16 BIT DMA WAIT STATES		: 1 W.S.


	Non-Cachable Block1 Enable		: Disabled		8 BIT DMA WAIT STATES		: 1 W.S.


	Non-Cachable Block-1 Size		: 4MB


	Non-Cachable Block-1 Base		: 0KB


	Non-Cachable Block2 Enable		: Disabled


	Non-Cachable Block-2 Size		: 16MB


	Non-Cachable Block-2 Base		: 0KB


	Memory Remapping			: Enabled
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				           ECS AMI BIOS UMC491C 





BIOS Einstellungen für UC4915-C Mainboard in Verbindung mit Intel 486SX-25 Prozessor
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		   AMIBIOS SETUP PROGRAM - ADVANCED CMOS SETUP


		       © 1993 American Megatrends Inc., All Rights reserved


��


	Above 1MB Memory Test		: Disabled


	Hard Disk Type 47 RAM Area		: 0:300


	Cyrix CoProzessor			: Absent


	Floppy Drive Seek At Boot		: Enabled


	External Cache Memory		: Disabled


	Internal Cache Memory		: Enabled


	Password Checking Option		: Setup
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		AMIBIOS SETUP PROGRAM - ADVANCED CHIPSET SETUP


		       © 1993 American Megatrends Inc., All Rights reserved


��


	AUTO Config Funtion		: Disabled		F Segment Shadow RAM		: Enabled


	            Cache Read Option		: 2-1-1-1		E Segment Shadow RAM		: Enabled


	            Cache Write Option		: 1 W.S.		C000-C3FF Shadow RAM		: Disabled


	            DRAM Type			: PageMode	C400-C7FF Shadow RAM		: Enabled


	            DRAM Wait State(s)		:  1 W.S.		Parallel Port Select			: 378H


	            Keyboard Clock Select		: CPUCLK/5	Primary Serial Port Select		: 278H


	            AT Clock Select		: CPUCLK/5	Second Serial Port Select		: 3E8H


	            IO Recovery Time		: 7/3 BLCK	Hard Disk Select 			: Enabled


	            Hold PD Bus			: 2�SONDZEICHEN 126 \f "Symbol" \s 8��3 T		Floppy Disk Select			: Enabled


	Refresh Cycle			: Fast		Game Port Select			: Enabled


	CoProzessor Ready			: Delay 1T		16 BIT DMA WAIT STATES		: 1 W.S.


	Non-Cachable Block1 Enable		: Disabled		8 BIT DMA WAIT STATES		: 1 W.S.


	Non-Cachable Block-1 Size		: 4MB


	Non-Cachable Block-1 Base		: 0KB


	Non-Cachable Block2 Enable		: Disabled


	Non-Cachable Block-2 Size		: 16MB


	Non-Cachable Block-2 Base		: 0KB


	Memory Remapping			: Enabled
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				           ECS AMI BIOS UMC491C 





BIOS Einstellungen für UC4915-C Mainboard in Verbindung mit Intel 486DX-50 Prozessor
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		   AMIBIOS SETUP PROGRAM - ADVANCED CMOS SETUP


		       © 1993 American Megatrends Inc., All Rights reserved


��


	Above 1MB Memory Test		: Disabled


	Hard Disk Type 47 RAM Area		: 0:300


	Cyrix CoProzessor			: Absent


	Floppy Drive Seek At Boot		: Enabled


	External Cache Memory		: Disabled


	Internal Cache Memory		: Enabled


	Password Checking Option		: Setup
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		BIOS Einstellungen im “ADVANCED CMOS SETUP”
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		AMIBIOS SETUP PROGRAM - ADVANCED CHIPSET SETUP


		       © 1993 American Megatrends Inc., All Rights reserved


��


	AUTO Config Funtion		: Disabled		F Segment Shadow RAM		: Enabled


	            Cache Read Option		: 3-2-2-2		E Segment Shadow RAM		: Enabled


	            Cache Write Option		: 2 W.S.		C000-C3FF Shadow RAM		: Disabled


	            DRAM Type			: PageMode	C400-C7FF Shadow RAM		: Enabled


	            DRAM Wait State(s)		:  2 W.S.		Parallel Port Select			: 378H


	            Keyboard Clock Select		: CPUCLK/5	Primary Serial Port Select		: 278H


	            AT Clock Select		: CPUCLK/5	Second Serial Port Select		: 3E8H


	            IO Recovery Time		: 7/3 BLCK	Hard Disk Select 			: Enabled


	            Hold PD Bus			: 2�SONDZEICHEN 126 \f "Symbol" \s 8��3 T		Floppy Disk Select			: Enabled


	Refresh Cycle			: Fast		Game Port Select			: Enabled


	CoProzessor Ready			: Delay 1T		16 BIT DMA WAIT STATES		: 1 W.S.


	Non-Cachable Block1 Enable		: Disabled		8 BIT DMA WAIT STATES		: 1 W.S.


	Non-Cachable Block-1 Size		: 4MB


	Non-Cachable Block-1 Base		: 0KB


	Non-Cachable Block2 Enable		: Disabled


	Non-Cachable Block-2 Size		: 16MB


	Non-Cachable Block-2 Base		: 0KB


	Memory Remapping			: Enabled
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				           ECS AMI BIOS UMC491C 





BIOS Einstellungen für UC4915-C Mainboard in Verbindung mit AMD 486DX2-50 Prozessor
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		   AMIBIOS SETUP PROGRAM - ADVANCED CMOS SETUP


		       © 1993 American Megatrends Inc., All Rights reserved


��


	Above 1MB Memory Test		: Disabled


	Hard Disk Type 47 RAM Area		: 0:300


	Cyrix CoProzessor			: Absent


	Floppy Drive Seek At Boot		: Enabled


	External Cache Memory		: Disabled


	Internal Cache Memory		: Enabled


	Password Checking Option		: Setup
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		AMIBIOS SETUP PROGRAM - ADVANCED CHIPSET SETUP


		       © 1993 American Megatrends Inc., All Rights reserved


��


	AUTO Config Funtion		: Disabled		F Segment Shadow RAM		: Enabled


	            Cache Read Option		: 3-1-1-1		E Segment Shadow RAM		: Enabled


	            Cache Write Option		: 1 W.S.		C000-C3FF Shadow RAM		: Disabled


	            DRAM Type			: PageMode	C400-C7FF Shadow RAM		: Enabled


	            DRAM Wait State(s)		: 1 W.S.		Parallel Port Select			: 378H


	            Keyboard Clock Select		: CPUCLK/5	Primary Serial Port Select		: 278H


	            AT Clock Select		: CPUCLK/5	Second Serial Port Select		: 3E8H


	            IO Recovery Time		: 7/3 BLCK	Hard Disk Select 			: Enabled


	            Hold PD Bus			: 2�SONDZEICHEN 126 \f "Symbol" \s 8��3 T		Floppy Disk Select			: Enabled


	Refresh Cycle			: Fast		Game Port Select			: Enabled


	CoProzessor Ready			: Delay 1T		16 BIT DMA WAIT STATES		: 1 W.S.


	Non-Cachable Block1 Enable		: Disabled		8 BIT DMA WAIT STATES		: 1 W.S.


	Non-Cachable Block-1 Size		: 4MB


	Non-Cachable Block-1 Base		: 0KB


	Non-Cachable Block2 Enable		: Disabled


	Non-Cachable Block-2 Size		: 16MB


	Non-Cachable Block-2 Base		: 0KB


	Memory Remapping			: Enabled
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