3-4

256K x 4 16M x 1 4M x 1
21MB iMx4 1Mx 1 16M x 1
1Mx4 16M x 1 iMx1
4M x 4 iMx1 4M x 1
4AM x 4 4Mx1 MMx1
iMx 4 dMx 1 16Mx 1
24MB Mx4 16M x 1 4M x 1
aM x 4 4Mx1 4M x 1
4M x 4 16M x 1
4Mx 4 16M x 1
32M8 16M x 1 16M x 1
a2mx1*
M x1*
256K x 4 16M x 1 1M x 1
33MB 4M x 4 Mx1 16M x 1
dMx 4 16M x 1 iMx1
iMx 4 16M x 1 16M x 1
38MB. 4M x 4 4M x 1 16M x 1
4M x 4 16M x 1 aM x 1
48MB 4aM x 4 1M x 1 16M x 1
64MB 16M x 4
32Mx1* 32Mx1*
65MB 16M x 4 1M}}'1
16M x 4 iMx1
66MB 16Mx 4 1Mx 1 iMx1
§ e 16M x 4 aMx 1
16M x 4 4M x 1
e 6OMB 16Mx 4 iMx1 4M x 1
16Mx 4 4Mx 1 1Mx1

* Double-RAS SIMM

Table 3-1. DRAM Configurations (Continued)
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