Memory Subsystem

256K x 4 4Mx 1 16M x 1
256K x 4 16Mx 1 amx1 |
21MB 1Mx 4 Mx 1 16M x 1
[ 1Mx4 16M x 1 Mx1
aMx 4 IMx1 AMx 1
aMx 4 aMx1 Mx1
iMx 4 AMx 1 16M x 1
24MB Mx4 16Mx 1 aMx 1
aMx 4 aMx 1 aMx 1
4Mx 4 16M x 1
32MB | aMx4 16M x 1
I 16Mx 1 16Mx 1
256K x 4 16Mx 1 16M x 1
33MB aMx 4 Mx 1 16Mx 1
- aMx 4 16M x 1 Mx1 |
1Mx 4 16M x 1 18M x 1
36MB 4AMx 4 aMx1 16Mx 1
4M x 4 16M x 1 4M x 1
4sMB Mx4 16Mx 1 18Mx 1
64MB 16Mx 4
65MB 16Mx 4 Mx 1
16M x 4 Mx1
66MB 16M x 4 1M x 1 Mx 1
8MB 16M x 4 4Mx 1
16M x 4 4M x 1
oMB 16M x 4 Mx 1 aMx1
16Mx 4 aMx 1 Mx1 |
72MB | _16Mx 4 AMx 1 TaMx1
80MB 16Mx 4 16M x 1 i
16M x 4 16M x 1

Table 3-1. DRAM Configurations (Continued)

486-GVT

Memory Subsystem 3-5

B30RIN): 3
4 1 16M x 1
. 8IMB 16M x M X X
16Mx 4 16M x 1 Mx 1
16Mx 4 4Mx 1 16
. 84MB Mx * M
16M x 4 16Mx 1 AMx 1
. 96MB 16M x 4 18M x 1 16M x 1

Table 3-1. DRAM Configurations

Installation Instructions
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Assuming the 486-GVT has been mounted on your computer

) A system unit, follow the instructions below:
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Figure 3-2. Installing SIMMs

486-GVT




