BI10S

BIOS

ROM Award BI10S
B10S CPU
P C
BIOS CMOS RAM
RAM Delete
RAM Delete
Delete

POST

ctrl, Alt, Delete

Enter

CMOS Main CMOS Setup

CMOS SETUP UTILITY




ROM PCI/ISA BIOS (2A6LFIZO)
CMOS SETUP UTILITY
AVARD SOFTUARE, INC.
STANDARD CMOS SETUP INTEGRATED PERIFIERALS
BIOS FEATURES SETUP SUPERWISOR PASSUORD
CHIPSET FEATURES SETUP USER PAGSWORD
POUER MANAGEMENT SETUP IDE HDD AUTO DETECTION
PNP/PCI CONFIGURATION HDD LOW LEVEL FORMAT
LOAD BIOS DEFAULTS SAVE & EXIT SETUP
L0AD SETUP DEFAULTS EXIT WITHOUT SAWING
Esc : Quit 1] =~ : delect Item
FLO : Save & Exit Setup (Shift)FZ : Change Color

Load Defaults

Load BIOS Defaults
Load Setup

Defaults B10S

Standard COMS Setup

Standard CMOS Setup

CMOS

CMOS
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BI10S
ROM PCI/IGA BIOS (2AGLFI2D)
STANDARD CHMOS SETUP
AARD SOFTWARE, INC.
Date (mm:dd:yy) : Mon, Jul 20 1998
Time (hh:mm:ss) : 15 : 29 : 16
HARD DISKS TYPE SIZE  CYL¥ HEAD PRECOMP LANDZ SECTOR HODE
Primary Master 1 duto a a o o a 0 AUTO
Primary 3lawve 1 Auto a 1] o o a 0 AUTO
Secondary Master @ Auto a o a a a 0 AUTO
Secondary Slave : duto a o o o a 0 AUTO
Driwe A : 1.44M, 3.5 in.
Driwve B : None Baze Menory: )¢
Floppy 3 Mode Support : Disabled Extended Memory: [1):4
Other Memory: 512K
¥ideo i EGA/VGA S
Halr Om : A1l Errors Total Memory: 512K
ESC @ Quit T} =+~ & Select Item PU/PD/+/- @ Modify
Fl1 : Help (Shift)F2 : Change Color
Date
Date page up/page down /
1 12 1 31 2079
Time
Time page up/page down /
00 23 00 59 00 59
Enter
Hard Disks
SCS1
PCI IDE IDE IDE
« "
« "
SCS1 BIOS
Speci-

fications for SCSI hard disks need not be entered here SCSI
SCS1
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KA-6100
IDE
A uto
IDE HDD AUTO DETECTION
User
cYLS ,
HEAD , PRECOMP
, LANDZ
, SECTOR , MODE SIZE
H DD
MODE IDE MFM ESDI
Normal, Large, LBA, Auto
528MB IDE HDD Normal LBA Logical
Block Addressing 528MB LBA
528MB LBA Large
Large MS-DOS
528MB IDE LBA

Auto Detection of Hard Disks on Bootup
Primary Master, Primary Slave, Secondary Master, Secondary Slave TYPE

MODE Auto

IDE
Off

IDE

BIOS IDE

FDISK.EXE DOS
IDE
FDISK
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BI10S

Drive A / Drive B
FDD

None (Drive ); 360KB, 5.25 in.;
1.2MB, 5.25 in.; 720KB, 3.5 in.; 1.44MB, 3.5 in. (Drive );
2.88MB, 3.5in.

Floppy 3 Mode Support
FDD 3.5 1.2MB

Disabled Drive A Drive B Both

Video
V G A
EGA/VGA

EGA/VGA Mono Hercules MDA
CGA 40 CGA 80

Halt On

All Errors
No Errors All, But Keyboard All, But Diskette All, But Disk/
Key

Software Turbo Speed
Software Turbo Speed DOS
Turbo Speed Button Alt ctrl
3 Turbo Speed
Alt ctrl 3

BI0S Features Setup

BIOS Features Setup

F5 Fé F7
BI10S Setup
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KA-6100

ROM PCI/ISA BIODS (ZAGLFIZO)

BIOS FEATURES SETIP

AUARD SOFTWARE, INC.
Virus Warning i Disabled Video BIO% Shadow : Enabled
CPU Internal Cache : Enabled CG000-CEFFF Shadow : Disabled
External Cache i Enabled CCOO0-CFFFF Shadow : Disabled
CPU Lz Cache ECC Checking : Enabled DOOOO-D3FFF Shadow @ Disabled
Quick Power On Jelf Test : Enabled D4000-D7FFF Shadow @ Disabled
Boot Sequence ¢ &,C,5C51 | DEOOO-DEFFF Shadow : Disabled
Swap Floppy Driwe : Disabled | DCOOO-DFFFF Shadow @ Disabled
Boot Up Floppy Seek : Enabled
Boot Up Mumlock 3tatus : On
Eoot Up Systen Speed : High
Gate AZ0 Option : Fast
Mewory Parity/ECC Check : Enabled
Typenatic Rate Setting : Diszabhled
Typenatic Rate [Chars/Sec) : &
Typenatic Delay (Msec) : 250
Security Option i detup E5C @ Quit Tl & Select Item
IDE Second Channel Control @ Enabled F1L : Help PUSPD/4/- ¢ Modify
PCI/¥GA Palette Snoop : Dissbled | F5 : 0Dld Values (Shift)F2 : Color
05 Helect For DRAM > G4ME @ Non-0352 F6 : Load BIOS Defaults
Report No FDD For WIN 95 : Mo F7 : Load Setup Defaults

Virus Warning

0 S

Disabled ; Enabled
CPU Internal Cache / External Cache
cCPU
Enabled Disabled

CPU L2 Cache ECC Checking

cC P U
: Enabled ( ); Disabled
Quick Power On Self Test
Enabled BI10S
Enabled Disabled

Boot Sequence (LS120/Z1P100)

A, C, SCSI ( ); LS/ZIP, C; C, only;
Scsl, C, A; SCSI, A, C; F, A, SCSI; E, A, SCSI; D, A, SCSI; CDROM, C, A; C,
CDROM, A; C, A, SCSI
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BI10S

Swap Floppy Drive
Enabled Disabled

Boot Up Floppy Seek
Enabled BI10S
Enabled
Disabled

Boot Up NumLock Status
On Num Lock
On oOff

Boot Up System Speed
High
High ( ); Low

Gate A20 Option
Protected Fast
Fast ( ); Normal

Memory Parity/ECC Check
ECC DRAM
Enabled ( ); Disabled

Typematic Rate Setting
Enabled
Disabled ( ); Enabled

Typematic Rate (Chars/Sec)
6 8 10 12 15 20 24 30
Typematic Delay (Msec)
500 750 1000
Security Option
Setup
Supervisor Systenm
User

Setup
System
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KA-6100
IDE Second Channel Control
VIA Apollo PRO IDE PCI IDE
Enabled
IDE IDE
Disabled
Enabled ( ); Disabled
PCI/VGA Palette Snoop
VGA Palette Snoop 1SA
Enabled Disabled ( );
Enabled
0S Select For DRAM > 64MB
64MB DRAM
0S 0S/2 0S2
Non-0S2 Non-
0S2 0S2
Report No FDD For WIN 95
Standard CMOS Setup Drive A Drive B None
Yes
No Drive A Drive B
None
Yes ( ); No
Video BI0OS Shadow
Enabled Video ROM
Enabled
Disabled
C8000-CBFFF to DCO00-DFFFF Shadow
Enabled B10S ROM
R O M
R O M
R 0 M

640KB 1024KB
Disabled Enabled
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BI10S

Chipset Features

Chipset Features Setup

ROM PCI/ISA BIOS (ZASLFIZO)
CHMO5 SETUP UTILITY
CHIPZET FEATURES ZETUP

Eank 0/l DRAM Timing i FPEDO 70ns| OnChip UIE : Disabled
Bank 2/3 DRAM Timing : FR/EDO 70ns|
Bank 4/5 DRAM Tiwing : FP/EDD 70ns
Auto Detect DIMM/FCI ClE : Enabled
SDRAM Cycle Length '] Spread Spectrum : Disabled
Memory Hole At 15Mb Addr.: Dissbled Current System Temp.
Read Around write : Disahled Current CPUFAN1 Speed
Concurrent PCI/Host : Disabled Current CPUFANZ Speed
Video RAM Cacheable : Disabled IHO(Y) = INL(Y) =
AGP Aperture Hize ;6N IHZ(V) = IHZ (V) =
THA(Y) IHS(V) i-
THE (V) 2-
ESC @ Quit 11— : Select Item
F1 : Help PUSPD/+/- @ Modify

FS : 01d Values (8hift)F2 : Color
F& : Load BIOS Defaults
F7 @ Load Sertup Defaults

Bank 0/1, 2/3, 4/5 DRAM Timing
DRAM / (read/write)
EDO 70ns ( ); FP/EDO 60ns; Fast; Normal; Turbo

SDRAM Cycle Length
SDRAM DIMM BI0S
SDRAM DIMM CAS latency

3 2, 3
)

Memory Hole at 15M Addr.
Enabled 15MB  16MB

16MB
Disabled ( ), Enabled

Read Around Write
Enabled
: Enabled, Disabled (

Setup

FP/

(
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KA-6100
Concurrent PCI1/Host

Disabled ( ); Enabled

Video RAM Cacheable
R A M
Disabled ( ); Enabled

AGP Aperture Size (MB)
AG P
64 ; 128M; 256M; 4M; 8M; 16M; 32M

OnChip USB
Enabled UsB
Disabled ( ); Enabled

USB Keyboard Support
OnChip USB Enabled
Enabled UsB
Disabled ( ); Enabled

Auto Detect DIMM/PCI CIk
Enabled DIMM
Enabled ( ); Disabled

Spread Spectrum

Spread Spectrum Center Spread Down Spread
Disabled Enabled

Current System Temp. / Current CPUFAN1 Speed / Current

CPUFAN2 Speed / INO(V): to IN6(V):
B1OS

Power Management Setup

Power Management Setup

oOff HDD
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BI10S

ROM PCI/I%A BIOS (2A6LFI20)
POWER MANAGEMENT SETUP
AWARD SOFTWARE, INC.
Power Managemsnt 1 User Define Primary INTR Ho: |
PM Control by APM : Yes IRQ3 (COM 2Z) i Primary
Video OFf Option  : Suspend -> Off IRQ4  (COM 1) : Primary
¥ideo Off Method : ¥/H SYNC+Elank IRQS [LPT 2} : Primary
MODEM Use IRQ i 3 IRQ6  (Floppy Disk): Primary
SoLt-0£L by PWRETN : Delay 4 Jec IRQ7 (LPT 1) : Primary
IRQE (RTC Alarm) : Disabled
HDD Power Dowm : Disahle IRQS (IRQZ Redir] : Secondary
Doze Mode : Disable IRQ10 (Reserved) i Secondary
Suspend Mode : Disable IRQ1ll (Reserved) : Secondary
IROLE (PH/2 Mouse) : Primary
WGA : OFF IR(Q13 (Coproce3sor): Primary
LPT & COM : LPT/COM IRQ14 (Hard Dizk) : Primary
HDD & FDD Hn) IRQLS (Reserved) : Disabled
DMA /fmaster : OFF
Modew Ring Resume : Disabled ESC @ Quit t1=— : Select Item
RTC Alarm Resume : Disabled F1 : Help FU/PD/+/- @ Modify
F5 : 0ld Values (3hift)F2 : Color
F& : Load BIOS Defaults
F? i Load Setup Defaults

Power Management

Disabled
User Defined
MAX Saving
MIN Saving MAX Saving
Disabled
User Defined Min Saving Max Saving
PM Control by APM
APM (Advanced Power Management) No
Yes Doze Standby Suspend
APM APM
Yes No
Video Off Option
Suspend ->
Off ( ); Always On; All Modes -> OFf

Video Off Method
V/H SYNC+Blank

H-Sync V-Sync
DPMS DPMS
Blank
Screen
Green
V/H Sync + Blank ( ); Blank Screen; DPMS
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MODEM Use IRQ
IRQ IRQ
3 NA 4 5 7 9 10 11

Soft-Off By PWR-BTTN

ATX Delay 4
Sec.
Instant-0ff
Delay 4 Sec. ( ); Instant Off
HDD Power Down
IDE
Max Saving Doze/Standby/
Suspend Min Saving 15 Doze/Standby/
Suspend Power Management User Defined
1 5
SCSI HDD Disabled ( ); 1 Min; . .

. 15 Min

Doze Mode/Suspend Mode

Doze/Suspend Max Saving
Doze/Suspend 10 Min Saving Doze/Suspend
Power Management User Defined

10 Sec; 20 Sec; 30 Sec; 40 Sec; 1 Min; 2 Min; 4 Min;
6 Min; 8 Min; 10 Min; 20 Min; 30 Min; 40 Min; 1 Hour

Disabled
VGA
ON VG A
OFF OFF (
); ON
LPT & COM
LPT/COM LPT COM
LPT (COM) LPT(COM)
NONE : LPT/COM (
), LPT, COM, NONE
HDD & FDD
(ON) HDD FDD
OFF : OFF, ON (
)
20
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DMA/master
ON LAN scsl DMA
OFF ( ); ON

Modem Ring Resume
AT X
Enabled LAN
Disabled ( ); Enabled

RTC Alarm Resume
A T X
Enabled
Disabled ( ); Enabled

Primary INTR

ON 1RQ oON ( );
OFF

IRQ3 (COM 2), . . ., IRQ7 (LPT 1), IRQ12 (PS/2 Mouse), - - . , IRQ14
(Hard Disk)

IRQ Primary (
); Secondary; Disabled

IRQ8 (RTC Alarm), IRQ15 ( )
1 RQ

IRQ8 (Real Time Alarm) Disabled
Disabled ( ); Primary; Secondary

IRQ9 (IRQ2 Redir), . . ., IRQLL ( )

1RQ9, I1RQ10, 1RQ14
Secondary ( ); Primary; Disabled

PCI PNP and PCI Setup

PNP and PCI Setup PCI
PCI INTA# PCI
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KA-6100

ROM PCI/ISA BIOS (2AGLFIZY)
PNF/PCI CONFIGURATION
ATARD 30FTVARE, INC.

PHP 0% Installed

Resources Controlled By
Reset Configuration Data :

i Yes CPU to PCI Write Buffer
: Buto FCI Dynanic Bursting
Disabled FCI Master O WS Write

PCI Delay Transaction
PCI#Z Access #1 Retry
AGP Master 1 W3 Write
AGP Master 1 W3 Read

PCI IRQ Actived By @ Level
Asszign IRQ For USB : Disabled
Aszigm IRQ For VGA : Enabled

i Enabled
: Enabled
: Enshled
¢ Enabled
i Digabled
t Enabled
: Disahled

ESC @ Quir tlee
Fl1 : Help PU/PD/+/- @ Modify
FS : 01d Values ([Shifr)F2 : Color
F& : Load BIODS Defaults
F7 : Load Setup Defaulrs

Select Item

PNP 0OS Installed

Windows NT Windows 95

Yes

No

Resources Controlled By

BI10S

Auto

Reset Configuration Data

Enabled

Disabled

CPU to PCI Write Buffer

(Enabled)

Enabled (

PCI Dynamic Bursting

(Enabled)
PCI

), Disabled

0S
0s 0s
0 S
No Yes
Auto
Manual
Manual
BI10S
Enabled
C U
PCI 1KB
PCI PCI
: Enabled ( ), Disabled
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BI10S
PCI Master 0 WS Write
(Enabled) PCI DRAM
(zero-wait state-cycle)
Enabled ( ), Disabled
PCI Delay Transaction
(Enable) PCI
PCI PCIl
: Disabled, Enabled ( )
PCI#2 Access #1 Retry
(Enabled)  AGP (PCI#2) PCI (PCI#1)
Disabled ( ); Enabled
AGP Master 1 WS Write
(Enabled)  AGP DRAM
Enabled ( ); Disabled
AGP Master 1 WS Read
(Enabled)  AGP DRAM
Disabled ( ); Enabled
PCI IRQ Activated By
IDE Edge
Level ( ); Edge
Assign IRQ For USB
USB IRQ Disabled
1RQ Disabled (
); Enabled
Assign IRQ For VGA
PCI VGA IRQ Disabled
1 RQ
Enabled ( ); Disabled
23



KA-6100

BI0S Load BIOS Defaults

Load BIOS Defaults Enter
Y Enter
N Enter
Standard CMOS Setup
ROM PCI/ISA BIOZ (2A6LFIZ2)
CMO5 SETUP UTILITY
AWARD $OFTWARE, INC.
STANDARD CMOS SETUP INTEGRATED PERIPHERALS
EINS FEATURES SETUP SUPERVISOR PASSWORD
CHIPSET FEATURES SETUP USER Pa3SWORD
POVER MANAGEMENT SETUP IDE HDD AUTO DETECTION
PNP/PCI CONFIGURA
Load B1OS Defaults (Y/N)? Y
LOAD BIOS DEFAULL
LOAD SETUP DEFAULTS EXIT WITHOUT SAYING
Esc : Quit 1 -+~ 3 Select Item
F10 : Save & Exit Setup iShift)F2 : Change Color

Setup Load Setup Defaults

B10OS
Load Setup Defaults Enter
Y
Enter N Enter

Standard CMOS Setup
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ROM PCIFISA BIOS (2AGLFIZO)
CHOS SETUP UTILITY
AWARD S0FTWARE, INC.

STANDARD CMOS SETUP

BIOS FEATURES SETUP

CHIPSET FEATURES SETUP

POVER MANAGEMENT 3SETUP

PNF/PCI CONFIGURA

LOAD BIOS DEFAUL

Load SETUP Defaults (Y/N}? Y

INTEGRATED PERIPHERALS

SUPERVISOR PASSWORD

USER PAZSWORD

IDE HDD ANTO DETECTION

LOAD SETUP DEFAULTS EXTT WITHOUT SAVING
Esc @ Quit 11 -~ : Select Item
F10 : Save s Exit Setup (3hift)F2 : Change Color

Integrated Peripherals

ROM PCI/ISA BIODS (2AELFIZ9)
INTEGRATED PERIPHERALS
AVARD S0FTWARE, INC.

OnChip IDE First Chammel : Enabled
OnChip IDE Second Chammel: Enabled

IDE Prefetch Mode : Enabled
IDE HDD Elock HMode : Enabled
IDE Primary Master PIO 1 duto

IDE Primary Slawe PIO 1 Auto

IDE Secondary Master PIO : Auro
IDE 3econdary 3lawe PIO @ &uto
IDE Primary Master UDMA : Auto
IDE Primary 3lawe UDMA : Auto

IDE Secondary Master UDMA: &uto

IDE 3econdary 3lawe T1DMA: duto
Init Display Firsc 1 PCI Hlot
Onbosrd FDD Controller ¢ Enahled
Onboard Serial Port 1 1 duto
Onboard Herial Fort & H

UART 2 Mode H

IR FMuncrtion Duplex 1 Half
BxD , T®D Active : Hi Hi

Onboard Parallel Port H

Onbosrd Parallel Mode H

ECP Mode Use DMA @ 3
Parallel Port EFPFP Type : EPFL.9
Onboard Audio Chip : Enabled

ESC : Quit Ti—~ @ Select Ttem
Fl1 i Help FU/PD/+/- i Modify
F5 : 01d Values (3hifc)FZ : Color
F6 : Load BI0OS Defaults

F7 : Load Setup Defaults

OnChip IDE First Channel
Enabled
Enabled (

OnChip IDE Second Channel
Enabled
Enabled (

PCI IDE
); Disabled

PCI IDE
); Disabled
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KA-6100
IDE Prefetch Mode
1 DE
1 DE
P 1 O
16 32
Enabled ( ); Disabled
IDE HDD Block Mode
Enabled
Enabled Disabled

IDE Primary Master PIO( OnChip IDE First Channel

)
PCI IDE (

)
Auto ( ); Mode 0; Mode 1;

Mode 2; Mode 3; Mode 4

IDE Primary SlavePl0 ( OnChip IDE First Channel

)
PCI IDE (

)
Auto ( ); Mode 0; Mode 1;

Mode 2; Mode 3; Mode 4

IDE Secondary Master P10 ( OnChip IDE Second Channel

)
PCI IDE (

)
Auto ( ); Mode 0; Mode 1; Mode 2;

Mode 3; Mode 4

IDE Secondary Slave P10 ( OnChip IDE Second Channel

)
PCI IDE ( )

Auto ( ); Mode 0; Mode 1; Mode 2;

Mode 3; Mode 4

IDE Primary Master UDMA ( OnChip IDE First Channel

)
HDD Ultra DMA PCI IDE
HDD Auto ( );
Disabled
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IDE Primary Slave UDMA( OnChip IDE First Channel

)
HDD UDMA PCI IDE
HDD Auto ( ); Disabled

IDE Secondary Master UDMA ( OnChip IDE Second Channel

)
HDD UDMA PCI IDE HDD
Auto ( ); Disabled

IDE Secondary Slave UDMA ( OnChip IDE Second Channel

)
HDD UDMA PCI IDE HDD
Auto ( ); Disabled
InitDisplayFirst
AGP VGA PCI VGA
PCI Slot ( ); AGP
Onboard FDD Controller
(Enabled) FDD
Enabled ( ), Disabled
Onboard Serial Port 1
170
170
COM3 COM4 Auto (

); 3F8/IRQ4; 3E8/IRQ4; 2F8/IRQ3; 2E8/IRQ3; Disabled

Onboard Serial Port 2
2 1/0
1/0
COM3 COM4 Auto (
); 2F8/1RQ3; 3E8/1RQ4; 2E8/1RQ3; 3F8/IRQ4; Disabled

UART 2 Mode ( Onboard Serial Port 2

)
2 IR IR
CoOM2 IR
Standard Standard ( ); IrDA 1.0; ASK IR;

MIR 0.57M; MIR 1.15M; FIR
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KA-6100
IR Function Duplex ( UART 2 Mode Standard
)
: Half ( ), Full
RxD, TxD Active
: Hi, Hi ( ); Hi, Lo;

Lo, Hi; Lo, Lo

Onboard Parallel Port
170
378/1RQ7 (
); 278/1RQ5; 3BC/IRQ7; Disabled
Parallel Port Mode ( Onboard Parallel Port Disabled
)
Normal ( ); EPP1.7; SPP;

EPP1.9; ECP

ECP Mode Use DMA ( Parallel Port Mode ECP
)
Direct Memory Access DMA 3 (
)1

Parallel Port EPP Type

EPP EPP1.9 ( ); EPP1.7
Onboard Audio Chip

Enabled ( ); Disabled
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Supervisor Password and User Password

Supervisor Password
User password

Enter
Enter

Enter
BIOS Features
Setup Security Option

Enter

IDE HDD Auto Detection

IDE HDD Auto Detection IDE
Standard CMOS Setup

1 DE
Y OPTIONS
N
N
0 4
IDE IDE
IDE HDD 2 E F
IDE IDE
Standard CMOS Setup
L B A
3 LBA
LBA Large Normal
1 DE 1
1 DE
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Standard CMOS Setup

Save & Exit Setup

CMOS
Save & Exit Setup

Enter

ROM PCISISA BIOS (ZAGLFIZH)
CHMD3 SETUP UTILITY
AWARD SO0FTWARE, INC.

STANDARD CMOS SETUP

BIOS FEATURES 3ETUP

PNP/PCI CONFIGURA

LOAD BIOS DEFAUL

LOAD SETUP DEFAULTHE

CHIPSET FEATURES SETUP

POUER MANAGEMENT SETUP

INTEGRATED PERIPHERALS

SUPERWISOR PASSWORD

USER PASSWORD

IDE HDD' AUTO DETECTION

SAVIE 1o CMOS and EXIT (Y/N)? ¥

EXIT WITHOUT SAVING

Esc @ Quit
F10 : Save & Exit Setup

1 = = 1 Gelect Item
($hift)FZ : Change Color

Without Saving

Exit Without

Enter
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ROM PCI/ISA BIDS (ZABLFIZH)
CHMOS SETUP UTILITY
AWARD SOFTWARE, INC.

STANDARD CMOS SETUP INTEGRATED PERIFPHERALS

EIOS FEATURES SETUP SUPERVISOR PASSHORD

CHIPSET FEATURES SETUP

USER PASSWORD

POWER MAWAGEMENT SETUP IDE HDD AUTO DETECTION

PNE/FCI CONFIGURA
Quit Without
LOAD BIOS DEFAUL

L0AD SETUP DEFAULTS EXIT WITHOUT SAVING
Esc : Quit T4 =+~ o Select Item
Fl0 : Save & Exit Setup (Shift)F2 : Change Color
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