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c «

Jumper Setting for CPU Clock . Jumper Setting for System
. . ] ) . ’ 1 CPU Voltage
CPU | External CPU Clock Rate m Others | 33V | 3.5V (Default)
Speed | Clock | JK1 | JK2 | JK3 firy Muitiple [ JC2. - I R R
133MHz | 66MHz | €w | €A | ey | 2XExt |cfgy| s6| mm | mm m
120MHz | 60MHz | ifry | chny | dfy | 2xExt | @@ T
1 321 32 1 321 1.5 x Ext. - um“ I
00MHz| 66MHz | go=1 3= | =00} wﬂu Jo1 Internal Write-Back/
90MHz | 60MHz | ofry | ofy | cfm | 1.5 x Ext. [ 4] Write-Through Cache
L 324
(«EX} Write-Back (Default)
75MHz | 50MHz | géd | 2d | 2ém | 1.5 X Ext. | pfw .
M=) | =0 | =00 B35 Write-Through
JP2 Hardware Reset
Jumper Setting for /1O ( ( ; m  Enabled
== Disabled (Default)
J1 Display Type
i)  Mono/EGANVGA
m CGA
JCP Password Clear
I Enabled
==  Disabled (Default)
Ji NS87332/87334

m= IR serial port (for NS334)
COM Port (for NS332) (Default)
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