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Modem
Wake-up

CN8

LAN
Wake-up

CN9

Power 
Connector
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PCI Bus 1

PCI Bus 2

USBRJ-45
(Option)

PS/2 
Mouse
Key-
board
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V
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A
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O
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RAM Power 
LED

A
u

d
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/M
ID

I/G
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m
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1CD
CN9

Secondary IDE

Primary IDE

1

1

AMR

Floppy
1USB2

1
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CN10

JP9

JP8

JP10

JP
7

JP
6

JP
5

1
2

2
1

Fan Power

12V

Speed
Sensor

G Fan1

Speed
Sensor

G Fan 
Power

12V

Fan2

JP2

BAT1

CN5 Digital Video Out 
(Proprietary)

1

COM 2 
JP4
JP3

IrDA (IR) 
JP4

BIOS

Not User Selectable
Leave on Default

JP3

JP4
Auto

133MHz

100MHz

66MHz

CPU Clock

24 23

CN4

Green Switch
(SMI)

IDE 
LED

Soft
Power

Reset

Power/
Suspend LED

KEYLOCK

Speaker

12

Clear CMOS

Normal

Clear CMOS 

JP7
1

Enabled

Disabled

Keyboard
Power-on 

1

Safe Mode

Normal

CPU Frequency Strap 
JP5

1

1

Disable

Enable

ON BOARD 
LAN Wak-up

JP8

1

1

Disable

Enable

ON BOARD LAN
JP10

1

1

Enable

Normal

STR PCI Wake-up
JP9

1

1

Unlocked

Locked

Flash BIOS
JP6

1

1

Enabled

Disabled

Onboard AC97 Audio
JP2

1

1

S381-F Series
Jumper Setting
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