Chapter 3 Driver Installation

3. Driver Installation
Introduction

There are motherboard drivers and utilities included in
ACORP Bonus CD disc. You don't need to install all of them
in order to boot your system. But after you finish the
hardware installation, you have to install your operation
system first (such as windows 98) before you can install any
drivers or utilities. Please refer to your operation system

installation guide.

Note:Please follow recommended procedure
to install Windows 95 and Windows 98.

3.1 Auto-run Menu

You can use the auto-run menu of Bonus CD disc.

Choose the utility and driver and select model name.
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3.2 Installing Intel INF Driver
You can install the Intel inf driver (IDE Bus master
(For Windows NT use), Intel ATAPI Vendor Support
Driver, Intel AGP, IRQ Routing Driver (For Windows 98
use), Intel Registry (INF) Driver) from the Bonus Pack

CD disc auto-run menu.
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Click "Disk1" Item.

(4)
Click "Setup".
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(5)
Click "Next".

3.3 Installing Ultra ATA Driver
It is necessary to install Bus Master IDE drive to support
ATA hard disk. You can find the Ultra ATA driver from the
Bonus Pack CD disc auto-run menu.
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Click "Intel Driver" Item.

(2)
C— Click "Uatadrv" Item.
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Note: Installing this Bus Master
- 3) - IDE driver may cause Suspend

Click "intelata603_multi". | [0 HardDrive failure.
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3.4 Installing Hardware Monitoring Utility
You can install Hardware Monitoring Utility to monitor
CPU temperature, fans and system voltage. The hardware

monitoring function is automatically implemented by the

BIOS and utility software. No hardware installation is needed.

e — u (2)
a —— Click "HWM" Item.
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Click "Setup" Item.

(4)
Click "Setup".

(3
Click "OK".
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3.5 Installing Onboard IDE RAID Driver

The onboard PROMISE FastTrak 100 Lite chipset provides DOS, Windows
98/98 SE/ME/NT/2000 driver for install. You can find the Onboard IDE RAID

driver from the Bonus Pack CD disc auto-run menu.

1)
Click "Properties"
Item.

2)
Click "Update
Driver" Item.

3)
Click "Next" Item.
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4
Click "Next" Item.

)
Selection your system
environment follow
path :\MB\fasttrak\
then
Click "Next" Item.

(6)
Click "finish" Item.
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3.6 Installing Win2000 RAID Driver

How to install Win2000 RAID driver, please follow the
procedure below to set up RAID driver.

1. Boot your system. If this is the first time you boot the Promise
onboard BIOS, it will display the following screen.
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2. Press <Ctrl-F> keys to display the FastBuild (tm) Utility Main
Meun.
3. Press "1" to display Auto Setup Menu below. This is the fastest
and easiest method to creat your IDE RAID.

Creating Arrays Automatically

The Auto Setup <1> selection from the Main Menu can
intuitively help create your disk array. It will assign all
available drives appropriate for the disk array you are
creating. After setting, use Ctrl-Y to Save selections.
FastBuild will automatically build the array.
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Optimize Array For
Select which you want, performance (RAID 0) or security
(RAID 1) under the "Optimize Array For".

A8
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View Drive Assignments
The View Drive Assignments <2> option in the Main
displays which drives are assigned to a disk arrays or are
unassigned.
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6.Then you will find the display below, if you select "performance"
(RAID 0).

firray Mo BATR Mode Total Dre
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7. Save & reboot, then go into the BIOS setting to select the first
boot device "Floppy" from "Advanced BIOS features" as
follow.

CC Checking
Feature [

8. After reboot the system by bootable disk, modifying the
"CONFIG.SYS" of the bootable disk as below and save it.

[CD]

device=himem.sys /testmem:off

device=oakcdrom.sys /D:mscd001

device=btdosm.sys

device=flashpt.sys

device=btcdrom.sys /D:mscd001

device=aspi2dos.sys

device=aspi8dos.sys

device=aspi4dos.sys

device=aspi8u2.sys

device=aspicd.sys /D:mscd001

DEVICE=FASTTRACK.SYS

9. On the other hand, copying the files of "MB\
FASTTTRACK\FT100 DRIVER\TXTSETUP.OEM &
FASTTRACK as well as the folder of "Win2000" from
the attached CD to the other FDD.

10. Using the modified disk to boot the PC.

11. Running FDISK.
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e mew driec(e) wobng ofler nper 3
J'l' Wimdmes 35 amd Himdoug 81, 4z weil 2=
= and M-I addithes, disk etillties that
1y for the FATIE 1ile sysiem will b b abie
coeny ikl dish wilk elher oporating
Iities. do net esshle large drlee sapparl.

gc disk sagport (RH)...........TIH

Lc Primarg BOS Partitiss
1

imes aunilahle #ize for a E‘r:ll.r.ru MIE Fariiifse
tiwe (T Mt .

12. Separating and allocating the required volume of disk, and
reboot the system then Format C:.

13. After that restart the system and set the CMOS
from "Advanced BIOS features" as following chart.
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he ECC Lbhecking [
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14. Input the Win2000 CD in CD Drive and boot the system from
CD-ROM. Also, put the FDD that include the "FastTrack"
& "TXTSETUP" files and "WIN2000" folder, then
press Fo6 button as soon as the following message appeared.

15. After that, continue to install OS procedures.

deBpecify Additional Device |

16. Press "S".
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17. Selecting "Win2000 Promise... " then go back to install
Win2000 continuously.



