Award BIOS

AOFlash
BIOS

: BIOS code
BIOS
( Chipset Setup

3-1



AWARD BIOS

3.1 BIOS Setup

BIOS Setup Flash ROM
128 byte CMOS RAM BIOS Setup
POST ( ) DEL AWARD BIOS
Setup

ROM PCI/ISA BIOS (GO000AG6)
CHMOS SETUP UTILITY
AYARD SOFTWARE, INC.
STANDARD CHMOS SETUP INTEGRATED PERIPHERALS

BIOS FEATURES SETUP PASSHWORD SETTING

CHIPSET FEATURES SETUP IDE HDD AUTO DETECTION
POWER MANAGEMENT SETUP SAVE & EXIT SETUP

PNP/PCI CONFIGURATION EXIT WITHOUT SAYING
LOAD SETUP DEFAULTS LOAD EEPROM DEFAULTS
LOAD TURBO DEFAULTS SAVE EEPROM DEFAULTS

Esc : Quit T 1=+« : Select Item
F10 : Save & Exit Setup F9 : Change Language

"Load Setup Defaults"
"Load Turbo

Defaults"

ESC F9 F10

Enter
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3.2 Standard CMOS Setup

"Standard CMOS Setup"

ROM PCI/ISA BIOS (B0000086)
STANDARD CMOS SETUP
AYARD SOFTWARE, INC.

Date (mm:dd:yy) : Thu,
Time (hh:mm:ss) : 16 :
HARD DISKS TYPE SIZE  CYLS HEAD PRECOMP LANDZ SECTOR MODE

B NORMAL

Jan 15 1997
B: 9

Primary Master

@ NORMAL
@ NORMAL

Secondary Master :
Secondary Slave

: 0
Primary Slave ; g B NORMAL
[t}

Drive A : None
Drive B : None

Video . EGA/YGA
Halt On : All Errors

ESC : Quit T4+« . Select Item PU/PD/+/- : Modify
F1 . Help F9 . Change Language

Standard CMOS -> Date

Date
F B
Standard CMOS > Time
TIME
FEH Em 24
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Standard CMOS - Primary Master 2> Type
Standard CMOS - Primary Slave 2> Type
Standard CMOS - Secondary Master > Type
Standard CMOS - Secondary Slave > Type

Type
Auto

User
None

IDE
(Size) (Cylinder) (Head) (pre-
compensation) Cylinder
(Landing Zone)  Cylinder (Sector)
Auto BIOS
(POST) Type Standard
BIOS Setup Type
User

Type None
IDE CDROM

: "IDE HDD Auto

Detection" IDE

Standard CMOS > Primary Master > Mode
Standard CMOS > Primary Slave > Mode
Standard CMOS -> Secondary Master > Mode
Standard CMOS > Secondary Slave > Mode

Mode
Auto
Normal
LBA
Large
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Standard CMOS > Drive A
Standard CMOS -> Drive B

Drive A
None
360KB 5.25"
1.2MB 5.25"
720KB 3.5"
1.44MB 3.5"
2.88MB 3.5"

Drive B

Standard CMOS > Video

Video
EGA/NVGA
CGA40
CGA80
Mono

VGA/EGA

Standard CMOS - Halt On

Halt On
No Errors
All Errors

All, But
Keyboard

All, But Diskette
All, But Disk/Key

Drive A
VGA
(POST)
All Errors

3-5



AWARD BIOS

3.3 BIOS Features Setup

“BIOS Features Setup”

ROM PCI/ISA BI0OS (G0000AG6)
BIOS FEATURES SETUP
AYARD SOFTWARE, INC.

Virus Warning . Enabled Video BIOS Shadow : Disabled

C8000-CBFFF Shadow : Disabled
External Cache : Disabled | CCOBO-CFFFF Shadow : Disabled
CPU L2 Cache ECC Checking : Enabled DOBOO-D3FFF Shadow : Disabled
Quick Power On Self Test : Disabled | D40BO-DVFFF Shadow : Disabled
Boot Sequence : A,C,SCST | D8POO-DBFFF Shadow : Disabled
Swap Floppy Drive : Disabled | DCOBO-DFFFF Shadow : Disabled
Boot Up NumlLock Status . Off

Security Option : Setup
PCI/VYGA Palette Snoop : Disabled
05 Select For DRAM > 64MB  : Hon-052

Show Logo On Screen : Enabled

: Quit tl+e : Select Ttem
. Help PU/PD/+/- : Modify
: 01d Yalues F9 : Language
: Load Setup Defaults

. Load Turbo Defaults

BIOS Features > Virus Warning

Virus
Warning (Boot Sector) (Partition Table)
Enabled Enable

Disabled

' WARNING !
Disk Boot Sector is to be modified
Type "Y" to accept write, or "N" to abort write
Award Software, Inc.
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BIOS Features > External Cache

External Cache
Enabled
Disabled

PBSRAM )

Enable Disable

BIOS Features » CPU L2 Cache ECC Checking

CPU L2 Cache

ECC Checking
Enabled

Disabled

L2 Cache ECC
Checking

BIOS Features - Quick Power On Self Test

Quick Power on

Self test
Enable
Disabled

Boot Sequence
A,C,SCSI
C,A,SCSI
C,CDROM,A
CDROM,C A
CDROM,A,C
D,A,SCSI
E,A,SCSI
F,A,SCSI
SCSI,A,C
SCSI,CA

C only
LS/ZIP,C

(POST) Enabled

BIOS Features - Boot Sequence

(ID)

C: Primary master

D: Primary slave

E: Secondary master
F: Secondary slave
LS:LS120

Zip: IOMEGA ZIP Drive
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BIOS Features - Swap Floppy Drive

Swap Floppy Drive
Enabled
Disabled

(A B) B
A

BIOS Features - Boot Up NumLock Status

Boot Up NumLock
Status

On

Off

On
Off
On

BIOS Features > Security Option

Security Option
Setup

System

System
BIOS Setup

Setup BIOS Setup

"Password Setting”
<Enter>

BIOS Features »> PCI/VGA Palette Snoop

PCI/VGA Palette

Snoop
Enabled

Disabled
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BIOS Features

- OS Select for DRAM > 64MB

OS Select for 0S/2
DRAM > 64MB 64MB 0s/2 Non-0S/2
0S/2
Non-0S/2
BIOS Features - Show Logo On Screen
Show Logo On POST AOpen
Screen
Enabled
Disabled
BIOS Features > Video BIOS Shadow
Video BIOS VGA BIOS Shadow BIOS
Shadow DRAM
Enabled DRAM ROM
Disabled Enabled
BIOS Features > C800-CBFF Shadow
BIOS Features - CCO00-CFFF Shadow
BIOS Features > DO000-D3FF Shadow
BIOS Features > D400-D7FF Shadow
BIOS Features »> D800-DBFF Shadow
BIOS Features - DCO00-DFFF Shadow
C8000-CBFFF
Shadow Enabled ROM Code
Enabled (DRAM) Shadow
Disabled ROM Code
Enabled
ROM Code
/ . FO00 EOO0O0 BIOS
@ Code
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3.4 Chipset Features Setup

"Chipset Features Setup"

ROM PCI/ISA BIOS (600060886)
CHIPSET FEATURES SETUP
AYARD SOFTWARE, INC.

SDRAM Precharge to Active:
SDRAM Active to Precharge:

SDRAM Active to CHD
SDRAM CAS Latency

DRAM Clock

DRAM ECC Function
Memory Hole At 15M-16M
Video RAM Cacheable
AGP Aperture Size
AGP-2X Mode

Pentium II Micro Codes

3-10

: Disabled
: Disabled
: Disabled
: 64M

. Enabled
: Enabled

336 36 36 36 36 36 36 SE 3 36 36 36 36 36 3

Jumperless Setup
Manufacture Freq Default :
Clock Spread Spectrum . Off

System Freguency . 233 MHz

: Quit Tl+e : Select Item
: Help PU/PD/+/- . Modify
: 01d Yalues F9 : Language
. Load Setup Defaults

. Load Turbo Defaults
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Chipset Features >

SDRAM Precharge
to Active

2T
3T

Chipset Features >

SDRAM Active to

Precharge
5T

6T

Chipset Features >

SDRAM Active to
CMD

2T

3T

Chipset Features >

SDRAM Precharge to Active

SDRAM
3T

SDRAM Active to Precharge

SDRAM
6T

SDRAM Active to CMD

SDRAM
3T

SDRAM CAS Latency

SDRAM CAS SDRAM SDRAM
Latency 3T
2T
3T

Chipset Features > DRAM Clock
DRAM Clock DRAM clock
Host CLK
66MHz
CPU SDRAM
100 MHz PC100 Host CLK
100 MHz PC66 66MHz
66 MHz PC100 Host CLK
66 MHz PC66 Host CLK
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Chipset Features - DRAM ECC Function

DRAM ECC Function
Enabled
Disabled

DRAM ECC

Chipset Features > Memory Hole At 15M-16M

Memory Hole At
15M-16M

Enabled
Disabled

ISA
ISA
bus
I/O

Chipset Features > Video RAM Cacheable

Video RAM
Cacheable

Enabled
Disabled

Video RAM AOO0O  B00O

Chipset Features > AGP Aperture Size (MB)

AGP Aperture Size
(MB)

4

8

16

32

64

128

256

AGP Aperture Size

Chipset Features > AGP-2X Mode

AGP-2X Mode
Enabled
Disabled

3-12

AGP 2x Enabled
Disabled



AWARD BIOS

Chipset Features -

Pentium Il Micro
Codes

Enabled
Disabled

Chipset Features >

Manufacture
Frequency Default
Depends on the
CPU type

Chipset Features >

Clock Spread
Spectrum
On

Off

Chipset Features >

System Frequency
233 MHz
266 MHz
300 MHz
333 MHz
350 MHz
400 MHz
433 MHz
450 MHz
466 MHz
500 MHz
Manual

Pentium Il Micro Codes

microcode CPU
Enabled

Disabled

bug

Manufacture Frequency Default

CPU
"Home”
233 Mhz

Clock Spread Spectrum

EMI

System Frequency

CPU
"Manual"
Frequency"  "CPU Clock Ratio "

"CPU Clock
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Chipset Features - CPU Clock Frequency

CPU Clock Frequency
66.8 MHz
68.5 MHz
75.0 MHz
83.3 MHz
100 MHz
103 MHz
112 MHz
117 MHz
124 MHz
129 MHz
133.3 MHz
138 MHz
143 MHz
148 MHz
153 MHz

Chipset Features > CPU Clock Ratio

CPU Clock Ratio
1.5
2.0
25
3.0
35
4.0
4.5
5.0
55
6.0
6.5
7.0
7.5
8.0
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3.5 Power Management Setup

Power Management Setup
“Power Management Setup”

ROM PCI/ISA BIOS (G0000006)
POWER MANAGEMENT SETUP
AYARD SOFTWARE, INC.

Power Management : User Define Primary INTR : ON
PH Control by APH : Yes TRQ3 (COM . Primary
Video Off After . Suspend . Primary
Video Off Method : Y/H SYNC+Blank : Primary
MODEM Use IRQ - 3 (Floppy Disk): Primary
(LPT 1) : Primary
Doze Mode : Disabled {RTC Alarm) : Disabled
Suspend Mode : Disabled (IRQ2 Redir) : Secondary
HDD Power Down : Disabled {Reserved) . Secondary
BY Hake On Modem : Disabled {Reserved) . Secondary
Hake On LAN : Disabled (P$/2 Mouse) : Primary
Soft-0ff by PURBTN : Delay & Sec {Coprocessor): Disabled
Hake On RTC Timer : Disabled {Hard Disk) : Primary
{Reserved) : Disabled

: Quit Tl+e : Select Item
: Help PU/PD/+/- . Modify
: 01d Yalues F9 . Language
: . Load Setup Defaults
DMA/master : : Load Turbo Defaults

Power Management > Power Management

Power Management

Max Saving Disable
Mix Saving User Defined

User Define

Disabled

Mode Doze Standby | Suspend | HDD Power Down
Min Saving 1 hour 1 hour 1 hour 15 min

Max Saving 1 min 1 min 1 min 1 min
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Power Management - PM Controlled by APM

PM Controlled by
APM

Yes
No

"Max Saving"

Power Management

Video Off After
N/A

Doze

Standby

Suspend

Power Management

Video Off Method
V/H SYNC + Blank
DPMS

Blank Screen

(APM)
CPU

- Video Off After

- Video Off Method

Power Management - Modem Use IRQ

Modem Use IRQ

3-16
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Power Management - Doze Mode

Doze Mode
Disabled
1 Min
2 Min
4 Min
8 Min
12 Min
20 Min
30 Min
40 Min
1 Hour

CPU

IRQ

Power Management - Suspend Mode

Suspend Mode
Disabled

1 Min
2 Min
4 Min
8 Min
12 Min
20 Min
30 Min
40 Min
1 Hour

Drive

Power On Suspend  Suspend to Hard

Power Management - HDD Power Down

HDD Power Down
Disabled
1 Min

IDE
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Power Management - 0V Wake On Modem

0V Wake On
Modem

Enabled
Disabled

Power Management

Wake On LAN
Enabled
Disabled

Wake on Modem

- Wake On LAN

Wake on LAN

Power Management > Soft-Off by PWR-BTTN

Soft-Off by PWR-
BTTN

Delay 4 sec.
Instant-Off

Power Management - Wake On RTC Timer

RTC Wake Up Timer
Enabled
Disabled

Power Management > Date (of Month)

Date (of Month

3-18

Enabled soft power switch
(Suspend)
switch 4
Suspend 4
Disabled soft
power switch Suspend
4
/
“Wake On RTC Timer”
15 15
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Time )

Power Management - Time (hh:mm:ss)

Time (hh:mm:ss)

hh:mm:ss

“Wake On RTC Timer”

Power Management > VGA

Power Management > LPT & COM
Power Management - HDD & FDD
Power Management - DMA/Master

COM Ports Activity
ON
OFF

LPT

power down
HDD VGA DMA

Power Management - Primary INTR

Primary
ON

OFF

Power Management

IRQ [3-15].NMI
Primary
Secondary
Disabled

NMI

power down

> IRQ [3-15]

NMI

COM port

IRQ3-15

IRQ
Enabled
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3.6 PNP/PCI Configuration Setup

PNP/PCI Configuration Setup
“PNP/PCI Configuration Setup”

PNP 0S Installed

Resources Controlled By
Configuration Data :

: PCL/ISA
- PCI/ISA
: PCI/ISA
: PCL/ISA
- PCI/ISA
: PCI/ISA
: PCL/ISA
: PCI/ISA
: PCI/ISA
: PCL/ISA
: PCI/ISA
: PCI/ISA
: PCI/ISA
: PCL/ISA
: PCI/ISA
: PCI/ISA

assigned
assigned
assigned
assigned
assigned
assigned
assigned
assigned
assigned
assigned
assigned
assigned
assigned
assigned
assigned
assigned

ISA  PCI

ROM PCI/ISA BIOS (60006886)
PNP/PCI CONFIGURATION
AYARD SOFTWARE, INC.

PNP/PCI Configuration >

PnP OS Installed
Yes
No

BIOS

3-20

: No
: Manual Primary  IDE I
Disabled Secondary IDE INT

PnP
PnP
PnP
PnP
PnP
PnP
PnP

PCT IDE IRQ Map To

Assign IRQ For USB
Assign IRQ For YGA

PCI Slot2

NTH

#

: PCI-AUTO
;A
: B

: Enabled
: Enabled

Auto

PCI Slotl  IRQ{Right): Auto
TR0 :

PCI Slot3 IRQ

PCI Sloté/5 IRO(Left)

: Quit
. Help
: 01d Values

: Auto
: Auto

tl+e : Select Ttem
PU/PD/+/- : Modify

F9

. Language

: Load Setup Defaults
. Load Turbo Defaults

PnP OS Installed

(

POST
BIOS
Windows 95)

VGA/IIDE  SCSI

(PnP)
PnP
Yes
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PNP/PCI Configuration 2>

Resources Controlled By

Resources Manual ISA  PCI
Controlled by IRQ DAM Auto
Auto

Manual
PNP/PCI Configuration - Reset Configuration Data

Reset Configuration IRQ

Data Enabled

Enabled IRQ

Disabled
PNP/PCI Configuration - IRQ3 (COM2)
PNP/PCI Configuration - IRQ4 (COM1)
PNP/PCI Configuration - IRQ5 (Network/Sound or Others)
PNP/PCI Configuration - IRQ7 (Printer or Others)
PNP/PCI Configuration - IRQ9 (Video or Others)
PNP/PCI Configuration - IRQ10 (SCSI or Others)
PNP/PCI Configuration - IRQ11 (SCSI or Others)
PNP/PCI Configuration - IRQ12 (PS/2 Mouse)
PNP/PCI Configuration - IRQ14 (IDE1)
PNP/PCI Configuration - IRQ15 (IDE2)

IRQO3 ISA PnP

Legacy ISA IRQ IRQ
PCI/ISA PnP Legacy ISA PCI/ISA PnP

IRQ Legacy ISA PnP BIOS
IRQ ISA
PCI/ISA PnP PCI ( PCI
) IRQ ISA
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PNP/PCI Configuration > DMA 0
PNP/PCI Configuration > DMA 1
PNP/PCI Configuration > DMA 3
PNP/PCI Configuration > DMA 5
PNP/PCI Configuration > DMA 6
PNP/PCI Configuration > DMA 7

DMA 0 ISA PnP DMA
Legacy ISA DMA
PCI/ISA PnP Legacy ISA PCI/ISA PnP DMA
Legacy ISA PnP BIOS DMA
ISA PCI/ISA
PnP PCI DMA
ISA
PNP/PCI Configuration > PCI IDE IRQ Map To
PCI IDE IRQ Map PCI IDE PnP
To BIOS
ISA PnP PCI PCI IDE
PCI-Slotl Auto PCI -IDE |
PCI-Slot2
PCI-Slot3
PCI-Slot4
PCI-Auto
PNP/PCI Configuration - Primary IDE INT#
PNP/PCI Configuration - Secondary IDE INT#
Primary IDE INT# “PCI IDE IRQ Map To"
A IDE PCI IDE primary
B secondary PCI PCI
C "PCI IDE IRQ Map To"
D PCI

3-22



AWARD BIOS

PCI Slot Location 1 Location 2 Location 3 Location 4
(pin AB) (pin B7) (pin A7) (pin B8)

Slot 1 INTA INTB INTC INTD

Slot 2 INTB INTC INTD INTA

Slot 3 INTC INTD INTA INTB

Slot 4 INTD INTA INTB INTC

Slot 5 (if any) | INTD INTA INTB INTC

PNP/PCI Configuration >

Assign IRQ for USB

Enabled
Disabled

PNP/PCI Configuration >

Assign IRQ for VGA

Enabled
Disabled

PNP/PCI Configuration >
PNP/PCI Configuration >
PNP/PCI Configuration >
PNP/PCI Configuration >

PCI Slotl IRQ

Auto

Assign IRQ for USB

USB IRQ

Assign IRQ for VGA

VGA IRQ

PCI Slot1 IRQ (Right)

PCI Slot2 IRQ
PCI Slot3 IRQ

PCI Slot4/5 IRQ (Left)

IRQ

PCI
Auto

Auto
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3.7 Load Setup Defaults

BIOS ROM
Setup CMOS

"BIOS Features Setup"  "Chipset Features Setup"

3.8 Load Turbo Defaults

BIOS ROM
Setup CMOS

"BIOS Features Setup”  "Chipset Features Setup"

3% 10%
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3.9 Integrated Peripherals

“Integrated Peripherals”

ROM PCI/ISA BIOS (60006086)
INTEGRATED PERIPHERALS
AYARD SOFTWARE, INC.

On-Chip Primary IDE : Enabled Onboard FDC Controller:

On-Chip Secondary IDE : Enabled Onboard Serial Port 1 : 3F8/I1RQ4
IDE Prefetch Mode : Enabled Onboard Serial Port 2 :

IDE HDD Block Mode . Enabled UART Mode Select :

Primary Master : Auto RxD , TxD Active : Hi,Lo
Primary Slave : Auto IR Transmittiion delay: Enabled
Secondary Master PI0 : Auto Onboard Parallel Port :
Secondary Slave PI0 : Auto Parallel Port Mode

Primary Master UDMA : Auto ECP Mode Use DMA : 3
Primary Slave UDMA : Auto EPP Mode Select : EPP1.9
Secondary Master UDMA : Auto OnChip USB : Disabled
Secondary Slave UDHA : Auto

Init Display First : PCI Slot

POYER ON Function :
KB Power ON Password : Enter : Quit Tl+e : Select Item
Hot Key Power ON . Ctrl-F1 . Help PU/PD/+/- : Modify
AC PHR Auto Recovery : Off : 01d Yalues F9 . Language
: Load Setup Defaults
. Load Turbo Defaults

Integrated Peripherals - OnChip IDE First Channel
Integrated Peripherals - OnChip IDE Second Channel

OnChip IDE First primary IDE
Channel IDE

Enabled
Disabled

Integrated Peripherals - IDE Prefetch Mode

IDE Prefetch Mode IDE prefetch mode
Enabled
Disabled
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Integrated Peripherals - IDE HDD Block Mode

IDE HDD Block Mode
Enabled IDE
Disabled

Integrated Peripherals - IDE Primary Master PIO
Integrated Peripherals - IDE Primary Slave PIO
Integrated Peripherals - IDE Secondary Master PIO
Integrated Peripherals - IDE Secondary Slave PIO

IDE Primary Master IDE IDE

PIO PIO PIO

Auto mode 0 3.3MB/s mode
Mode 1 1 52MB/s mode 2 8.3MB/s mode 3
Mode 2 11.1MB/s mode 4 16.6MB/s

Mode 3 Auto

Mode 4

: IDE Primary
IDE master

Integrated Peripherals - IDE Primary Master UDMA
Integrated Peripherals - IDE Primary Slave UDMA
Integrated Peripherals - IDE Secondary Master UDMA
Integrated Peripherals - IDE Secondary Slave UDMA

IDE Primary Master IDE IDE UDMA
UDMA Auto Ultra DMA/33
Auto

Disabled
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Integrated Peripherals - Init Display First

Init Display First
PCI

AGP

PCI VGA AGP

Integrated Peripherals - Power On Function

Power On Function
Button Only
Keyboard 98
Password

Hot Key

Mouse Left

Mouse Right

O

/
Button Only: /

Keyboard 98:
“ Wakeﬂ
Password:

( )
Hot Key:

Keyboard 98

(hot key)
“Hot Key Power On”

Mouse Left:

Mouse Right:

/ JP28

Enabled

PS/2

Password

CMOS

DOS
DOS

Integrated Peripherals »> Keyboard Power On Password

Keyboard Power On
Password

“Power On Function” “Password”

1 5
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Integrated Peripherals > Hot Key Power On

Hot Key Power On
Ctrl-F1
Ctrl-F2
Ctrl-F3
Ctrl-F4
Ctrl-F5
Ctrl-F6
Ctrl-F7
Ctrl-F8
Ctrl-F9
Ctrl-F10
Ctrl-F11
Ctrl-F12

“Power On Function”

Power Management > AC PWR Auto Recovery

AC PWR Auto

Recovey
Former-Sts

On
Off

On

Sts

Integrated Peripherals - Onboard FDC Controller

Onboard FDC
Controller

Enabled
Disabled
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Enabled

“Hot Key’

Off
Former-
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Integrated Peripherals - Onboard Serial Port 1
Integrated Peripherals - Onboard Serial Port 2

Onboard Serial Port
1

Auto

3F8/IRQ4

2F8/IRQ3

3E8/IRQ4

2E8/IRQ3

Disabled

Auto

&

Integrated Peripherals > UART Mode Select

UART Mode Select
Standard

HPSIR

ASKIR
Standard - serial port 2
HPSIR - IrDA
ASKIR - IrDA

(serial port2)

Integrated Peripherals > RxD, TxD Active

RxD, TxD Active
Hi, Hi
Hi, Lo,
Lo, Hi
Lo, Lo

(Receive Data)

(IDA)
115K
(IDA)
19.2K
UART (IR )  RxD

TxD (Transmit Data)
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Integrated Peripherals - IR Transmission Delay

IR Transmission

Delay
Enabled

Disabled

Enabled SIR TX RX
4 (character)

Integrated Peripherals - Onboard Parallel Port

Onboard Parallel
Port

3BC/IRQ7

378/IRQ7

278/IRQ7

Disabled

I/0
IRQ

Integrated Peripherals - Parallel Port Mode

Parallel Port Mode
Normal

SPP

EPP 1.7 + SPP

EPP 1.9 + SPP

ECP

EPP 1.7 + ECP

EPP 1.9 + ECP

Normal ,
IBM AT

SPP (Stand
Parallel Port) PS/2

EPP
(Enhanced Parallel Port)

ECP (Extended Parallel Port)

Integrated Peripherals - ECP Mode Use DMA

ECP Mode Use DMA
3
1
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DMA
RLE (Run Length Encoded)
EPP1.7 EPP1.9
ECP DMA
3
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Integrated Peripherals > EPP Mode Select

EPP Mode Select
EPP1.7
EPP1.9

EPP

Integrated Peripherals - Onboard USB

Onboard USB
Enabled
Disabled

USB controller
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3.10 Password Setting

BIOS
1. 8
2. , Enter
3.
Enter

3.11 IDE HDD Auto Detection

IDE
CMOS Setup”  "Hard Disk” IDE

"Standard CMOS Setup"

3.12 Save & Exit Setup

Setup CMOS
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3.13 Load EEPROM Default

"Load Setup Default" "Load Turbo Default"
EEPROM

3.14 Save EEPROM Default

EEPROM CMOS
"Load EEPROM DEFAULT"

3.15 Exit without Saving

Setup CMOS

3.16 NCR SCSI BIOS and Drivers

NCR 53C810 SCSI BIOS BIOS
NCR BIOS NCR 53C810
SCSi
SCSI NCR SCSI BIOS
DOS SCSI Windows 0S/2 NCR
53C810 SCSI DOS SCO UNIX
DOS SCSI
DOS Windows NT Novell NetWare 0S/2 SCO UNIX
SCsSI SCO UNIX BIOS
README
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3.17 BIOS
AOpen Easy Flash flash
flash
1. AOpen BIOS AX63200.EXE
2. A DOS
driver 520K
3. A:> AX63200
FLASH
4,
5. BIOS Setup "BIOS SETUP DEFAULT"
"Save & Exit"

/ : BIOS BIOS
% Win95/Win98 PnP
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