			   Award BIOS ver.  Highscreen VBS 1.01 ECS





BIOS Einstellungen für UC 4915-A Mainboard in Verbindung mit AMD 486DX-40 Prozessor


				





�


				   ROM ISA BIOS (21DN6001)


                                               	    BIOS FEATURES SETUP


                                               	  AWARD SOFTWARE, INC.


��


	Virus Warning		     : Disabled		System BIOS    Shadow	: Enabled


	CPU Internal Cache 		     : Enabled		Video   BIOS    Shadow	: Enabled


	External Cache		     : Enabled		C8000-CBFFF  Shadow	: Disabled


	Quick Power On Self Test	     : Disabled		CC000-CFFFF  Shadow	: Disabled


	Boot Sequence		     : A,C			D0000-D3FFF  Shadow	: Disabled


	Swap Floppy Drive		     : Disabled		D4000-D7FFF  Shadow	: Disabled


	Boot Up Floppy Seek		     : Enabled		D8000-DBFFF  Shadow	: Disabled


	Boot Up NumLock Status	   	     : On			DC000-DFFFF  Shadow	: Disabled


	Boot Up System Speed		     : High			E0000-E3FFF Shadow	: Disabled


	IDE HDD Block Mode		     : Disabled		E4000-E7FFF   Shadow	: Disabled


	Gate A20 Option		     : Normal			E8000-EBFFF  Shadow	: Disabled


	Memory Parity Check	     	     : Disabled		EC000-EFFF  Shadow	: Disabled


	Typematic Rate Setting		     : Disabled


�	Typematic Rate (Chars/Sec)  	     : 6			


	Typematic Delay (Msec)		     : 250			ESC   : Quit		�SONDZEICHEN 173 \f "Symbol" \s 8���SONDZEICHEN 175 \f "Symbol" \s 8���SONDZEICHEN 174 \f "Symbol" \s 8���SONDZEICHEN 172 \f "Symbol" \s 8��:  Select Item


	Security Option		     : Setup			F1      : Help		PU/PD/+/-  : Modify


							F5      : Old Values		(Shift)F2       : Color


							F6      : Load BIOS Defaults


							F7      : Load Setup Defaults





		BIOS Einstellungen im ”BIOS FEATURES SETUP”





�


				   ROM ISA BIOS (21DN6001)


                                                      CHIPSET FEATURES SETUP


                                                       AWARD SOFTWARE, INC.


��


	Auto Configuration		     : Disabled	       Cache Read Burst			: 3-2-2-2





	AT Clock			     : CPUCLK/5	       Cache Write Wait State		: 2 WS


	IO Recovery For ISA/PCB	     : BLCK: 7/3	       System BIOS Cacheable		: Ext & Int


						       Video BIOS Cacheable		: Ext & Int


	Slow Refresh		     : Disabled	       Non-Cacheable Block 1		: Disabled


	Refresh Divider		     : 1		             Block 1 Start Address		:         0K


	DRAM Type		     : Normal Page	             Block 1 Size			: 16KB


	DRAM Wait State		     : 2 WS





	Keyboard Clock		     : CPUCLK/5


	LOWA20# Emulation		     : Disabled


	RC Reset Emulation		     : Disabled


�


	Coprocessor Ready Delay	 	    : Delay 1T		ESC   : Quit		�SONDZEICHEN 173 \f "Symbol" \s 8���SONDZEICHEN 175 \f "Symbol" \s 8���SONDZEICHEN 174 \f "Symbol" \s 8���SONDZEICHEN 172 \f "Symbol" \s 8��:  Select Item


	Check ELBA# Signal		     : In T2			F1      : Help		PU/PD/+/-  : Modify


	Memory Remap		     : Enabled		F5      : Old Values		(Shift)F2       : Color


	DMA/Master Cycle		     : Hold 2-3T		F6      : Load BIOS Defaults


							F7      : Load Setup Defaults





		BIOS Einstellungen im ”CHIPSET FEATURES SETUP”





�


				   ROM ISA BIOS (21DN6001)


                                                   POWER MANAGEMENT SETUP


                                               	  AWARD SOFTWARE, INC.


��


	Power Management		     : Disabled





	HDD Standby Timer		     : Disabled


	Display Power Down		     : Disabled


	System Slow Down		     : Disabled


	System Power Down		     : Disabled


	


	


	


	


	


	


				


�				


							ESC   : Quit		�SONDZEICHEN 173 \f "Symbol" \s 8���SONDZEICHEN 175 \f "Symbol" \s 8���SONDZEICHEN 174 \f "Symbol" \s 8���SONDZEICHEN 172 \f "Symbol" \s 8��:  Select Item


							F1      : Help		PU/PD/+/-  : Modify


							F5      : Old Values		(Shift)F2       : Color


							F6      : Load BIOS Defaults


							F7      : Load Setup Defaults





		BIOS Einstellungen im ”POWER MANAGEMENT SETUP”


Wojcik, Rev. 1.0, 23.07.1994





			   Award BIOS ver.  Highscreen VBS 1.01 ECS





BIOS Einstellungen für UC 4915-A Mainboard in Verbindung mit AMD 486DX2-80 Prozessor


				





�


				   ROM ISA BIOS (21DN6001)


                                               	    BIOS FEATURES SETUP


                                               	  AWARD SOFTWARE, INC.


��


	Virus Warning		     : Disabled		System BIOS    Shadow	: Enabled


	CPU Internal Cache 		     : Enabled		Video   BIOS    Shadow	: Enabled


	External Cache		     : Enabled		C8000-CBFFF  Shadow	: Disabled


	Quick Power On Self Test	     : Disabled		CC000-CFFFF  Shadow	: Disabled


	Boot Sequence		     : A,C			D0000-D3FFF  Shadow	: Disabled


	Swap Floppy Drive		     : Disabled		D4000-D7FFF  Shadow	: Disabled


	Boot Up Floppy Seek		     : Enabled		D8000-DBFFF  Shadow	: Disabled


	Boot Up NumLock Status	   	     : On			DC000-DFFFF  Shadow	: Disabled


	Boot Up System Speed		     : High			E0000-E3FFF Shadow	: Disabled


	IDE HDD Block Mode		     : Disabled		E4000-E7FFF   Shadow	: Disabled


	Gate A20 Option		     : Normal			E8000-EBFFF  Shadow	: Disabled


	Memory Parity Check	     	     : Disabled		EC000-EFFF  Shadow	: Disabled


	Typematic Rate Setting		     : Disabled


�	Typematic Rate (Chars/Sec)  	     : 6			


	Typematic Delay (Msec)		     : 250			ESC   : Quit		�SONDZEICHEN 173 \f "Symbol" \s 8���SONDZEICHEN 175 \f "Symbol" \s 8���SONDZEICHEN 174 \f "Symbol" \s 8���SONDZEICHEN 172 \f "Symbol" \s 8��:  Select Item


	Security Option		     : Setup			F1      : Help		PU/PD/+/-  : Modify


							F5      : Old Values		(Shift)F2       : Color


							F6      : Load BIOS Defaults


							F7      : Load Setup Defaults





		BIOS Einstellungen im ”BIOS FEATURES SETUP”





�


				   ROM ISA BIOS (21DN6001)


                                                      CHIPSET FEATURES SETUP


                                                       AWARD SOFTWARE, INC.


��


	Auto Configuration		     : Disabled	       Cache Read Burst			: 3-2-2-2





	AT Clock			     : CPUCLK/5	       Cache Write Wait State		: 2 WS


	IO Recovery For ISA/PCB	     : BLCK: 7/3	       System BIOS Cacheable		: Ext & Int


						       Video BIOS Cacheable		: Ext & Int


	Slow Refresh		     : Disabled	       Non-Cacheable Block 1		: Disabled


	Refresh Divider		     : 1		             Block 1 Start Address		:         0K


	DRAM Type		     : Normal Page	             Block 1 Size			: 16KB


	DRAM Wait State		     : 2 WS





	Keyboard Clock		     : CPUCLK/5


	LOWA20# Emulation		     : Disabled


	RC Reset Emulation		     : Disabled


�


	Coprocessor Ready Delay	 	    : Delay 1T		ESC   : Quit		�SONDZEICHEN 173 \f "Symbol" \s 8���SONDZEICHEN 175 \f "Symbol" \s 8���SONDZEICHEN 174 \f "Symbol" \s 8���SONDZEICHEN 172 \f "Symbol" \s 8��:  Select Item


	Check ELBA# Signal		     : In T2			F1      : Help		PU/PD/+/-  : Modify


	Memory Remap		     : Enabled		F5      : Old Values		(Shift)F2       : Color


	DMA/Master Cycle		     : Hold 1-1T		F6      : Load BIOS Defaults


							F7      : Load Setup Defaults





		BIOS Einstellungen im ”CHIPSET FEATURES SETUP”





�


				   ROM ISA BIOS (21DN6001)


                                                   POWER MANAGEMENT SETUP


                                               	  AWARD SOFTWARE, INC.


��


	Power Management		     : Disabled





	HDD Standby Timer		     : Disabled


	Display Power Down		     : Disabled


	System Slow Down		     : Disabled


	System Power Down		     : Disabled


	


	


	


	


	


	


				


�				


							ESC   : Quit		�SONDZEICHEN 173 \f "Symbol" \s 8���SONDZEICHEN 175 \f "Symbol" \s 8���SONDZEICHEN 174 \f "Symbol" \s 8���SONDZEICHEN 172 \f "Symbol" \s 8��:  Select Item


							F1      : Help		PU/PD/+/-  : Modify


							F5      : Old Values		(Shift)F2       : Color


							F6      : Load BIOS Defaults


							F7      : Load Setup Defaults





		BIOS Einstellungen im ”POWER MANAGEMENT SETUP”


Wojcik, Rev. 0.1, 23.09.1994





			   Award BIOS ver.  Highscreen VBS 1.01 ECS





BIOS Einstellungen für UC 4915-A Mainboard in Verbindung mit Intel/AMD 486DX2-66 Prozessor


				





�


				   ROM ISA BIOS (21DN6001)


                                               	    BIOS FEATURES SETUP


                                               	  AWARD SOFTWARE, INC.


��


	Virus Warning		     : Disabled		System BIOS    Shadow	: Enabled


	CPU Internal Cache 		     : Enabled		Video   BIOS    Shadow	: Enabled


	External Cache		     : Enabled		C8000-CBFFF  Shadow	: Disabled


	Quick Power On Self Test	     : Disabled		CC000-CFFFF  Shadow	: Disabled


	Boot Sequence		     : A,C			D0000-D3FFF  Shadow	: Disabled


	Swap Floppy Drive		     : Disabled		D4000-D7FFF  Shadow	: Disabled


	Boot Up Floppy Seek		     : Enabled		D8000-DBFFF  Shadow	: Disabled


	Boot Up NumLock Status	     	     : On			DC000-DFFFF  Shadow	: Disabled


	Boot Up System Speed		     : High			E0000-E3FFF Shadow	: Disabled


	IDE HDD Block Mode		     : Disabled		E4000-E7FFF   Shadow	: Disabled


	Gate A20 Option		     : Normal			E8000-EBFFF  Shadow	: Disabled


	Memory Parity Check	     	     : Disabled		EC000-EFFF  Shadow	: Disabled


	Typematic Rate Setting		     : Disabled


�	Typematic Rate (Chars/Sec)  	     : 6			


	Typematic Delay (Msec)		     : 250			ESC   : Quit		�SONDZEICHEN 173 \f "Symbol" \s 8���SONDZEICHEN 175 \f "Symbol" \s 8���SONDZEICHEN 174 \f "Symbol" \s 8���SONDZEICHEN 172 \f "Symbol" \s 8��:  Select Item


	Security Option		     : Setup			F1      : Help		PU/PD/+/-  : Modify


							F5      : Old Values		(Shift)F2       : Color


							F6      : Load BIOS Defaults


							F7      : Load Setup Defaults





		BIOS Einstellungen im ”BIOS FEATURES SETUP”





�


				   ROM ISA BIOS (21DN6001)


                                                      CHIPSET FEATURES SETUP


                                                       AWARD SOFTWARE, INC.


��


	Auto Configuration		     : Disabled	       Cache Read Burst			: 3-1-1-1





	AT Clock			     : CPUCLK/4	       Cache Write Wait State		: 1 WS


	IO Recovery For ISA/PCB	     : BLCK: 5/3	       System BIOS Cacheable		: Ext & Int


						       Video BIOS Cacheable		: Ext & Int


	Slow Refresh		     : Disabled	       Non-Cacheable Block 1		: Disabled


	Refresh Divider		     : 1		             Block 1 Start Address		:         0K


	DRAM Type		     : Fast Page	             Block 1 Size			: 16KB


	DRAM Wait State		     : 1 WS





	Keyboard Clock		     : CPUCLK/4


	LOWA20# Emulation		     : Disabled


	RC Reset Emulation		     : Disabled


�


	Coprocessor Ready Delay  	     : Delay 1T		ESC   : Quit		�SONDZEICHEN 173 \f "Symbol" \s 8���SONDZEICHEN 175 \f "Symbol" \s 8���SONDZEICHEN 174 \f "Symbol" \s 8���SONDZEICHEN 172 \f "Symbol" \s 8��:  Select Item


	Check ELBA# Signal		     : In T2			F1      : Help		PU/PD/+/-  : Modify


	Memory Remap		     : Enabled		F5      : Old Values		(Shift)F2       : Color


	DMA/Master Cycle		     : Hold 1-2T		F6      : Load BIOS Defaults


							F7      : Load Setup Defaults





		BIOS Einstellungen im ”CHIPSET FEATURES SETUP”





�


				   ROM ISA BIOS (21DN6001)


                                                   POWER MANAGEMENT SETUP


                                               	  AWARD SOFTWARE, INC.


��


	Power Management		     : Disabled





	HDD Standby Timer		     : Disabled


	Display Power Down		     : Disabled


	System Slow Down		     : Disabled


	System Power Down		     : Disabled


	


	


	


	


	


	


				


�				


							ESC   : Quit		�SONDZEICHEN 173 \f "Symbol" \s 8���SONDZEICHEN 175 \f "Symbol" \s 8���SONDZEICHEN 174 \f "Symbol" \s 8���SONDZEICHEN 172 \f "Symbol" \s 8��:  Select Item


							F1      : Help		PU/PD/+/-  : Modify


							F5      : Old Values		(Shift)F2       : Color


							F6      : Load BIOS Defaults


							F7      : Load Setup Defaults





		BIOS Einstellungen im ”POWER MANAGEMENT SETUP”


Wojcik, Rev. 1.0, 23.07.1994





				           ECS AMI BIOS UMC491A 





BIOS Einstellungen für UC4915-A Mainboard in Verbindung mit AMD 486DX-40 Prozessor





�


		   AMIBIOS SETUP PROGRAM - ADVANCED CMOS SETUP


		       © 1993 American Megatrends Inc., All Rights reserved


��


	Above 1MB Memory Test		: Disabled


	Hard Disk Type 47 RAM Area		: 0:300


	Cyrix CoProzessor			: Absent


	Floppy Drive Seek At Boot		: Enabled


	External Cache Memory		: Enabled


	Internal Cache Memory		: Enabled


	Password Checking Option		: Setup



































�


		ESC:Exit    �SONDZEICHEN 175 \f "Symbol" \s 10���SONDZEICHEN 174 \f "Symbol" \s 10���SONDZEICHEN 173 \f "Symbol" \s 10��Sel   (Ctrl)Pu/Pd:Modify    F1:Help     F2/F3:Color


		F5:Old Values    F6:BIOS Setup Defaults    F7:Power-On Defaults





		BIOS Einstellungen im “ADVANCED CMOS SETUP”








�


		AMIBIOS SETUP PROGRAM - ADVANCED CHIPSET SETUP


		       © 1993 American Megatrends Inc., All Rights reserved


��


	AUTO Config Funtion		: Disabled		Memory Remapping			: Enabled


	            Cache Read Option		: 3-2-2-2		F Segment Shadow RAM		: Enabled


	            Cache Write Option		: 2 W.S.		E Segment Shadow RAM		: Disabled


	            DRAM Type			: PageMode	C000-C3FF Shadow RAM		: Enabled


	            DRAM Wait State(s)		:  2 W.S.		C400-C7FF Shadow RAM		: Enabled


	            Keyboard Clock Select		: CPUCLK/5	16 BIT DMA WAIT STATES		: 1 W.S.


	            AT Clock Select		: CPUCLK/5	8 BIT DMA WAIT STATES		: 1 W.S.


	            IO Recovery Time		: 7/3 BLCK


	            Hold PD Bus			: 2�SONDZEICHEN 126 \f "Symbol" \s 8��3 T


	Refresh Cycle			: Fast


	CoProzessor Ready			: Delay 1T


	Check ELBA# Signal			: in T2


	Non-Cachable Block1 Enable		: Disabled


	Non-Cachable Block-1 Size		: 4MB


	Non-Cachable Block-1 Base		: 0KB


	Non-Cachable Block2 Enable		: Disabled


	Non-Cachable Block-2 Size		: 16MB


	Non-Cachable Block-2 Base		: 0KB


�


		ESC:Exit    �SONDZEICHEN 175 \f "Symbol" \s 10���SONDZEICHEN 174 \f "Symbol" \s 10���SONDZEICHEN 173 \f "Symbol" \s 10��Sel   (Ctrl)Pu/Pd:Modify    F1:Help     F2/F3:Color


		F5:Old Values    F6:BIOS Setup Defaults    F7:Power-On Defaults





		BIOS Einstellungen im “ADVANCED CHIPSET SETUP”









































				ECS AMI BIOS UMC491A 





BIOS Einstellungen für UC4915-A Mainboard in Verbindung mit AMD/Intel 486D2-66 Prozessor





�


		   AMIBIOS SETUP PROGRAM - ADVANCED CMOS SETUP


		       © 1993 American Megatrends Inc., All Rights reserved


��


	Above 1MB Memory Test		: Disabled


	Hard Disk Type 47 RAM Area		: 0:300


	Cyrix CoProzessor			: Absent


	Floppy Drive Seek At Boot		: Enabled


	External Cache Memory		: Enabled


	Internal Cache Memory		: Enabled


	Password Checking Option		: Setup



































�


		ESC:Exit    �SONDZEICHEN 175 \f "Symbol" \s 10���SONDZEICHEN 174 \f "Symbol" \s 10���SONDZEICHEN 173 \f "Symbol" \s 10��Sel   (Ctrl)Pu/Pd:Modify    F1:Help     F2/F3:Color


		F5:Old Values    F6:BIOS Setup Defaults    F7:Power-On Defaults





		BIOS Einstellungen im “ADVANCED CMOS SETUP”








�


		AMIBIOS SETUP PROGRAM - ADVANCED CHIPSET SETUP


		       © 1993 American Megatrends Inc., All Rights reserved


��


	AUTO Config Funtion		: Disabled		Memory Remapping			: Enabled


	            Cache Read Option		: 3-1-1-1		F Segment Shadow RAM		: Enabled


	            Cache Write Option		: 1 W.S.		E Segment Shadow RAM		: Disabled


	            DRAM Type			: PageMode	C000-C3FF Shadow RAM		: Enabled


	            DRAM Wait State(s)		:  1 W.S.		C400-C7FF Shadow RAM		: Enabled


	            Keyboard Clock Select		: CPUCLK/5	16 BIT DMA WAIT STATES		: 1 W.S.


	            AT Clock Select		: CPUCLK/5	8 BIT DMA WAIT STATES		: 1 W.S.


	            IO Recovery Time		: 5/3 BLCK


	            Hold PD Bus			: 1�SONDZEICHEN 126 \f "Symbol" \s 8��2 T


	Refresh Cycle			: Fast


	CoProzessor Ready			: Delay 1T


	Check ELBA# Signal			: in T2


	Non-Cachable Block1 Enable		: Disabled


	Non-Cachable Block-1 Size		: 4MB


	Non-Cachable Block-1 Base		: 0KB


	Non-Cachable Block2 Enable		: Disabled


	Non-Cachable Block-2 Size		: 16MB


	Non-Cachable Block-2 Base		: 0KB


�


		ESC:Exit    �SONDZEICHEN 175 \f "Symbol" \s 10���SONDZEICHEN 174 \f "Symbol" \s 10���SONDZEICHEN 173 \f "Symbol" \s 10��Sel   (Ctrl)Pu/Pd:Modify    F1:Help     F2/F3:Color


		F5:Old Values    F6:BIOS Setup Defaults    F7:Power-On Defaults





		BIOS Einstellungen im “ADVANCED CHIPSET SETUP”






































