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No part of this publication may be reproduced, transmitted, transcribed,
stored in a retrieval system or translated into any language in any form or by
any means, electronic, mechanical, magnetic, optical, manual or otherwise,
without the prior written consent of the copyright holders.

Notice

The contents of this publication are subject to change.  This company
reserves the right to alter the contents of this publication at any time and
without notice.The contents of this publication may contain inaccuracies or
typographical errors and is supplied for informational use only.

Intel and Pentium are registered trademarks of Intel Corporation.

OS/2 and IBM are registered trademarks of Intemational Business Machines.

Windows and MS-DOS are registered trademarks of Microsoft Corporation.

AWARD is a registered trademark of Award Software Inc.

Other brand, corporate, and product names may or may not be registered
trademarks or copyright of their respective companies.
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Federal communications Commission Statement

This device complies with FCC Rules Part 15.  Operation is subject to the following two
conditions:
! This device may not cause harmful interference.
! This device must accept any interference received, including interference

that may cause undesired operation.
This equipment has been tested and found to comply with the limits for a Class B
digital device, pursuant to Part 15 of the FCC Rules.  These limits are designed to
provide reasonable protection against harmful interference in a residential installation.
This equipment generatesm uses and can radiate radio frequency energy and, if not
installed and used in accordance with the manufacturer’s instructions, may cause harmful
interference to radio communication.  However, there is no guarantee that interference will
not occur in a particular installation.  If  this equipment does cause harmful interference to
radio or television reception, whichcan be determined by turning the equipment off and on,
the user is encouraged to try to correct the interference by one or more of the following
measures:
! Re-orient or relocate the receiving antenna.
! Increase the separation between the equipment and the receiver.
! Connect the equipment to an outlet on a circuit different from that to which

the receiver is connected.
! Consult the dealer or an experienced radio/TV technician for help.

Warning
The use of shielded cables for the connection of the monitor to the graphics card is required
to assure compliance with FCC regulations changes or modifications to this authority to
operate this equipment.
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The Package includes:
" One ITZV6 motherboard

" One Floppy Interface Cable

" One IDE Interface Cable

" One Motherboard Resource CD

" One User’s Manual
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Jumpers
1. JP3 Clear  CMOS
2. JP2 Select CPU clock frequency
3. JP4 Select CPU type

Expansion Slots
1. DIMM Support 168-pin DIMM Memory

Connectors
1. PS/2 KB PS/2 Keyboard Connector
2.  PS/2 Mouse PS/2 Mouse Connector
3.  LAN LAN Connector
4. USB Universal Serial Bus Port1 and Port2
5. Printer Printer (Parallel) Port Connector
6. ATX Power ATX Power Connector
7. JP1 System Fan Connector
8. JP5 CPU Fan Connector
9. Floppy Floppy Drive Connector
10. IDE 1 Primary IDE Connector
11. CON 1 IrDA Connector
12. CON 2 Audio CD-IN Connector
13. Panel(CON3)

- PWR LED ATX Power LED (3pins)
- SPEAKER Chassis Speaker (4pins)
- HDD LED HDD LED (2pins)
- RESET Reset Switch (2pins)
- PWR ON ATX Power Switch (2pins)
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Cautions: Protecting Against Electrostatic Discharge
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Clear CMOS:  Clear CMOS:  Clear CMOS:  Clear CMOS:  Clear CMOS:  JP3

To Clear CMOS, please follow the steps below:
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Caution:
If you install the processor chip in the wrong orientation, you may burn the chip

and void your warranty. So you should install it careful deeply.
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CPU SettingCPU SettingCPU SettingCPU SettingCPU Setting
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1 CPU Type Selection:  JP4
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2 CPU Clock Frequency: JP2
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1. Panel Connector:
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2. Power Connector
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Remark: We suggest that users use 5 V STB and power source current
should be over 0.7A, otherwise it will affect system boot up.
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3. Fan Connector

Connect the CPU and System fan cables to the fan connectors shown below.
The fan connectors are marked as: SYS FAN & CPU FAN on the motherboad.
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ATX Power Connector

Remark: We suggest that users use 5 V STB and power source current
should be over 0.7A, otherwise it will affect system boot up.
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4.  PS/2 Mouse and Keyboard  Connector
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5. USB Device Connector
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Top:      USB1
Bottom: USB2
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6. Serial Device COM1, VGA and Printer Connectors
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COM1�
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VGA
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����� Printer
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7. Floppy Drive Connector
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	��
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������
��
FDD.
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8. IrDA Connector

������	

�� �
�?
�������
	�
	��
��
���� IrDA
������	���
�����
��

�����

5

4

3

2

1

IrDA

 9. IDE Hard Disk Connector

������	

�� �
�.6
�������
	�
	��
��
����
:�#���
�.6
������	���
������
�� IDE1
�

Pin    Description
5 IRTX
4 GND
3 IRRX
2 NC
1 +5V
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10. LAN Connector

������	
�� �
LAN
���	
	�
	��
��
����
@�9
������	��
�����
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11. Game / Audio Connector and CD_IN Connectors

���
"0#���
������ Game/Audio ������	��
������
�� 
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������	
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A���	���
��
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����
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������	
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� ����
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CD-IN
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LAN Connector

�
���

�����

��������



Hardware Installation

System Memory InstallationSystem Memory InstallationSystem Memory InstallationSystem Memory InstallationSystem Memory Installation

�������	������
����1�������  �G������������ ����$� �"���H�	�
��
�����
��

��
���!���"�0��
��	�����
���?9 ���"�;�'��?9 ������$�

♦ �����	���������!���
$8��
��	���
�����"�"�
���	��(���::���?9 �����$������+�


��
����?9 ����������
����.�������
�

♦ ��  ���@�	�	�����
�"D�8MB, 16MB, 32MB, 64MB, 128MB, 256MB.
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There are 1x168-pin DIMM slot
that allow you to install the system
memory max up to  256MB
SDRAM.
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 1 Install DIMM

�H #�
�
��
�����  ��	�
��
����
�����
���!���"�

�H '����
�����  �
��
���	�
��
�	��
��
�
���
0����

��	����
�����  �
����

������

���+��"�0�
��
���
��		!��	����
���	�
��
�

%H (��		�
�����  �	
���+�
���
��
���	�
��
���
���
�����
�����+�
���	�	������
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�

�����"��
�����"	����
�����  �

2 Removing a Memory Module
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Chapter 3
CMOS Setup Utility

CMOS Setup Main MenuCMOS Setup Main MenuCMOS Setup Main MenuCMOS Setup Main MenuCMOS Setup Main Menu
;���
�� 
��	��
	��
2�;+
��	 �
 	���	��
	��
&���
&�� 
����
������
��
	��
�������

���
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�����	
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�������
��	 �
� ��	����
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	��
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����
	�
�����	
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���
�����
C6�	��D
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	��
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��� �
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#$$�����������
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���

#$$���������������������
��� � � � ������
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#$$����!����������������� � � � �����"�������� ���
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� � � � ������#�$%������
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F1

F10

ENTER

ESC

Menu function keys:
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Standard CMOS SetupStandard CMOS SetupStandard CMOS SetupStandard CMOS SetupStandard CMOS Setup
�����������	�
��	��
�����
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�������	���
�����������	����������
���������
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�����	��	����������������������������������������

����������	�����	���������������������� !���"��� !�#	"�����������������������������

$�	���	�����������

CMOS Setup Utility - Copyright (C) 1984-2000 Award Software
      Standard CMOS Features
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��
 ��$
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%&!�

/
	�&

�����0!

�1,� 2�/1,

,����$'��3�
4&��	

$�������&�


�5��!	�	����&�
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Date & Time

# Hard Disks  → IDE Primary Master
# Hard Disks     →  IDE Primary Slave
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CMOS Setup Utility - Copyright (C) 1984-2000 Award Software
      IDE Primary Master

0/��-//���
��/�
�	
��$ Press Enter 0
���-�#�

0/��������.��� 
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�		�  �����
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�

��$�� ��@�#� � !
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*�� ��.(���$
*(�.���

�$�� 	�$
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��	
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+44"4

+3:4
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!"#$?���@�� � �$
��?� ��#�	


� � � ��4� ?� ���@��� �>�#�� 

� D,�,��,�/?�>�#���� ���?���@�

� � � � � �+�?����#� �)����)��#
 

� 	?���
� � � � ��?�&�$���#�- �#�

���?�6�
�������/�)��#
 

IDE HDD Auto-detection
�����
6�	��
	�
� 	�
#
��	��	
	��
'..
��
	��
��������
��
��	��	���
��
� ������ ��
�	
�����

	��
���������
������
��
	��
��� �

IDE Primary Master
+����	���
L
��� ��3
��	�
�� 
��	
	��
���������
������
��
	��
�������
+����	�
	��
	���
��

��H��
�����
E
5���
����
F
����
��	
�� 
�����	
	��
� �
��
��
����������
������
�	��

Note: Note: Note: Note: Note: �?6�;&�M100,0
�����
9;96N

���
��	�����
���=
9����
Auto (Default)�
&�� ��

The following options are selectable onlyif the 'IDE Primary Master'
item is set to 'Manual':

Cylinder
Min = 0

Max = 65535
Set the number of cylinders for this
hard disk.

Head Min = 0
Max = 255

Set the number of read/write heads

Precomp
Min = 0

Max = 65535
Warning: Setting a value of 65535
means no hard disk

Landing zone Min = 0
Max = 65535

Sector
Min = 0

Max = 255 Number of sectors per track
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Access Mode
������
	��
������
����
���
	���
����
�����

���
��	�����
���=
9������
@2��
@����� Auto (Default)�

Capacity
.���
�����
������	�
$�����H���	��(�
9�	�
	��	
	���
��7�
��
 � ����
�����	��
����	��
	���

	��
��7�
��
	��
�����		��
����
�����

�
�
����
��������
��������

���
��	�����
���=
� 	�
�������
�� �
�����
��7��

Drive A / Drive B
+����	
	��
������
�����
	���
���	�����
��
�� �
���	���
���
������
��
��	����
���
.����
�

���
.����
2�

���
��	�����
���=
,1�O
0��0
���
"��&
0��0
���
-��O
,�0
���
"�::&
,�0
��(Drive A
default)�
��!!&

,�0
��
���
9;96
(Drive B default)�

Video
+����	
	��
�����
�������
����
	���
���	�����
��
�� �
���	���

���
��	�����
���=
EGA/VGA (Default)�
�%�
:��
�%�
!�
���
&����

Halt On
����
�	��
�������
	��
�����	���
��
	��
���	��
�;+�
$�����
;�
+���#���	(�
G� 
���
 ��
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�	��
	�
�����	
�����
����
��
������

����
�� ��
	��
���	��
	�
���	
� ����
�;+��

���
��	�����
���=
���
6������
9�
6������
All But Keyboard (Default), ���
2 	
.����		�
���
���
2 	
.���
/
O��
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Advanced BIOS FeaturesAdvanced BIOS FeaturesAdvanced BIOS FeaturesAdvanced BIOS FeaturesAdvanced BIOS Features
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CMOS Setup Utility - Copyright (C) 1984-2000 Award Software
      Advanced BIOS Features

Virus Warning
��
	���
� ��	���
���
���
���
�������
�		���	
	�
���	�
��	�
��	�
	���
�����
2�;+
����
� 	�#

��	������
����
�
�������
�������
��
������
���
�����

����

���
��	�����
���=
6��
����
Disabled (Default)

CPU Internal / External cache
�����
	��
�	���
���	����
6��
��
/
.���
��
	��
��5
��	�����
/
�H	�����
������

���
��	�����
���=
Enabled (Default)�
.���
���

CPU L2 Cache ECC Checking
����
�	��
������
�� 
	�
���
��
/
����
��
��5
@�
�����
6��
���������

���
��	�����
���=
Enabled (Default)�
.���
���
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Quick Power On Self Test
����
�	��
������
 �
�����
;�
+���
���	
$�;+�(
��	��
�� 
�����
 �
	��
���� 	���
��
�	

��
��	
	�
6��
���
2�;+
����
����	��
��
����
����
�����
�	���
� ����
�;+��

���
��	�����
���=
6��
����
Disabled (Default)

First / Second / Third  Boot Device
���
2�;+
�		���	�
	�
����
	��
�����	���
���	��
����
	��
�������
��
	��
��I ����

�����	��
��
	����
�	����

���
��	�����
���=
Floppy (First Default), HDD-0(Second Default), LS 120 (Third
Default)�
'..#"/�/,�
P��
"���
+�+��
�.?;&�
@�9�

Boot Other Device
���
2�;+
�		���	�
	�
����
	��
�����	���
���	��
����
	��
�	���
������
��
	��
��I ����

�����	��
��
	����
�	����

���
��	�����
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Enabled (Default)�
.���
���

Swap Floppy Drive
��
	��
���	��
���
	��
������
�������
������
���
��

	�
������
��������
�����

2
	�
�������

�����
�
���
����#������

���
��	�����
���=
6��
����
Disabled (Default)

Boot Up Floppy Seek
+����
����
������
� ����

��	
 ��

���
��	�����
���= Enabled (Default)�
.���
���

Boot Up NumLock Status
+����	�
�����
��
�	�	�
���
9 �@����

���
��	�����
���=
;��,
;�
(Default)

Gate A20 Option
9�����#�
���
��
	��
���
����
���	������
���	����
%�	�
����
*��	
��	�
������	
���	���

%�	�
����

���
��	�����
���=
9������
Fast (Default)

3-7



CMOS Setup Utility

Typematic Rate Setting
O���	�����
�����	
�	
�
��	�
��	�������

�
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���
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���	�������
����
���
����
	��

	�����	��
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	�����	��
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�
�����	���

���
��	�����
���=
6��
����
Disabled(Default)

Typematic Rate (Chars/Sec)
+�	�
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� �
��
��
	����
�
������
	�
�����	
�
���
�	����
����
�� 
����
	��
���
�����

���
��	�����
���=
6 (Default)�
!�
"��
"��
"0�
���
�:�
,�

Typematic Delay (Msec)
+����	
	��
�����
	���
��	��
	��
���
��
����
����

�����

�	

�����
	�
�����	
	��

���

�	������

���
��	�����
���=
250 (Default)�
-0��
"���

Security option
+����	
���	���
	��
��������
��
��I ����
�����
	���
����
�� 
��	��
��	 ��

+�	 �
##
���
���	��
����

��	
 ��

+��	��
##
���
���	��
����
��	

��	
���
������
	�
��	 �
����

�
������
��
	��
������	

��������
��
��	
��	����
�	
	�� �����	�

���
��	�����
���= Setup (Default)�
+��	��

OS Select for DRAM > 64MB
+����	
;+�
����
��
�� 
���
� �����
;+/�
�����	���
���	��
��	�
����	��
	���
1:&2
��

?�&
��
	��
���	���

���
��	�����
���=
Non-OS/2 (Default)�
;+/�

Report No FDD for WIN 95
B��	���
�����	
��
*..
���
B�9
40
��
��	�

���
��	�����
���=
G��� No (Default)
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SDRAM CAS Latency Time
B���
��������� �
.?�&
��
���	������
	��
� �
��
��
�����
������
��
��+
��	����

�������
��
	��
.?�&
	������

���
��	�����
���=
,(Default)�
�

SDRAM Cycle Time Tras/Trc
+����	
	��
� �
��
��
+�@O�
���
��
�������

���
��	�����
���=
6/8 (Default)�
0/-

����������	

����
���������������������
������	�����������������������	��������

����������������������������	�	����������������	���	����������
����������


�����������	���������	
��	������������������	������	������������������
�������

�����������	
�������������	�
������������	������������������	�������
��������


����������������	��������������������
�����
������������

������
��������

����������	�����	�
���	��������
����������������	�������	�	�������������
���

���
��������
�
�����
�����

Advanced Chipset FeaturesAdvanced Chipset FeaturesAdvanced Chipset FeaturesAdvanced Chipset FeaturesAdvanced Chipset Features

CMOS Setup Utility - Copyright (C) 1984-2000 Award Software
      Advanced Chipset  Features

�����������	
��
������

��������
����������	����


����������
���������	�

�������������
�	��������

���
���������	
��	���

�� ���������	
��	���

�������!�����
�"#��"$�

��%��	
��
�������

���	�� ���	��	

���

������&��� ���'�� �(���)�

%����*������������%����
+

,

$�-

,

,

���	��� 

���	��� 

���	��� 

���	��� 

.�	��� 

$/��

.�	��� 

Item Help

���0���1��� �!

!"#$2���1���.�
��2�����

���3#� 2����1��0���	�0����4����%���2��	�0���3"52��	1�

�� �3$�2�3	����	6�� �6	0�
���.�
2.7�
�� ��3"2�*����	��!��&��38�2��&
���)� ���6	0�
�
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SDRAM RAS-to-CAS Delay
B���
��������� �
.?�&
��
���	�����

��
	��
���	���
	���
�����
��	�
�� 
�����	
�
	�����

�����

�	����
	��
��
��+
���
?�+
�	��
�
��������
 ���
.?�&
��
���		��
	��
����

�������
����������

���
��	�����
���=
3(Default)�
�

SDRAM RAS Precharge Time
��
��
��� �������	
� �
��
��
������
��
��������
���
	��
?�+
	�
��� � ��	�
�	�
������


�����
.?�&
��������

	��
�������
���

�
��������	�
���
	�� .?�&

���
����
	�

��	���
��	��

���
��	�����
���=
3(Default)�
�

System BIOS Cacheable
+����	���
6��
���
������
�������
��
	��
���	��
2�;+
?;&
�	
*�����#*****��
��� �	���

��

�		��
���	��
������������

���
��	�����
���=
6��
����
Disabled(Default)

Video BIOS Cacheable
+����	
6��
���
������
�������
��
	��
�����
2�;+�
��� �	���
��

�		��

���	��
������#

������

���
��	�����
���=
6��
����
Disabled(Default)

Memory Hole At 15M - 16M
B���
	���
����
��
���������
�	
�����	


�
�������
���
 ���
�������	���
��
����������
	��	

����
	�
 ��
	���
����
��
���	��
������
 � ����
���� ����
	����
������
��I ������	��

���
��	�����
���=
6��
����
Disabled(Default)

CPU Latency Timer
����
��	���
������
�� 
	�
6��
���/.���
���
��5
��	����
������

���
��	�����
���=
6��
����
Disabled(Default)

Delayed Transaction
+����	
6��
���
	�
� ����	
����������
��	�
���
���������	���
�������
��"�

���
��	�����
���=
Enabled(Default)�
.���
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Delayed Transaction
+����	
6��
���
	�
� ����	
����������
��	�
���
���������	���
�������
��"�

���
��	�����
���=
Enabled(Default)�
.���
���

On-chip Video Window Size
+����	
	��
��#����
�����
������
��7�
���
>%�
�����
 ���

���
��	�����
���=
6��
����
,�&2� 64MB(Default)

Use VGA BIOS in VBU Block
@�	
�� 
��	������
���	���
 ��
>%�
2�;+
��
>25
2����
��
��	�

������
���������D�Enabled (Default)8���	�!��"

Integrated PeripheralsIntegrated PeripheralsIntegrated PeripheralsIntegrated PeripheralsIntegrated Peripherals

CMOS Setup Utility - Copyright (C) 1984-2000 Award Software
     Integrated Peripherals

��������� 	
�

	
���
����� ��	�

	
����
��� �	�

	
���
����� ��
��

	
����
����
��

��������������

���������
����������

��� ������

	
��!

����"#�����

���� ������ "��"#

��$������%��"����

�����$����&� �
��$���

!���������$�����

����
���'
������������

����
�������
������(

��)*����������"�

�)+�
����,�-���

����
����
�
���������

�
�
��������������

�������������
��

.
-��������������

�����������������

����������	)/

��
����

����

����

����

����

��
����


��
����

����

��
����

0�!1

�����

�����'(

��
����

2'03	)/4

!
�%

2

+5(

225

(5

����� �� ��

�����6����� �!

!"#$7������ ������7� ����" �� �� '8� 7����������9
������ :3�3��3�
7�9
���� �'(57� �
��

� �� ';� 7� '
����
%�� ��%
����� ���"7�,��� �� �'(7�.����
��!���� �' �7� ����-�1���
�%
����
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On-Chip IDE
���
��	����	��
����������
���	������
���	����
��
�.6
��	������
��	�
� ����	
�.6

��������
+����	
6��
���
	�
��	���	�
	��
��������

���
��	�����
���=
Enabled (Default)�
.���
���

IDE Master / Slave PIO
���
	��
�.6
��;
������
��	
�� 
��	
�
��;
����
���
����
��
	��
	��
�.6
�������
	��	

�.6
����
� ����	
��
�����
&���
�
	��� ��
:

�������
� ����������
���������

������������
��
� 	�
�����
	��

���	��
� 	���	������
��	�������
	��

��	

����
���

����
�������

���
��	�����
���=
Auto (Default)�
&���
��
&���
"�
&���
��
&���,�
&���
:

IDE Master / Slave UDMA
��
�� �
����
�����
���
���	��
���	����

�	�
� ����	
5�	��
.&�
,,�
�����	
� 	�
	�

���
��
2�;+
� ����	�

���
��	�����
���=
Auto(Default)�
.���
���

USB Controller
+����	
6��
���
��
�� �
���	��
���	����
�
5��������
+����
2 �
$5+2(
���	������
���

�� 
����
�
5+2
�����������

���
��	�����
���=
Enabled (Default)�
.���
���

USB Keyboard Support
+����	
6��
���
��
�� �
���	��
���	����
�
 ��������
+�����
2 �
$5+2(
���	������
���

�� 
����
�
5+2
���
�����

���
��	�����
���=
6��
����
Disabled(Default)

AC 97 Audio
����
�	��
������
�� 
	�
������
	�
���
��/
����
��
	��
!"�
������	
������
	�
� ����	

��
4-
� ����

���
��	�����
���=
Auto (Default)�
.���
���
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IDE HDD Block Mode
��
�� �
�.6

����
�����
� ����	�

����
����
$���	

���

������
��(�

�����	
6��
���

���
� 	���	��
��	��	���
��
	��
��	����
� �
��
��

����
����
/
���	�
���
���	��
	��
�����

���
� ����	�

���
��	�����
���=
Enabled(Default)�
.���
���

KBC input clock
+�	
	��
O2�
��� 	
������

���
��	�����
���=
8MHz (Default)�
"�&'7

POWER ON Function
+�	
	��
�����
��
� ��	���
����
���
�����
���

���
��	�����
���=
���������
'�	
O���
&� ��
&���
/
������
Any Key(Default)�
25��;9
;9@G�
O��
����
4!

KB Power ON Password
��
�����
;�
* ��	���
��
��	
���������
	���
��	���
��	
�� 
��	
O2
�����
;�
���������

�����
C6�	��D
���
��	��
�� �
���������

Hot Key Power ON
����
��	���
��	
�� 
������
�����
;9
O��
����
C�	��#*"D
	�
C�	��#*"�D�

���
��	�����
���=
�	��#*"(Default)�
�	��#*"�

Onboard FDC Controller
+����	
6��
���
��
�� �
���	��
���
�
������
����
���	������
$*.�(
���	�����
��
	��

���	��

����
���
�� 
����
	�
 ��
�	�
��
�� 
���	���
��
���#��
*.�
��
	��
���	��
���
��

������
������
�����	
.���
���
��
	���
������

���
��	�����
���=
Enabled(Default)�
.���
���
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Onboard Serial Port
+����	
�
�������
�;&
���	
����
���
��	�����
�������
���
	��
������
���	�
+����	
��

�������
���
�������������
��	��� 	
���
������
���	�

���
��	�����
���=
� 	��
.���
����
3F8 / IRQ4(Port 1 Default), 2F8 / IRQ3(Port 2
Default)�
,6!
/
�?Q:�
�6!
/
�?Q,

UART Mode Select
@�	
�� 
������
5�?�
&����

���
��	�����
���=
Normal(Default)�
��.��
�+O�?�
+�?

Onboard Parallel Port
+����	
�
�������
@��
���	
�������
���
�������������
��	��� �	
���
	��
��������

��������
���	�

���
��	�����
���=
378/IRQ7(Default)�
�-!/�?Q0� ,2�/�?Q-�
.���
���

Parallel Port Mode
+����	
��
�����	���
����
���
	��
��

����
��������
$����	��(
���	�

���
��	�����
���=
SPP(Default)�
6���
6���
6��R6��

Game Port Address
+����	
��
�������
���
����
���	�

���
��	�����
���=
.���
����
201(Default)�
��4

Midi Port Address
+����	
��
�������
���
&���
���	�

���
��	�����
���=
.���
����
330 (Default)�
,��

Midi Port IRQ
+����	
�
�������������
��	��� �	
���
&���
���	�

���
��	�����
���=
0�
10(Default)
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Power Management SetupPower Management SetupPower Management SetupPower Management SetupPower Management Setup

CMOS Setup Utility - Copyright (C) 1984-2000 Award Software
    Power Management Setup

��������	�
���	�


���������������


����������	������	�

�����	������

�����	������

�������������	

���������������� ��!

��"���	������	


##����$����%$���$�������&'�	����##

����������&�(

����������&�)

*��+�,��+�-�������

�,�����.�/0��12

3��������	�

����

4��

�����%��	�

�����$��

�����$��

�	���	�����

&	��$��

�����$��

�����$��

�����$��

�����$��

���������

��	��-�'�$��!

!"#$5���'���&	���5���$�6�� � �*7�5����'�����
�$�����89�9�39��5�
�$����*)(5���'�
�� �*:�5�*��$�����������$��� �&�65&;��� �� �*)5�%�	���$���$���*<�5�������=��������$��

����!�$�
���	�����	��
���������$�����������	%���
�����
���������%%��������

������	�
���$��������
���	���	�����		�
���	�����	��$�������
��$	��������%����&

����
�����

Power Management
����
��	�����
������
�� 
	�
�����	
	��
	���$��
������(
��
�����
�����	��
����	��
	�
	��

���������
�����=

'..
�����
.���K
.�7�
&���K
+ �����
&����
5���
.�����

������

�� 
	�
��	
����
����
������� �����
B���
��	
����
����
����
��
	��
������
���
����
"����

	�
"���
�H���	
���
'..
�����
.���
�����
������
����
"����
	�
"0����
���
����
���

���
��	�����
���=

User Define(Default)�
&��
+������
&�H
+�����

Video Off Method
.�	�������
	��
������
��
�����
	��
����	��
��

�������
+��	��
	 ���
���
���	����
���

����7��	��
���������7�	���
���	�
���
���	��

�����
	�
	��
�����

 �����
+����	
	���
��	���

��
�� �
����	��
� ����	��+��	��
����
���	��

�����
	�
	��
�����

 �����

���
��	�����
���=
>/'
+G9�R2�����
DPMS (Default)�
2����
+�����
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Video Off In Suspend
+�	 �
���	���
�����
���
��
� �����
��
��	�

���
��	�����
���=
Yes (Default)�
9�

Suspend Type
����
�	��
��	�
�� 
�����	
�
��	���
��
���
��
���	��
� ������

���
��	�����
���=
Stop Grant(Default)�
���;�
+ �����

Suspend Mode
��	��
	��
�����	��
������
��
���	��
����	���	��
���
�������
�H���	
	��
��5
�� 	
����

���
��	�����
���=
"/�/:/!/"�/��/,�/:�&���
"
'� ��
Disabled (Default)

HDD Power Down
��	��
	��
�����	��
������
��
�����
����	���	��
	��
����
����
�����
������
����
�����

���

�	���
�������
������
��	����

���
��	�����
���=
"/�/,/:/0/1/-/!/4/"�/""/"�/",/":/"0
&���
Disabled(Default)

Soft-Off by PWR-BTTN
B���
6��
����
	 �����
	��
���	��
���
��	�
	��
��/���

 		��
������
	��
���	��
��
�

����
���#�����# ����
�	�	��
��	�
����
��� ��
���� �	��
���������
�����
	�
��	��	

�����

 		��
��	���	�
��
?�� ��

�
?���
��	���	��

���
��	�����
���=
Instant-Off (Default)�
.����
:
+���

Wake On by Ring
+�	 �
���	���
B���
��

�
����
��
��	�

���
��	�����
���=
Enabled(Default)�
.���
���

Primary IDE 0 / IDE 1
����
��	���
������
�� 
��	������
���	���
���
��
�������
�.6
�/�.6
"
��
��	�

���
��	�����
���=
6��
����
Disabled(Default)
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FDD,COM,LPT Port
����
��	���
������
�� 
��	
���	���
���
��
*..�
�;&�
@��
���	
��
��	�

���
��	�����
���=
6��
����
Disabled(Default)

PCI PIRQ[A-D]#
����
��	���
��	�
�� 
��	
���
��?Q
S�#.TU�

���
��	�����
���=
6��
����
Disabled(Default)

Load Fail-Safe DefaultsLoad Fail-Safe DefaultsLoad Fail-Safe DefaultsLoad Fail-Safe DefaultsLoad Fail-Safe Defaults

������������	

����
���
�	���	�
��	��� ��	�
����������������
�	�����������	�
��������

!"#���
��������������������	����������
�������������
�������
	
�

CMOS Setup Utility - Copyright (C) 1984-2000 Award Software

#$$Standard CMOS Features #$$Frequency / Voltage Control

#$$Advanced BIOS Features     Load Fail-Safe Defaults

#$$Advanced Chipset Features     Load Optimized Defaults

#$$Integrated Peripherals     Set Supervisor Passord

#$$Power Management Setup     Set User Passoword

#$$PnP / PCI Configuration     Save & Exit Setup

#$$PC Health Status     Exit Without Saving

Esc   :   Quit  !"#$:   Select Item

F10   :   Save & Exit Setup

Abandon all datas

Load Fail - Safe Defaults (Y / N)? N
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#$$Standard CMOS Features #$$Frequency / Voltage Control

#$$Advanced BIOS Features     Load Fail-Safe Defaults

#$$Advanced Chipset Features     Load Optimized Defaults

#$$Integrated Peripherals     Set Supervisor Passord

#$$Power Management Setup     Set User Passoword

#$$PnP / PCI Configuration     Save & Exit Setup

#$$PC Health Status     Exit Without Saving

Esc   :   Quit  !"#$:   Select Item

F10   :   Save & Exit Setup

Abandon all datas

Load Optimized DefaultsLoad Optimized DefaultsLoad Optimized DefaultsLoad Optimized DefaultsLoad Optimized Defaults

������������	

����
���
�	��$�����%��� ��	�
���������������������%��
�����
�����

���
�	��������%������	�
���������!"#���
��������������������	����������
������

������
�������
	
�

CMOS Setup Utility - Copyright (C) 1984-2000 Award Software

Load Optimized Defaults (Y / N)?
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[NOTE]
If you forget your password, or you want to cancel your password, you can do the stepsIf you forget your password, or you want to cancel your password, you can do the stepsIf you forget your password, or you want to cancel your password, you can do the stepsIf you forget your password, or you want to cancel your password, you can do the stepsIf you forget your password, or you want to cancel your password, you can do the steps
as the following:as the following:as the following:as the following:as the following:

(1) Password forgotten:
�� � ��
���
	��
���	���

��� +���	
8�,
�	
���
�#,
���
�
���
�������
	�
�����
�&;+�

���� +�	
	��
8�,

���
	�
���
"#��

��� �����
��
	��
���	���

(2) Clear Password:
�����
�� �
��������

�
���
��
	��
��������
�� 
���	�����


������
	���
��
	�
��������
��		���
	�
�����
69�6?

	�����

Set Supervisor / User PasswordSet Supervisor / User PasswordSet Supervisor / User PasswordSet Supervisor / User PasswordSet Supervisor / User Password

�	������������������	������%����������
������������������
�������	��	�����������

�
������������������������������	����������������������	���������������������	��

������������������������������&	�������	���'����&	�������������������
�����(��

�	���������������&	�������	

����
�����������
�	

�)*$������������'�����	���

�������

��������������

������������	

�	����

���+

1. '�������	
	��
�	��
+�	
+ ��������
��������
/
+�	
5���
��������
��
	��
����

��� ���
�����
69�6?�

2. ���
��������
������

�H
����
�������

3. ��
�� 
���
���	������
�
���
���������
����� ���
	���
��
	��
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Save & Exit SetupSave & Exit SetupSave & Exit SetupSave & Exit SetupSave & Exit Setup
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Chapter 4
Software Utility
The support software for this motherboard is supplied in a CD. All the support programs
are stored in separate folders, so you can find the program you need easily enough. We
recomend you to choose the program which you need most, it will assist your computer
system to high performance.

Installing InterfaceInstalling InterfaceInstalling InterfaceInstalling InterfaceInstalling Interface

After you insert CD driver, it runs automaticly and appear the interface as below:

���

Choose the language and interface you need.



Intel Video Driver Location : ���������	�

Intel 810 Chipset Driver Location: �
���
	�

IDE DMA66 Driver Location: ���	

Audio  Driver Location: �����	

LAN Driver Location: �
��

Installing ADOBE Acrobat Read Driver

Installing Driver Location:
Insert CD Driver to the CD-ROM, driver runs by itself, and appear the following
interface, please refer to the procedure, then finish installing.�ITZV6 provides you the
following Installing Driver:

Insert CD Driver to the CD-ROM, driver runs by itself, and appear the following inter-
face, please refer to the procedure, then finish installing.
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