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Appendix II

Quick Connector and Jumper ReferenceQuick Connector and Jumper ReferenceQuick Connector and Jumper ReferenceQuick Connector and Jumper ReferenceQuick Connector and Jumper Reference

6BDA0.1

1

Ir-Rx

GND

Ir-Tx

Vcc

Vcc

CN1: WOL (Wake-on-LAN)
connector

CN2: Infrared connector

CN3: Creative's SB-Link connector
links AWE64D with PCI Bus
Mastering

PAN1: Front panel connector set

FAN1/FAN2/FAN3: System/CPU#2
           /CPU#1 cooling fan connector

JP1: Chassis intrusion monitoring
connector

JP2: Clear CMOS data jumper
1~2 : Normal (default)
2~3 : Clear CMOS data

JP3: Modem  In

JP4: External clock frequency jumper
1~2 : External clock determined

                 by CPU (default)
2~3 : External clock is always

                 66MHz
open : External clock is always

                  100MHz

SeePU (Jumper free CPU installation) setting table

Power Indicator LED

Speaker Connector

Green Switch

Turbo LED

Green LED

Reset Switch

Over-ride Power Button

KeyLock

IDE Activity LED
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 JP5: Power on Function
        1~2 : Disabled (default)

2~3 : Enabled

CN4/5: External volume/Control connector

CN6: CD_IN

CN7: AUX_IN

DIMM1,2,3,4

COM1

IDE #1 IDE #2 FLOPPY PW1

power supply
connector

Battery
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ISA2 ISA1

PCI1PCI4
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PCI3 PCI2

Slot1 CPU Socket #2

Slot1 CPU Socket #1

AGP Intel

82443BX

PAC

COM2

Printer USBx2 PS/2 Mouse
& K/B Conn.
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1 1
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COM2 COM1 USB2
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Mouse

PCB

Back Panel I/O Connector
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JP3

FAN1

CN14
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JP5

CN6 CN7
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CPU Type

CPU Speed

E x t e r n a l

C l o c k

F r e q u e n c y

R a t i o
Internal Clock

Pentium II/III

C e l e r o n

P r o c e s s o r s

6 6

4 2 6 6

4 . 5 3 0 0

5 3 3 3

5 . 5 3 6 6

6 4 0 0

1 0 0

3 . 5 3 5 0

4 4 0 0

4 . 5 4 5 0

5 5 0 0

5 . 5 5 5 0
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