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Table 1-1  Junper Settings
Junper Setting Functi on
CPU Vol t age

JP1

1-2

2-3** Default setting
VR

VRE

SCSI Termi nation

JP2

1-2

2-3*

Term nat or al ways ON
Use SCSI Setup Utility to set term nator ON or OFF
Cache Size

JP3

1-2*

2-3

256 KB

512 KB

SCSl Sel ection

JP6

1-2*

2-3

16-bit

8- bit

Bl GS Ver si on

JP8

1-2*

2-3

Acer

Ceneri c

Password Security
JP9

1-2

2-3*

Enabl ed

Di sabl ed

PC Sound Source

JP10

1-2*

2-3

Buzzer

Speaker

Front Panel Reset
JP11

1-2*

2-3

Enabl ed

Di sabl ed

Table 1-1 Junper Settings (continued)



Junper Setting Functi on
Cor e/ Bus Freq.

JP4, JP5, JP7 JP4  JP5 JP7
2-3 2-3 1-2

1-2 1-2  2-3

2-3 1-2 2-3

2-3 2-3 2-3

1-2 1-2 3-4

2-3 1-2 3-4

2-3 2-3 3-4 Bus Freq. Core Freq. Ratio
50 MHz 75 MHz 3/2

60 MHz 150 MHz 5/ 2

60 MHz 120 Mz 2/1

60 M1z 90 MHz 3/2

66 Mz 166 MHz 5/ 2

66 Mz 133 Mz 2/1

66 Mz 100 MHz 3/2

Table 1-2 Connector Functi ons
Connect or Functi on

CN1

Site

Not e:

cowvL

cowe

Power connector for 200-watt SPS

Power connector for 300-watt SPS
Paral |l el port connector

Di skette drive connector

| DE drives connect or

Renot e di agnostic nodul e (RDM) connect or
Renot e di agnostic nodul e (RDM) connect or
Faul ty-drive LED connect or

Fast SCSI-11 (narrow SCSI) connector

W de SCSI connector

VGA daught er board connect or

Vol t age regul ator nodule (VRM connector

Comment s

Pl ease feedback your conments regardi ng above,

if any.



